


The Fujitsu F400
Powerful Multi Cassette Media Dispenser

Fujitsu Commitment.  With over 30 years of experience in designing 
and building media dispensing devices of legendary quality, Fujitsu 
is now making its dispensing devices available to its OEM sales 
channel.
 
The Fujitsu Model F400 media dispenser is a lot of product in a 
small package. Aimed at helping you minimize your product costs 
and your customers’ cost of ownership, the F400 is fast and reliable, 
large in capacity, and feature-rich in local and remote diagnostics. 
It’s also expandable - start with one cassette and expand up to five. 

Advanced Features and Flexibility.  Security risks are reduced with 
the support of a dual-lock cassette with tamper indication. The 
integrated reject area into the main cassette removes the need for 
a separate reject bin. The media cassette in interchangeable with 
the Fujitsu Model F100 single cassette media dispensing unit. In 
addition, the cassette is adjustable for support of international 
currencies and other valued media up to 0.3 mm in thickness. The 
cassettes are configured for up to 14 uniquely identifiable media, 
and the unit is available with up to four large capacity cassettes, 
requiring less frequent replenishment. 

Integration of the Fujitsu 400 is simplified with easily accessible 
mounting brackets and standard RS232C communications 
interface. Best of all, the F400’s overall flexibility and wide range 
of features will help you support a variety of applications. UL 
certification of your fully integrated product is made easier because 
the F400 is already a UL recognized component. 

Flexible and Easy Integration.  The Fujitsu slimline F400 offers OEMs 
a key element in achieving the compact ergonomic zone required 
most applications. 

Reliable and Affordable.  A solid design, advanced diagnostics, and 
superior picking mechanism all result in more uptime and lower 
maintenance costs for you. 

Speed, Reliability and Low Maintenance.  Here’s your opportunity to 
get the industry’s most advanced media dispenser at an entry level 
price and ensure that your products offer the features and value 
you need to stay competitive.
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SPECIFICATIONS

Dimensions (W x D x H) 280mm x 430mm x 280mm Capacities / 
denominations

Accommodation 230mm
New notes 2200

Weight (w/o media) 20kg Reject bin In 1st cash cartridge

Service access Front access Reject bill area 
capacity

100 bills

Number of cassettes Up to 5 Cassettes Bill low sensor Adjustable sensor  50 ~ 300 
notes
Default: 100 notes

Bill count speed 7 notes / second Interface RS232C

Acceptable media range Max. 82mm x 172mm
Min. 60mm x 120mm
Thickness 0.06 ~ 0.18mm
Up to 0.3mm other media
*Certification of other media is required

Electrical Power 
Requirements

DC +24V (+10%, -10%)
Max 10A  Ave. 4A
DC +5V (+5%, -5%)  2A

Bill transaction 99 bills / transaction Temperature Operation 0 ~ 40 ° C
Stop State -5 ~ 50 ° C

Bill retrieval None Relative Humidity Operation 10 ~ 85%
Stop state 8 ~ 95%


