Specifications reflected above are engineering and hardware specifications. They do not represent actual configuration. For specific configurations and their availability, please check with your dealer.

Processor
- Intel® Core™2 Duo Processor - Intel® Pentium® 4 Processor - Intel® Celeron® D Processor
- 1.4GHz. HT, 2MB L2 Cache, 800MHz FSB - 1.8GHz. HT, 2MB L2 Cache, 800MHz FSB - 2.8GHz. HT, 256KB L2 Cache, 533MHz
- 3.06GHz. HT, 1MB L2 Cache, 800MHz - 3.2GHz. HT, 2MB L2 Cache, 533MHz - 3.4GHz. HT, 256KB L2 Cache, 533MHz

Optical Device
- DVD Super Multi Writer - Blu-ray Disc Writer

Audio
- RAID (Integrated SiS) - Speak-on Connector (4 Pin, Speak-on Drive) - Sound Card (Huawei H200)

Network Interface
- Broadcom 5786, Wakeup on LAN capable, 10/100/1000Mbps - Gigabit Ethernet Controller (Intel® 82579LM)

Hard Disk Drive
- Selection of 3.5-inch 1.44MB - 250GB, S-ATA, 7200rpm - 80GB, S-ATA, 7200rpm

CD Drive
- 52x CD-ROM - 52x DVD-ROM

Software
- DVD Super Multi Writer bundled with Nero 7 (v. 7.5) Essentials - TV Recorder - MPEG2 Encoder - PowerDVD 2.5 (SE)

Memory
- 256MB SDRAM 512MB SDRAM 1GB SDRAM - DDR II 400 SDRAM 256MB 1GB 2GB - 400MHz DDR II 1GB 2GB 4GB

Video
- ATI Radeon X850 XT 256MB DDR2 - ATI Radeon X800 256MB DDR2

System Bus Speed
- FSB 400MHz - FSB 533MHz - FSB 800MHz

Operating System Supported

Graphics
- Mirge™ 2D/3D Graphics Accelerator, Max. 256MB shared memory

Keyboard
- PS/2 Keyboard Port x 1

Parallel Port
- Parallel Port x 1 (25-Pin, EPP/ECP) - Parallel Port x 1

Audio (Front)
- Audio (Front) : Mic x 1, Headphone x 1 - Audio (Front) : Mic x 1, Headphone x 1

Audio (Rear)
- Audio (Rear) : Mic x 1, Headphone x 1

Video In/Out
- Video In/Out : TV-Out x 1, S-Video Out x 2

PS/2 Mouse Port
- PS/2 Mouse Port x 1

USB Ports
- USB x 1 (Front 2, Rear 4, Internal x 1)

S-Video In/Out
- S-Video In/Out x 1

Antenna Block
- Internal S-Video Input - Internal S-Video Output

TV-Out
- TV-Out : S-Video x 1, Composite x 1

PS/2 Keyboard Port
- PS/2 Keyboard Port x 1

RS-232 Serial Port
- RS-232 Serial Port x 1 (9 Pin, ECP)

Slot 1
- Slot 1 - Slot 1

Audio In/Out
- Audio In/Out : Mic x 1

Power Supply
- Max. output of power supply: 300W

Ethernet
- 10/100/1000Mbps Ethernet Controller

Video In/Out
- Video In/Out : TV-Out x 1, S-Video Out x 2

Power Control
- Power Control Panel

Internal Speaker
- Internal Speaker x 2

Power Supply
- AC200-240V 50/60Hz

Dimensions
- Approx. 180mm (W) x 370mm (D) x 365mm (H) (25L)

Weight
- Weight: 7.25 to 12.10kg (15.96 to 26.69 lbs)

Warranty
- 1-Year Parts/1-Year Labor (Only in the U.S.)