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Copyright & Trademark Information

Fujitsu Limited has made every effort to ensure
the accuracy and completeness of this document.
However, as ongoing development efforts are
continually improving the capabilities of our
products, we cannot guarantee the accuracy of
the contents of this document. We disclaim
liability for errors, omissions or future changes.

Fujitsu, the Fujitsu logo, and LifeBook are
registered trademarks of Fujitsu Limited.

Adobe, Acrobat, and Acrobat Reader are either
registered trademarks or trademarks of Adobe
Systems Incorporated in the United States and/
or other countries.

Microsoft, Windows, MS, MS-DOS, Windows NT,
Windows XP and Windows Vista are registered
trademarks of the Microsoft Corporation of the
United States in the United States and other
countries.

Realtek is a trademark of Realtek Semiconductor
Corporation.

Bluetooth is a registered trademark of Bluetooth
SIG, Inc.

Copyright

Other product names are trademarks or
registered trademarks of their respective
companies.

© Copyright 2007 Fujitsu Limited. All rights
reserved. No part of this publication may be
copied, reproduced or translated, without the
prior written consent of Fujitsu Limited. No part
of this publication may be stored or transmitted
in any electronic form without the written consent
of Fujitsu Limited.

Operations are subject to the following two
conditions:

(1) This device may not be allowed to cause
harmful interference.

(2) This device must accept any interference
received, including interference that may cause
undesired operation.

Website: www.pc-ap.fujitsu.com

FS

DECLARATION OF CONFORMITY
according to FCC Part 15

This device complies with Part 15 of the FCC rules. Operations are subject to the following two conditions:
(1) This device must not be allowed to cause harmful interference. (2) This device must accept any
interference received, including interference that may cause undesired operation.
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IMPORTANT SAFETY
INSTRUCTIONS

1.

Read these instructions carefully. Save these
instructions for future reference.

Follow all warnings and instructions marked
on the product.

Unplug this product from the wall outlet
before cleaning. Do not use liquid cleaners
or aerosol cleaners. Use a damp cloth for
cleaning.

Do not use this product near water.

Do not place this product on an unstable cart,
stand or table. The product may fall, causing
serious damage to the product.

Slots and openings in the cabinet and the
back or bottom are provided for ventilation;
to ensure reliable operation of the product
and to protect it from overheating, these
openings must not be blocked or covered.
The openings should never be blocked by
placing the product on a bed, sofa, rug or
other similar surface. This product should
never be placed near or over a radiator or
heat register or in a built-in installation unless
proper ventilation is provided.

This product should be operated from the
type of power indicated on the marking label.
If you are not sure of the type of power
available, consult your dealer or local power
company.

Do not allow anything to rest on the power
cord. Do not locate this product where
persons will walk on the cord.

10.

11.

12.

If an extension cord is used with this product,
make sure that the total ampere rating of the
equipment plugged into the extension cord
does not exceed the extension cord ampere
rating. Also, make sure that the total rating
of all products plugged into the wall outlet
does not exceed 15 amperes.

Never push objects of any kind into this
product through cabinet slots as they may
touch dangerous voltage points that could
result in a fire or electric shock. Never spill
liquid of any kind on the product.

Do not attempt to service this product
yourself, as opening or removing covers may
expose you to dangerous voltage points or
other risks. Refer all servicing to qualified
service personnel.

Unplug this product from the wall outlet and
refer servicing to qualified service personnel
under the following conditions:

When the power cord or plug is damaged
or frayed.

b. If liquid has been spilled into the product.

If the product has been exposed to rain or
water.

If the product does not operate normally
when the operating instructions are followed.
Adjust only those controls that are covered
by the operating instructions since improper
adjustment of other controls may result in
damage and will often require extensive
work by a qualified technician to restore the
product to normal condition.

If the product has been dropped or the
cabinet has been damaged.

If the product exhibits a distinct change in
performance, indicating a need for service.



13. CAUTION: When replacing the battery, be
sure to install it with the polarities in the
correct position. There is a danger of
explosion if the battery is replaced with
an incorrect type or is mistreated. Do not
recharge, disassemble or dispose of in
fire. Replace only with the same or
equivalent type recommended by the
manufacturer. Dispose of the used battery
according to the manufacturer’s
instructions.

14. Use only the proper type of power supply
cord set (provided in your accessories box)
for this unit. It should be a detachable type:
UL listed/CSA certified, BS1363, ASTA,
SS145 certified, rated 10A 250V minimum,
VDE approved or its equivalent. Maximum
length is 15 feet (4.6 meters).

This unit requires an AC adapter to operate. Use
only UL Listed Class 2 Adapters with an output
rating of 16 VDC, with a current of 2.5 A.

AC adapter output polarity:

o—@—

When using your notebook equipment, basic
safety precautions should always be followed to
reduce the risk of fire, electric shock and injury
to persons, including the following:

» Do not use this product near water for example,
near a bathtub, washbowl, kitchen sink or
laundry tub, in a wet basement or near a
swimming pool.

» Use only the power cord and batteries
indicated in this manual. Do not dispose of
batteries in a fire. They may explode. Check
with local codes for possible special disposal
instructions.

= Toreduce the risk of fire, use only No. 26 AWG
or larger UL Listed or CSA Certified
Telecommunication Line Cord.

For Authorized Repair Technicians Only

A WARNING

Danger of explosion if Lithium (clock) battery
is incorrectly replaced. Replace only with the
same or equivalent type recommended by
the manufacturer. Dispose of used batteries
according to the manufacturer’s instruction.

A WARNING

For continued protection against risk of fire,
replace only with the same type and rating
fuse.

System Disposal

LAMP(S) INSIDE THIS PRODUCT
CONTAIN MERCURY AND MUST BE

RECYCLED OR DISPOSED OF
ACCORDING TO LOCAL, STATE, OR
FEDERAL LAWS.

Proper Disposal of Battery

Under federal, state or local law, it may be illegal
to dispose of batteries by putting them in the
rubbish bin or trash cans. Please take care of
our environment and dispose of batteries
properly. Check with your local government
authority for details regarding recycling or
disposing of unwanted batteries.
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NOTE ON USE REQUIRED HIGH
SAFETY

This product is designed and manufactured for
general use, including general office use,
personal use, household use and ordinary
industrial use.

This product is not designed for or intended for
use under dangerous (fatal) conditions, unless
extreme safety precautions are implemented.

Do not use this product without implementing
high-level safety precautions.

Failure to follow this warning may result in death,
personal injury, severe physical damage or other
loss, if used in or near any or more of the
following:

« nuclear reaction control system in a nuclear
facility

« automatic flight control system in an airplane
or other flight control system

* mass transport control system
« medical instruments for life support system
« missile launching control for weapon system

NOTE ON BACKUP DATA

Please make a backup of the Operating System,
any software programs, and created files (and
update regularly).

If you send this product to Fujitsu, or any of its
affiliates, suppliers, service providers or resellers
for repair, Fujitsu does not guarantee the data
integrity. It is your responsibility to back data up
beforehand.

Fujitsu does not assume any obligation for
compensation for damages, data integrity, or
restoration, etc., if your data is lost for any reason,
except as written in the warranty.
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Preface

About This Guide

The LifeBook® U Series Notebook from Fujitsu
is a powerful convertible Notebook computer. It
can be used either as a standard notebook using
keyboard input, or in tablet configuration using
pen input. It is powered by an Intel®
microprocessor, has a built-in color touch screen
display, and brings the computing power of
desktop personal computers (PCs) to a portable
and versatile environment.

This manual explains how to operate your
LifeBook® U Series Notebook. Your LifeBook U
Series Notebook is compatible with the IBM® PC
AT, and it comes with Windows® Home Premium/
XP Tablet/ Vista Business pre-installed.

Your LifeBook® U Series Notebook is a
completely selfcontained unit with an active-
matrix (TFT), touchscreen color LCD display. It
has a powerful interface that enables it to support
a variety of optional features.

Conventions Used in the Guide
Keyboard keys appear in brackets.
Example: [Fn], [F1], [Esc], [Enter] and [Ctrl].

On screen buttons or menu items appear in bold.
Example: Click OK to restart your Notebook.

DOS commands you enter appear in Courier
type.

Example: Shut down t he conputer?

§P0|NT

The point icon highlights information that
will enhance your understanding of the
subject material.

The caution icon highlights information that
is important to the safe operation of your
computer, or to the integrity of your files.
Please read all caution information carefully.

A WARNING

The warning icon highlights information that
can be hazardous to either you, your
computer, or your files. Please read all
warning information carefully.
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Getting to Know Your Notebook

Locating the Controls and Connectors

Connectors and peripheral interfaces on the
LifeBook U Series notebook and the optional Port
Replicator allow you to connect a variety of
devices. Specific locations are illustrated in

Figures 2-1 through 2-5. The table below provides
a short description of each icon on the LifeBook
U Series notebook. Each of the icons is either
molded into or printed on the notebook chassis.

Connection

Notebook Icon

Purpose

DC in connector

Connect an external power source such as the AC adapter or
auto/airline adapter.

Secure Digital

The Secure Digital (SD) card slot allows you to install a flash

™
(SD) Slot s’ memory card for data storage. Flash memory cards allow you to
transfer data to and from a variety of different digital devices.
USB Ports ° Q > Connect Universal Serial Bus 2.0 or 1.1 compliant devices to the
notebook.
Microphone \S Connect an external microphone. The internal microphone is
Jack ﬁ disabled when you plug in an external microphone.
Fingerprint Use the fingerprint sensor to log onto the system using your
Sensor fingerprint as the “password”.
Headphone Connect stereo headphones or powered external speakers. The
Jack internal speaker is disabled when you plug in external headphones

or powered speakers.

Port Replicator

Connect the notebook port replicator or other approved docking
device. Refer to documentation accompanying the dock for more
information.

Suspend/
Resume button

The Suspend/Resume button allows you to suspend notebook
activity without powering off, resume from suspend mode, and
power on the system when it has been shut down from Windows.

O o C kO

Local Area The LAN (RJ-45) jack is used to connect the internal 10/100 Base-

Network (LAN) T/Tx Ethp'net to a Local Area Network (LAN) in your office or
home, or broadband devices such as a cable modem, DSL, or
satellite Internet.

Wireless LAN The wireless LAN switch allows you to turn power to the optional

On-Off Switch wireless LAN device on and off.

Table 2-1 System icons
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Figure 2-1. LifeBook U Series notebook with display open

Top and Front Components

The following is a brief description of the top and
front features of the LifeBook U Series notebook.
(Figure 2-1)

1. Integrated Camera (0.3 Megapixels)

2. Microphone
The microphone allow you to input mono
audio.

3. Pen/ Pen Holder
The pen is used as the interface with the
Passive Touch screen display.

4. Display Panel

The display panel is a color LCD panel for
the display of text and graphics and it has
Passive Touch screen functionality.

Keyboard Lights
The two keyboard lights illuminate the
keyboard for use at night.

LifeBook Application Buttons

The LifeBook U Series notebook application
buttons provide application launch
capabilities.
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7. Fingerprint Sensor
The Fingerprint Sensor provides an
alternative way to Windows logon
authentication and homepages logon
authentication. Please refer to the section on
"Using Fingerprint Authentication" for more
details.

ﬁPOINT

Some applications may not allow you to scroll
up and down a document.

Getting to Know Your Notebook

8.

10.

Status Indicator LEDs

The Status Indicator Panel displays symbols
that correspond to specific components of
your LifeBook U Series notebook.

Keyboard
A 56-key keyboard with dedicated Windows
key.

LAN/VGA Adapter Connector
It allows you to connect the LAN/ VGA
Adapter to your notebook.




Figure 2-2. LifeBook U Series notebook left-side panel

Left-Side Panel Components
Following is a brief description of your notebook’s
left-side components. (Figure 2-2)

1. Wireless LAN/Bluetooth On/Off Switch
The wireless LAN/Bluetooth On/Off Switch
is used to power off the wireless antenna
when not in use.

2. DC-IN Jack
The DC-IN jack allows you to plug in the AC
adapter to power your Notebook and charge
the internal Lithium ion Battery.

3. SD/Memory Stick Slot

The Secure Digital (SD) card/Memory Stick
slot allows you to install a flash memory card
for data storage. Flash memory cards allow
you to transfer data to and from a variety of
different digital devices.

4.

5.

Volume Dial/Mute Button

Microphone Jack
The microphone jack allows you to connect
an external mono microphone.

Headphone Jack
The headphone jack allows you to connect
headphones or powered external speakers.

10
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Figure 2-3. LifeBook U Series notebook right-side panel

Right-Side Panel Components
Following is a brief description of your notebook’s
right-side components.

1. CF Card Slot
It allows you to insert an optional Compact
Flash (CF) card and use it as a storage
device.

2. Suspend/Resume Button
The Suspend/Resume button allows you to
suspend Notebook activity without powering
off, resume your Notebook from standby
mode, and power on your system when it
has been shut down from the Windows
operating system.

3. USB 2.0 Port

The USB 2.0 port allows you to connect

Universal Serial Bus devices.

11
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Figure 2-4. LifeBook U Series notebook rear panel
Rear Panel Components 4. Speaker
The built-in dual speaker provide stereo
1. Glide Point sound.
It allows you to move the display cursor and
mouse-click by tapping on it. 5. Mouse Buttons
2. Function (Fn) Button 6. Down/Up Buttons

Double-click on this button starts the tablet
menu.

3. Battery Pack Bay

The location of the battery pack.

12
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Figure 2-5. LifeBook U Series notebook bottom panel

Bottom Components 3. AirVents S
Following is a brief description of your notebook’s The air vents allow proper air circulation to

@ bottom panel components. (Figure 2-5) ensure that the notebook does not overheat. @
1. Lithium lon Battery Bay A WARNING

The battery bay contains the internal Lithium

lon battery. It can be opened for the removal ® To protect your notebook from damage

of the battery when stored over a long period and to optimize system performance, be

of time or for swapping a discharged battery sure to keep all air all vents gnobst_ructed,
with a charged Lithium ion battery. clean, and clear of debris. This may
require periodic cleaning, depending

2. Battery Release Latch upon the environment in which the system

Slide and hold this latch before sliding the is used. .

Battery Bay Lock Latch to unlock the battery. ® Do not operate the notebook in areas
where the air vents can be obstructed,
such as in tight enclosures or on soft
surfaces like a bed or cushion.

4. Air Inlet

This opening allows air to circulate inside the
notebook and cool it.

13



Figure 2-6. Status Indicators

Status Indicators

The status indicators display symbols that
correspond to specific components of your
notebook. (Figure 2-6) The symbols show how
each of those components is operating. Note that
keyboard-related indicators (CapsLk, NumLKk,
ScrLk) are located above the keyboard.

Battery Level Indicator

The Battery Level indicators shows whether the

Lithium ion battery is installed and charging, and

how much charge is available within the batteries.

B Green: The battery is installed and fully
charged.

B Amber: The battery is installed and is
approximately half charged.

B Red: The battery charge is low and it should
be charged with an adapter or replaced with
a charged battery.

14

A WARNING

Batteries subjected to shocks, vibration or
extreme temperatures can be permanently
damaged.

X% IMPORTANT

If there is no battery activity and the power
adapters are not connected, the Battery
Level indicators will also be off.
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!POINT

1. Num Lock Indicator

The Num Lock indicator states that the
integral keyboard is set in ten-key numeric

keypad mode.

If there is no battery activity and the power
adapters are not connected, the Battery

Level indicator will also be off.

If you are using the optional external
numerical keypad, pressing the [NumLK] key
will activate the external keypad. The
indicator will come on, however it will not
change any of the functionality of your
keyboard keys.

2. Caps Lock Indicator

The Caps Lock indicator states that your
keyboard is set to type in all capital letters.

Getting to Know Your Notebook

N .
Scroll Lock Indicator
The Scroll Lock indicator states that your

scroll lock is active.

» (T Battery Charging Indicator
This indicator turns on when internal battery
is being charged.

{3 Battery Level Indicators

The standard Battery Level Indicator state
the presence of stardard Li-ion battery. The
indicator show the remaining power of the
battery.

8 Hard Drive Access Indicator
The Hard Drive Access indicator states

whether your internal hard drive is being
accessed.

15




Figure 2-7. Opening the display

Display Panel

Your LifeBook U Series notebook contains a
display panel that has Passive Touch screen
functionality. The convertible design of your
notebook allows you to open the display fully,
rotate it 180 degrees, and lay it face up on the
keyboard. This allows you to use the system as
a tablet, much as you would use a pad of paper.

Opening the Display Panel

1. Lift the display backwards, being careful not
to touch the screen, until it is at a comfortable
viewing angle. (Figure 2-7)

16

YcAauTion

Using the System as aTablet

If you would like to use the system as a tablet,
perform the following steps.

In the following step, be sure to position the
display perpendicular to the keyboard,
otherwise the keyboard or display cover could
get scratched.

. Lift the display until it is perpendicular to the

keyboard. (Figure 2-8)

. When the display is perpendicular to the

keyboard, rotate it 180 degrees in one
direction (Figure 2-9) so that it is facing
backwards. (Figure 2-10)

. Holding the top edge of the display panel, pull

it forward until it is lying nearly atop the
keyboard.

. To return the system to notebook

configuration, repeat step 3 and 2.




Figure 2-9. Rotating the display

Getting to Know Your Notebook

Figure 2-11. System in tablet configuration

Adjusting Display Panel Brightness

Once you have turned on your notebook, you
may want to adjust the brightness level of the
screen to a more comfortable viewing level. There
are two ways to adjust the brightness, keyboard
and power management utility.

17
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Using Keyboard to Adjust Brightness

Adjusting the brightness using the keyboard

changes the system setting (i.e., the settings you

make via the function keys automatically changes

the brightness settings in the system’s Pen and

Tablet Settings).

¢ [S]: Pressing repeatedly will lower the
brightness of your display.

« [D]: Pressing repeatedly will increase the
brightness of the display.

Using Power Management to Adjust
Brightness

To adjust brightness with the power management
utility, click Start — Control Panel - Tablet and
Pen Settings.

Select the Display tab and set the screen
brightness slider for battery and AC power
scenarios.

Using the Fujitsu Menu to Adjust Brightness

To adjust brightness using the Fujitsu menu, click
on the Fujitsu Menu icon in the system tray in
the lower right corner of the screen (or double-
click the Function button). From the menu that
appears, select Brightness Control. The Tablet
and Pen Settings window will open. Select the
Display tab and set the screen brightness slider
for battery and AC power scenarios.

§P0|NT

® If using AC power your brightness setting
is set to its highest level by default. If using
battery power your brightness settings is
set to approximately mid-level by default.

® The higher the brightness level, the more
power the LifeBook U Series notebook will
consume and the faster your batteries will
discharge. For maximum battery life,
make sure that the brightness is set as
low as possible.

18
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Using Your
- LifeBook .
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DC-IN Jack

%

DC Power Plug §\\

="

DC Output Cable

Using Your Notebook

AC Cable

AC Adapter

Figure 3-1. Connecting the AC Adapter

Power Sources

Your LifeBook U Series notebook has two
possible power sources: a primary Lithium ion
battery and an AC adapter.

Connecting the Power Adapters

The AC adapter provides power for operating
your notebook and charging the batteries.

Connecting the AC Adapter
1. Plug the DC output cable into the DC power
jack of your notebook.

2. Plug the AC adapter into an AC electrical outlet.
(Figure 3-1)

Switching from AC Adapter Power to Battery

Power

1. Be sure that you have a charged battery

installed.
2. Remove the AC adapter.

§P0|NT

The Lithium ion battery is not charged upon
purchase. Initially, you will need to connect
the AC adapter to use your notebook.

21
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Starting Your Notebook

Power On

The Power/Suspend/Resume button is used to
turn on your LifeBook U Series notebook from
its off state. Once you have connected your AC
adapter or charged the internal Lithium ion
battery, you can power on your notebook.

!POINT

When you turn on your notebook be sure
you have a power source. This means that
a battery is installed and charged, or that
the AC adapter is connected and has power.

Slide the Power/Suspend/Resume button to
start your system. When you are done working
you can either leave your notebook in Standby
mode, or you can turn it off.

YcAauTion

When the system display is closed, the
Suspend/Resume button is disabled. This
feature prevents the system from being
accidentally powered up when not in use.

When you Power On your notebook, it will
perform a Power On Self Test (POST) to check
the internal parts and configuration for correct
functionality. If a fault is found, your notebook
will emit an audio warning and/or an error
message will be displayed. Depending on the
nature of the problem, you may be able to
continue by starting the operating system or by
entering the BIOS setup utility and revising the
settings.

After satisfactory completion of the Power On
Self Test (POST), your notebook will load your
operating system.

!POINT

Never turn off your notebook during the
Power On Self Test (POST) or it will cause
an error message to be displayed when you
turn your notebook on the next time.

Boot Sequence

The procedure for starting-up your notebook is
termed the Bootup sequence and involves your
notebook’s BIOS. When your notebook is first
turned on, the main system memory is empty,
and it needs to find instructions to start up your
notebook. This information is in the BIOS
program. Each time you power up or restart your
notebook, it goes through a boot sequence
which displays a Fujitsu logo until your operating
system is loaded. During booting, your notebook
is performing a standard boot sequence
including a Power On Self Test (POST). When
the boot sequence is completed without a failure
and without a request for the BIOS Setup Utility,
the system displays the operating system’s
opening screen.

The boot sequence is executed when:
« You turn on the power to your notebook.

* You restart your notebook from the Windows
Shut Down dialog box.

¢ The software initiates a system restart.
Example: When you install a new application.

* You reset the system by pressing the three
keys [CtrI+Alt+Del].

Registering your LifeBook U Series
Notebook
How do | register?

To register your system, visit our Web site at:
www.pc-ap.fujitsu.com

22
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POWER MANAGEMENT

Your Fujitsu LifeBook notebook has many options
and features for conserving battery power. Some
of these features are automatic and need no user
intervention. However, others depend on the
parameters you set to best suit your operating
conditions, such as those for the display
brightness. Internal power management for your
notebook may be controlled from settings made
in your operating system, pre-bundled power
management application, or from settings made
in BIOS setup utility.

Besides the options available for conserving
battery power, there are also some things that
you can do to prevent your battery from running
down as quickly. For example, you can create an
appropriate power saving profile, put your
notebook into Suspend mode when it is not
performing an operation, and you can limit the
use of high power devices. As with all mobile,
battery powered computers, there is a trade-off
between performance and power savings.

POWER/SUSPEND/RESUME BUTTON
When your LifeBook notebook is active, the
Power/Suspend/Resume button can be used to
manually put your notebook into Suspend mode.
Push the Power/Suspend/Resume button when
your notebook is active, but not actively accessing
anything, and immediately release the button. You
will hear two short beeps and your system will
enter Suspend mode.

If your LifeBook is suspended, pushing the
Power/Suspend/Resume button returns your
notebook to active operation. You can tell whether
the system is Suspended by looking at the Power
indicator. If the indicator is visible and not flashing,
your notebook is fully operational. If the indicator
is visible and flashing, your notebook is in
Suspend mode. If the indicator is not visible, the
power is off or your notebook is in Hibernation
mode. (See Hibernation Feature)

Using Your Notebook

SUSPEND MODE

Suspend or Standby mode in Windows saves the
contents of your LifeBook notebook’s system
memory during periods of inactivity by
maintaining power to critical parts. This mode will
turn off the CPU, the display, the hard drive, and
all of the other internal components except those
necessary to maintain system memory and allow
for restarting. Your notebook can be put in
Suspend mode by:

* Pressing the Power/Suspend/Resume button
when your system is turned on.

*Selecting Standby from the Windows Shut
Down menu.

» Timing out from lack of activity.

« Allowing the battery to reach the Dead Battery
Warning condition.

Your notebook’s system memory typically stores
the file on which you are working, open
application information, and any other data
required to support operations in progress. When
you resume operation from Suspend mode, your
notebook will return to the point where it left off.
You must use the Power/Suspend/Resume
button to resume operation, and there must be
an adequate power source available, or your
notebook will not resume.

% IMPORTANT

@ If you are running your LifeBook notebook
on battery power, be aware that the battery
continues to discharge while your
notebook is in Suspend mode, though not
as fast as when fully operational.

® Disabling the Power/Suspend/Resume
button prevents it from being used to put
your LifeBook notebook in Suspend or
Hibernation (Save-to-Disk) mode. The
resume function of the button cannot be
disabled.
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® The Suspend or Hibernation (Save-to-
Disk) mode should not be used with
certain PC Cards. Check your PC Card
documentation for more information. When
PC Cards or external devices are in use,
Hibernation (Save-to-Disk) mode cannot
return to the exact state prior to
suspension, because all of the peripheral
devices will be re-initialized when the
system restarts.

@ If your LifeBook notebook is actively
accessing information when you enter the
Suspend or Hibernation (Save-to-Disk)
mode, changes to open files are not lost.
The files are left open and memory is kept
active during Suspend mode or the
memory is transferred to the internal hard
drive during Hibernation mode.

® The main advantage of using the
Hibernation (Save-to-Disk) function is that
power is not required to maintain your data.
This is particularly important if you will be
leaving your LifeBook notebook in a
suspended state for a prolonged period
of time. The drawback of using Hibernation
mode is that it lengthens the power down
and power up sequences and resets
peripheral devices.

HIBERNATION (SAVE-TO-DISK) FEATURE
The Hibernation feature saves the contents of
your LifeBook notebook’s system memory to the
hard drive as a part of the Suspend/Resume
mode. You can enable or disable this feature.

Enable or Disable the Hibernation Feature

Windows Vista:

The default settings are not enabled. To enable
or disable the Hibernation feature follow these
steps:

1. From the Start menu, select Control Panel.

2. Select “Choose what the power button does”
or “Choose what closing the lid does”, then
make your selections (Do Nothing, Sleep,
Hibernate, or Shut Down).

Windows XP:

The default settings are not enabled. To enable
or disable the Hibernation feature follow these
steps:

1. From the Start menu, select Settings, and
then select Control Panel.

2. From the Control Panel select Power
Options.

3. Select the Hibernate tab. Select the box to
enable or disable this feature.

WINDOWS POWER MANAGEMENT

The Power Options icon located in the Windows
Control Panel allows you to configure some of
the power management settings. For example,
you can use the Power Options to set the timeout
values for turning off the display and hard disks
whether you are running the notebook on battery
power or one of the adapters.

RESTARTING THE SYSTEM
If your system is on and you need to restart it, be
sure that you use the following procedure.

Windows Vista
If your system is on and you need to restart it, be
sure that you use the following procedure.

1. Click the Start button, and then move the
mouse over the right arrow.
2. Select the desired action from the list.

Windows XP

1. Click the Start button, and then click Shut
Down.

2. Select the Restart option from within the
Windows Shut Down dialog box.

3. Click OK to restart your notebook. Your
notebook will shut down and then reboot.

5% IMPORTANT

Turning off your LifeBook notebook without
exiting Windows or turning on your notebook
within 10 seconds of the notebook being shut
off may cause an error when you start the
next time.
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POWER OFF

Before turning off the power, check that the hard
drive/ optical drive access indicator is off. If you
turn off the power while accessing a disk there is
a risk of data loss. To ensure that your notebook
shuts down without error, use the Windows shut
down procedure.

YcauTion

Be sure to close all files, exit all applications,
and shut down your operating system prior
to turning off the power. If files are open when
you turn the power off, you will lose any
changes that have not been saved, and may
cause disk errors.

Using the correct procedure to shut down from
Windows allows your notebook to complete its
operations and turn off power in the proper
sequence to avoid errors. The proper sequence
is:

1. Click the Start button, and then click Shut
Down.

2. Select the Shut Down option from within the
Windows Shut Down dialog box.

3. Click OK to shut down your notebook.

If you are going to store your notebook for a
month or more see Care and Maintenance
Section.

Using Your Notebook

25



| IENNTTT] « [N T

r

USING FINGERPRINT
AUTHENTICATION*

With fingerprint authentication, you can omit
entering a user name and a password by just
sliding your finger onto the fingerprint sensor at
the time of logging in homepages or logging on
Windows. This chapter describes how to use
fingerprint authentication.

* NOTE:
This is only applicable for LifeBook with
Fingerprint Sensor.

To use fingerprint authentication, the user’s
fingerprints must be registered.

Characteristics of fingerprint
authentication

B Fingerprint authentication can be
used in the following case.

» Logging on to Windows

When the user account of Windows is
password-protected, only persons who know
that password can log on to Windows using
that account. However, you have to enter the
password each time when you log on to
Windows.

With use of fingerprint authentication, you
can log on to Windows by only authenticating
fingerprints that have previously been
registered, thus omitting entering a
password.

* Recovery from the power-saving status

If the computer is password-protected for the
recovery from power-saving status, you have
to enter a password each time when your
compulter is recovered from the power-saving
status.

With use of fingerprint authentication, you
can recover from the power-saving status by
authenticating fingerprints that have
previously been registered, thus omitting
entering a password.

« Canceling password-protected screen
saver

You can lock your computer if the screen
saver is password-protected. However, you
have to cancel this lock when canceling the
screen saver.

With use of fingerprint authentication, just
authenticating fingerprints that have
previously been registered enables this lock
to be canceled, thus omitting entering a
password.

» Logging into the homepage that requires
an ID (user name) and a password

To log into the homepage of which security
is set up, you may have to enter log-in
information such as an ID (user name) and
a password.

With fingerprint authentication, you can log
into these homepages by just authenticating
fingerprints if log-in information is previously
memorized for specific homepages.

Status for entering log-in information differs
depending on homepages; direct entering
log-in information into homepages, and
indication of screens specific to entering. In
either case, log-in using fingerprint
authentication can be performed.
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OmniPass Enrollment Wizard

5 OmniPass Enroliment Wizard

Omnipass provides password management capabilities to Microsoft Windows-
based operating systems. OmniPass allows a user to use one “master
password” for all Windows, application and on-line passwords. A “master
password” is an OmniPass password that will be used to enter any password-
protected site or program once you have registered those sites with OmniPass.
The 'Enroll’ button brings you to the next screen where you can begin to create
your user account.

[9] Show this screen at Startup

@ >

Figure 1: OmniPass Enrollment Wizard - Welcome

The OmniPass Enroliment Wizard guides the
user through the process of enrolling an
OmniPass user. If you do not see the screen at
Startup, you can invoke the wizard by clicking
ﬁ on the Windows taskbar; select All
Programs; select Softex and click on the
OmniPass Enroliment Wizard (see Figure 1).

To continue, click Start. Input the User Name
and Password (see Figure 2). The Domain field
is the local computer name with the “Local
Machine” appended to it. However, for domain
user, they should select the appropriate
domain name they belong to. Please check
with your administrator. Click Next to proceed.

Using Fingerprint Authentication

() 5 verity username and password

Please enter the Windows account information that you wish to use for
your OmniPass account. Once confirmed OmniPass will use the same
account credentials for secure OmniPass functions like managing
passwords, encrypting files, etc.

User Name: Fujitsu

Domain OFFICE (Local Machine) -

Password

[£] Restore user from a backed up user profile.

©
Figure 2: OmniPass Enrollment Wizard — User Name
& Password
i) Choose Finger

Select the finger you wish to enroll.

o = finger has already been enrolled.

Figure 3: OmniPass Enrollment Wizard — Enrolling
with OmniPass

Next, you are to select the finger that you wish
to enroll in OmniPass (see Figure 3). Notice
that the red arrow n indicates the finger that
you are currently enrolling in and the green
check l indicates the finger you have already
enrolled with OmniPass. In the case of you
choosing a finger with green check (already
enrolled), OmniPass software allow you to en-
roll. However, it will overwrite the old
fingerprint. Once you have selected the finger
to enroll, click Next.

You can click on the Practice button to practice
on the fingerprint enrolling especially for first
time users.
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Please swipe your finger on the sensor

Up to three fingerprint captures may be necessary.

Figure 4: OmniPass Enrollment Wizard — Capturing
Fingerprint

OmniPass will now capture the fingerprint of
the finger selected for OmniPass enrollment. It
will takes up to three fingerprint captures for
the enrollment (see Figure 4).

Verification Successful

Figure 5: OmniPass Enrollment Wizard — Fingerprint
Verification

After OmniPass has successfully capturing
your fingerprint, you will need to verify the
enrolled fingerprint (see Figure 5). You will
need to repeat the action as you have done in
the capturing fingerprint section done as
shown in Figure 4.

28

As seen in Figure 5, upon successful
verification, the window will show a green
capture in the window and the text Verification
Successful beneath the window. Click Next to
proceed.

OmniPass recommends that you enroll at least
two fingers (see Figure 6) and if you choose to
enroll the second finger, please repeat the
process as shown in Figure 3, Figure 4 and
Figure 5.

2| OmniPass Enrollment Wizard

5

@R 1= recommended that you envol t least two fingers. Would you like
@ to enroll an additianal finger now?

Figure 6: OmniPass En rollment Wizard — OmniPass
recommends at least two fingers

@ # User Preferences =

You can configure different user preference options that you want
OmniPass to use when you are werking on yeur computer,

&) ) 2oten

Audio Prompts

@ Prompt with full audio prompts
©  Frompt with system beeps only
O No audio prompts.

Taskbar Tips
@ Beginner mode taskbar tips

O Advanced mode taskbar tips
© Mo taskbar tips

Authentication Window Settings
@ Display a solid authentication window

O Display a partially transparent authentication window

O

Figure 7: OmniPass Enrollment Wizard — Audio,
Taskbar, Authentication Window Setting

In this section (see Figure 7), you can
customize the OmniPass with your preferred
audio prompt, taskbar tips as well as
Authentication Window setting.
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) Backup User profile

OmniPass requires you to backup the profile of the newly created
user. If you ever have to re-install OmniPass on your computer or if
vou replace your computer, will need to restore your user profile from
the backup you will now create, otherwise, you will not be able to
ss your password protected applications and websites and you
will not be able to decrypt files previously encrypted with OmniPass.

WARNING: Once you create the backup, we STRONGLY recommend
that you save the backup file and the password used to create the
backup file in a safe and secure location (e.q. a protected area of 2
USB memory key or secure network shared drive). The backup profile
may be needed in the future so that you can decrypt previously
encrypted files.

@ Help Backup Now

Backup File Password =

Please provide a passward that will be used to protect the user's
profie backup file.

NOTE: Save the profile backup file and this password in = safe
place. You will nat be able to restore the profile later unless this
password is provided.

Pocsvord: [

Figure 10: OmniPass Enrollment Wizard — Backup
File Password

Using Fingerprint Authentication

Figure 8: OmniPass Enrollment Wizard — Backup
User Profile

To proceed, click Next. In this section of user
enrollment, you are required to back up the
newly created user profile (see Figure 8). The
backup profile can be restored in the event you
re-install OmniPass or replace your computer,
otherwise you will not be able to access your
password protected applications and websites.
Besides that, you will not be able to decrypt the
files previously encrypted with OmniPass. To
proceed, click Backup Now.

Save User Profile Backup As ... ==
s emaE

Name Date modif... Type Size Tags

save n: [ ] Documerts

=

Recert Places This folder is empty.

Fie name: [Backunl | Save
Saveastype:  [OmniPass User Profe Fl o) - Cancel

Figure 9: OmniPass Enrollment Wizard — Backup
User Profile

You will be prompted to save the backup of the
profile in your preferred location (see Figure 9)
and a password for the backup file (see Figure
10). This password will be required when you
are restoring this profile in the future.

s Congratulations

OmniPass has successfully created your new user account. You can
now use OmniPass to manage your passwords, encrypt files, secure
vour computer desktop and perform other secure aperations. Please
refer to the online help r user's manual for more detailed

r to the or you;
‘~'( \/ information on all of the features of OmniPass.

@

Figure 11: OmniPass Enrollment Wizard —
Congratulations

OmniPass has successfully created the new
user account and now you are ready to use
OmniPass to manage passwords, encrypted
files etc.

*
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OmniPass Password
Replacement function

In this section of the OmniPass Password
Replacement function, you will learn how you
can teach OmniPass of your login credentials.
You can authenticate with OmniPass the next
time you gain access to the website where you
have taught OmniPass with the set of login
credentials. The description in the following
section does not indicate exhaustive password
replacement function that you can do.

Note: The password replacement functionality
is not limited to restricted access websites only.

B Register log-in information on
homepages

To log into homepages of which security is set
up, you may have to enter log-in information
such as an ID (user name) and a password.
With fingerprint authentication, you can log in
these homepages by only sliding your finger
onto the fingerprint sensor if log-in information
is previously memorized for specific
homepages. Register log-in information
according to the following procedure.

Register log-in information on homepages

1. Display a homepage you want log-in
information to be registered.

2. Enter log-in information.

* When a screen specific for entering log-in
information is indicated, enter the User
Name and Password, do not press the
“Sign-in” or “OK” button, etc.
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l"’_"tjrfné‘e_'fr"fs' :

WA,
User narne: [ 5
Password:

[ ]remember my password

|. Ok ]| Caniel |

3. Right-click on the OmniPass icon &l
from the notification area in the lower
right hand corner of the screen and
selects “Remember Password.”

« The mouse pointer will change into %

Open

Log On User...
Log Off Current User
Switch User Identity

Remember Password

Help
About
Exit

4. With the mouse pointer changed to %
click on the area of log-in information
entered in Step 2.




Using Fingerprint Authentication

Next, you will be prompted to enter a
Friendly Name for the website.

« It is recommended that you input a name
that will reminds you which website you

are logging on.

« You can have different sets of login
credentials associated with the same

password-protected resource. However,

please provide different friendly name to
it. If you provide the same friendly name,
OmniPass will overwrite the previous set

of credentials associated with the
password-protected resource.

« OmniPass will be using the friendly name
to choose one from the many credentials

remembered for the same site.

OmniPass - Friendly Name

Enter & "Friendly Name'" to identify the password box that you just asked OmniPass to
remember. For example, a"Friendy Name'" would be something iike "Personal
Credlt Card Password”. This "Friendly Name' will be used to identify the password
box in the event OmnPass can not fil in the password automaicaly

Friendly Name

Settings for this Password Site

— Autcmaticaly sner s password protected st when it activated. Do

« Automatically enter this password
protected site when it is activated. Do
not prompt for authentication is a less
secure option. If checked, OmniPass will
allow you to log onto the password-
protected website without prompting for
authentication.

WARNING: Should you leave your
computer unattended, unlocked, with
your OmniPass user logged in, anyone
using your computer can browse to your
password protected sites and gain
automatic access.

Click Finish to complete the remember
password procedure. The site location,
credentials to access the site, and the
OmniPass authentication settings for the
site are now stored in OmniPass’ secure
database.

The OmniPass authentication settings
(Settings for this Password Site) can
always be changed in Manage Vault via
Manage Your Passwords in OmniPass
Control Center.

not prampt for authentication.

v Automatically click the "0K" or "Submit" button for this password
protected site once the user is authenticated.

Cancel

« Automatically click the “OK” or
“Submit” button for this password
protected site once the user is
authenticated. When selected, you will
be prompted to authenticate with
OmniPass each time for an access to the
password-protected website. Upon
successful authentication, you will be
logged on automatically.
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Password Management

You can manage your passwords through an
interface in OmniPass. Double-click the
OmniPass key in the system tray and click on
Manage Your Passwords.

) [® orriree corem o |

Action
Y Log Off Current User

=
5% Protect Your Files

pe=ionion H\é‘j Change Your User Settings
Current Users

Fujitsu

. = P
Dotz | ) Change Your System Settings
oFr1ce
Version Detail '\//\‘
Run Enrollment Wizard
(—

5.00.00
Build Number:
A76310118

You will be prompted to authenticate with
OmniPass before gaining access to the
Manage Vault.

_, - X
b, fj Vault Access Authentication 0mniPass o

@) AuthenTec Fingarprint Davice - 0

U Please svipe your finger on the sensor
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o
? Manage Vault
eSS s e Manags
Fujitsu (default) - dilentsy
Password Protectad Dialog username and Password

User Information ST

Current User:

Fujitsy

Domain:

Grrles ( Delete Fage ] (unmask valuss ]

Version Detail [F] Automatically enter the selected password protected site. Do

eront not prompt for athentication.

s00.00 @] Automatically click the "OK" or "Submit” button for the
selected password dialog, once the user is authenticated.

Build Numbaer:

Are310118

Under the Password Protected Dialog, you
can choose the website remembered by
OmniPass and manage the credentials by
clicking Unmask Values. Delete Page is used
to delete the credentials associated with the
website but ceased to exist or expired. The two
checkboxes determines whether you gain
access with OmniPass authentication or logs
you on directly upon entering the remembered
site without any authentication.




File and Folder Encryption

Besides managing passwords for the
password-protected resources, OmniPass
enables you to encrypt and decrypt files and
folders in your system. Encryption is converting
your data to a form in which unauthorized user
cannot read. Once a file is encrypted, it needs
to be decrypted so that the file can be read or
accessed.

Open
Explore

Search...
21 OmniPass Encrypt File(s)

Share...

Restore previous versions

Send To 3
Cut

Copy

Create Shortcut
Delete

Rename

Properties

To encrypt a file or folder, right-click on it and
selects OmniPass Encrypt File(s). You will be
prompted to authenticate with OmniPass for
the encryption.

File Encryption/Decryption -@ x |
| L Authentication A0mniPass I
| @) AuthenTec Fingerprint Device ~ 0

D Please swipe your finger on the sensor

Using Fingerprint Authentication

If you choose to encrypt a folder, the folder and
all the files in this folder will be encrypted.
Contents in C:\Windows and C:\Program
Files and the folder where OmniPass is
installed cannot be encrypted.

Q Encrypting files... @

T &

Enciypting : Sample

Filename  Status File Location

15.jpg Success  CoiUsershFujitsutDeskbophSampleh
16ipg Success  Co\Users‘Fujitsu\DesktopsSamplet
17irg Success  C\Users\Fujitsu\DeskbopiSamplet,
18jpg Suceess  Ci\UserssFujtsutDesktophSampleh

e [t Vi P Lok Db d Pl bond € armnloh

.

Encrypted file will have the extension “.opf”
whereas the encrypted folder will have the
extension “.opef”.

Open
Explore
Open With...

OmniPass Decrypt File(s)

Be

OmniPass Sharing...

Share...

Restore previous versions

Send To 3
Cut

Copy

Create Shortcut
Delete

Rename

Properties

To decrypt a file or folder, right-click and select
OmniPass Decrypt File(s). You will need to
authenticate to OmniPass for the decryption
process.
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As mentioned earlier, when encrypting a folder,

the folder and all the files in this folder will be
encrypted. Files that are copied into this
encrypted folder will also be encrypted. The
files in this folder can be read and modified
and they will be encrypted automatically once
saved and closed as long as they remain in
that folder. In order to decrypt a file in the
encrypted folder, you can right-click on the file
and select Decrypt To....

oo E@
(@SR rTETn < Tt [ searn 2]
B O B B B M B B
we  ww B oo wpe  spe B
Decy o
0 ) T ) D M D
ves e 2 w4 sm e 7w
=)

You need to select a target location for the file
to be decrypted. However, the original
encrypted file will still remain in the encrypted
folder.

Browse for Folder

Select Decryption Location

B Desktop
1+ W Network
+ B Fujitsu
Iy Public
4 % Computer
[ & Local Disk (C:)
I+ (g Local Disk (D:)
I+ i DVDRW Drive (E:)
L. New Folder

I @ Sample
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Sample

Sample icon for encrypted file versus icon for
non-encrypted file is shown above.

Backup and Restore
OmniPass User Profiles

B Backup OmniPass User Profile

Select Backup a user’'s OmniPass profile to

back up the OmniPass user profile thru the
OmniPass Enrollment Wizard.

Please select the function you wish to perform using the enrollment
wizard. Please note that for most functions, the enroliment wizard will
automatically end if the task is performed sucsessfully.

&, Add a new user to OmniPass

@ Rremove a user from omniPass
;;3 Backup a user's OmniPass profile
(B Restore a user's omniPass profile

[ﬁ' Modify a user's device enrollment

€9 2 Envoliment Wizard Menu

© e

You will need to authenticate to backup your
profile and to save the profile (“.opi”) in the
desired location upon successful
authentication.

5 x
z Sr Backup Profile Authentication L0mniPass @

@ AuthenTec Fingerprint Davice - C

Pleas= svips your fingsr on the senser
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Save User Profile Backup As... ==
Saven: [ ] Documents x] +®erE-
I Name Date modif... Type Size Tags
=
s & Backup
Deskiop
™
L
Fuitsu
A
Computer
E ™
<
Network
File pame: [Backup_Profie] | Save l
Ssveastps:  [OmniFass User Frofie File (- opi) - Cancel

The user profile contains all your user specific
OmniPass data. It is encrypted and password
protected. However, this profile does not
contain any of the encrypted data files. You can
associate a password with the backup profile.

Backup File Password

Please provide a password that will be used to protect the user's
profile backup file.

MOTE: Save the profile backup file and this password in  safe
place. You will not be able to restore the profile later unless this
password is provided.

Password: I |

Using Fingerprint Authentication

B Restore OmniPass User Profile

To restore a user profile, select the Restore a
user’'s OmniPass profile and select the profile
to be restored.

€ Envoliment Wizard Menu

Please select the function you wish to perform using the enrollment
wizard. Please note that for most functions, the enrollment wizard will
autsmatically end if the task is performed successfully.

& Add a new user to OmniPass

. remove a user from OmniPass

- .
\%1% Backup a user's OmniPass profile
{3 Restore a user's OmniPass profile

'ﬁ' Modify a user's device enrollment

You may be prompted for a password for the
backup profile if it is password-protected.

Backup File Password ==

Please provide the password that was used to protect the user's
backup profile. You need this password to unlodk the backup
profile so that the user information can be restored.

asard: [

When selecting the .opi file in a restore,
OmniPass will prompt you for authentication.
The credentials that will allow a user profile to
be imported are the Windows login credentials
of the exported user. They are the credentials
that had to be submitted when the user profile
was exported. You will need User Name,
Password, and Domain.
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OmniPass Control Center
Overview

The OmniPass Control Center can be
accessed by the following:-

« Clicking |3l on the Windows taskbar; select
All Programs; select Softex; click
OmniPass Control Center

« Double-click on the Softex OmniPass in the
Control Panel

« Right-click on the OmniPass icon [&H from
the notification area in the right corner of the
screen and click Open.

=
1) [@ omnieass control canter ‘

Manage Your Passwords

ez}
=
E Protect Your Files
User Information H‘T’ Change Your User Settings
e i
o "
L Change Your System Settings
>

Run Enroliment Wizard

A76310115

There are five main portions in the OmniPass
Control Center namely:-

* Manage Your Passwords

* Protect Your Files

« Change Your User Settings

« Change Your System Settings

* Run Enroliment Wizard
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B Manage Your Passwords

Please refer to Password Management
section for the Manage Your Passwords
portion of the Control Center.

B Protect Your Files

In this portion of the OmniPass Control Center,
Protect Your Files provides a Windows
Explorer feel of the files and folders that you
can encrypt and decrypt. However, files that
are in use cannot be encrypted. This also
includes system files and the folder OmniPass
is installed. You will be prompted to
authenticate with OmniPass for an encrypt/
decrypt process.

Please refer to File and Folder Encryption
section for more info.

@'@ [@ omnipazs > protact vour Files |
“§  Protect Your Files
Neame Size| Type
Fuiitsu Systen|
. Public Systen
Computer || B8 Computer Systen
Network ¥ Netuwork s
P yater|
o nmhon E Control Panel [ G5 et Exyplorer Systen]
Currant User: o
o SZ;VE::E"” Conlrol Parel Systen]
i oot 2] Recyele Bin Systen
20 Domer i = Catalyst Control Certer KE Shote
OFFICE | Mew Folder File Fo|
| Sample Softex
Version Detail
R
[ i ] 5

Note: You cannot encrypt system files.

A76310115
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B Change Your User Settings

With this selection, you can adjust your
preferences such as: Audio setting, Taskbar
tips, Authentication Window setting and File
Encryption setting.

Al

ss > User Settings
R]y. Change User Settings
Change user audio settings

Change taskbar tips shown to the user

Change authentication window settings

AS6110218

You can set how OmniPass can notify a user in
the event of a successful login or denied
access through the Change user audio
settings and the Change taskbar tips shown
to the user interfaces.

You also can set the appearance of the
OmniPass Authentication window through the
Change authentication window settings,
whether you prefer a transparent or solid
window.

Using Fingerprint Authentication

B Change Your System Settings

OmniPass system settings refer to the setting
of your OmniPass software and the setting will
apply to all the users who logs on to the
system.

¢ o (T |

’f Change System Settings

Modify OmniPass startup options

Modify Windows Fast User Switching option

A76310118

Through the Modify OmniPass startup
options, you can determine whether a user is
set to automatically logged on to OmniPass at
startup, manually log on to OmniPass at
startup or do not log on to OmniPass at
startup.

The second selection: Modify Windows Fast
User Switching Option allows Windows users
to switch between their Windows desktops
using OmniPass. This feature should only be
enabled if your system is not protected by
Ctl+Alt+Del at logon.
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B Run Enrollment Wizard

Please select the function you wish to perform using the enrollment
wizard. Please note that for most functions, the enroliment wizard will
automatically end if the task is performed successfully.

&, Add a new user to OmniPass

@ remove a user from OmniPass
f.;?j Backup a user's OmniPass profile
[ Restore a user's OmniPass profile

[ﬁ' Modify a user's device enrollment

2 Enroliment Wizard Menu =

© vor

In this portion, you can add/remove user to/
from OmniPass, backup/restore a user’s
OmniPass profile as well as to modify a user's
device enroliment.

¢ y x
"Er Modify Enroliment Authentication §{e/ulil/==ED] \

(@ AuthenTec Fingerprint Davice - G

i
. Please swipe your finger on the sensor

You will need to authenticate with OmniPass
whenever you wish to modify the user’s device
enrollment. For an example, you can enroll
more fingers with OmniPass and it is not
limited to just one or two fingers.
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Select the finger you wish to enroll.

of = finger has already been enrolled.

Note: The OmniPass guide indicated in this
manual serves as a rough guide to the usage
of the OmniPass software and the diagram
may differ from the version installed in the
user’s system. Please refer to the user’s
manual in the OmniPass software for more
information and details.
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Version Information

Version information on fingerprint
authentication utility is displayed in the left-
hand-side pane of the window.

B 1z 05 ot e Manage Your Passwords
) o

h User Identity

Passuerd Wizard...

Infarmation =1 rrotect Your Files
Help

User Information H%‘ Change Your User Settings

Current User:
1%’? Change Your System Settings

5 Run Enroliment Wizard

Fujitsu

A76310115

1 [@ ommeazs control canter Il

Using Fingerprint Authentication

Scrolling

The Fingerprint sensor now comes with a
scrolling function. Taking advantage of the
sensor’s technology, users will be able to scroll
up and down a document by swiping the finger
upwards to scroll up and swiping down to scroll
down.

[=RE=a =]
@)1+ Comptr » Lol Do) » Vindows » 5 5 L s »]

271172006 4270
271172006308 PM.
271172006 728 PM
271172006837 PM

Folder: A MicrosohNET 211172006995 PM
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User-Installable
+ Features +

41




| IENNTTT] « [N T

42




| IEENNTTT] » [N [T

Lithium ion Battery

Your LifeBook U Series notebook has a Lithium
ion battery that provides power for operating your
notebook when no external power source is
available. The battery is durable and long lasting,
but should not be exposed to extreme
temperatures, high voltages, chemicals or other
hazards.

The Lithium ion battery operating time may
become shorter if it is used under the following
conditions:

* When used at temperatures that exceeds a
low of 41°F (5°C) or a high of 95°F (35°C).
Extreme temperatures not only reduce
charging efficiency, but can also cause battery
deterioration. The Charging icon on the Status
Indicator panel will flash when you try to charge
a battery that is outside its operating
temperature range.

* When using a high current device such as CD-
ROM drive or the hard drive, using the AC
adapter will conserve your battery life.

YcauTion

Do not leave a faulty battery in your notebook.
It may damage your AC adapter, another
battery or your notebook itself. It may also
prevent operation of your notebook by
draining all available current into the bad
battery.

!POINT

Actual battery life will vary based on screen
brightness, applications, features, power
management settings, battery condition and
other customer preferences. CD-ROM drive
or hard drive usage may also have a
significant impact on battery life. The battery
charging capacity is reduced as the battery
ages. If your battery is running low quickly,
you should replace it with a new one.

User-Installable Features

Recharging the Batteries

If you want to know the condition of the primary
Lithium ion battery, check the Battery Level
indicator located on the Status Indicator panel.
The indicator changes as the battery level
changes.

The Lithium ion battery is recharged internally
using the AC adapter. To recharge the battery
make sure the battery that needs to be charged
is installed in your notebook and connect the AC
adapter.

!_POINT

Make sure that the Battery Charging indicator
and the percentage charge is shown inside
the Battery Level icon on the Status Indicator
Panel.

There is no memory effect on the Lithium ion
battery therefore you do not need to discharge
the battery completely before recharging. The
charge times will be significantly longer if your
notebook is in use while the battery is charging.
If you want to charge the battery more quickly,
put your notebook into Standby mode, or turn it
off while the adapter is charging the battery.

!POINT

Using heavy current devices such as
frequent CD-ROM and PCMCIA powered
external devices accesses may prevent
charging completely.

Low Battery State

When the battery is running low, your notebook
will beep every 15 seconds and the Battery Level
indicator will flash. If you do not respond to the
low battery alarm, the batteries will continue to
discharge until they are too low to operate. When
this happens there will be a multiple beep alarm
and the Battery Level indicator will show a dead
battery. Your notebook will then go into Standby
mode to try and protect your data for as long as
possible. There is no guarantee that your data will
not be lost once the notebook reaches this point.
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YcauTion

@ You may not be able to hear the alarm if
the volume control is set too low or is
turned off by the hardware or software.
However, you will be able to see the
Battery Level indicator flash. Once the low
battery alarm occurs you must save all
your data and put your notebook into
Standby mode until you can provide a new
power source. You should provide a
charged battery or AC Adapter as soon
as possible.

@® When you are in Standby mode there
must always be at least one power source
active. If you remove all power sources
while your notebook is in Standby mode,
any data that has not been saved to the
hard drive will be lost.

Dead Battery Suspend mode shows on the
Status indicator just like the normal Standby
mode. Once your notebook goes into Dead
Battery Suspend mode you will be unable to
resume operation until you provide a source of
power either from an adapter, or a charged
battery. Once you have provided power, you will
need to press the Suspend/Resume button to
resume operation. In the Dead Battery Suspend
mode, your data can be maintained for some
time, but if a power source is not provided
promptly, the Power indicator will stop flashing
and go out, meaning that you have lost the data
that was not stored. Once you provide power,
you can continue to use your notebook while an
adapter is charging the battery.

Shorted Batteries

The Status Indicator panel uses a symbol inside
the battery outline of the Battery Level indicator
to display the operating level available in that
battery. If this display shows a Shorted Battery, it
means that the battery is damaged and must be
replaced so it does not damage any other parts
of your notebook.

Replacing the Battery

Your LifeBook U Series notebook comes with one
battery pack; you might want to consider
purchasing a spare. By keeping a spare battery
fully charged, you can immediately swap with one
that is not charged. There are two ways to swap
batteries: cold-swapping and warm-swapping.
Cold swapping means swapping batteries when
the system has been powered down; warm
swapping is performed when the system is in
Standby mode.

Cold-swapping Batteries

To cold-swap batteries in your battery bay follow
these easy steps: (Figure 4-1)

1. Have a charged battery ready to install.

2. Shut down your notebook and disconnect the
AC adapter

3. Press the battery release latches to open the
compartment.

4. Remove the battery from the compartment.

5. Slide the new battery into the compartment.

6. Close the compartment and the battery release
latches will click into place.

7.Plug in the AC adapter and turn the power on.

Figure 4-1. Removing the Battery
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LAN/VGA ADAPTER

Figure 4-2. LAN/VGA Adapter

External VGA Port

The external VGA port allows you to connect

an external display or CRT monitor.

LAN (RJ-45) Jack

The LAN port allows you to connect a LAN
(local area network) using an optional LAN
cable. This port is compatible with 12000/ 100/

!POINT

10 Base-T networks.

When your notebook is docked on the port
replicator, the LAN/VGA adapter connector
at the front-end of your notebook is not
accessible. Use the LAN jack and the
External Monitor port on the port replicator
to connect to network resources or an
external display.

User-Installable Features

Figure 4-4. Connecting external display adapter to

the LAN/VGA Adapter
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Port Replicator

An optional Port Replicator is available from
Fujitsu to support your LifeBook U Series
notebook. The Port Replicator extends the
functionality of your Notebook by providing ports
to connect USB devices, an external monitor,
external speaker, or a LAN device. The Port
Replicator connects to the bottom of your
notebook.

Rear Panel Components
Following is a brief description of the optional
Port Replicator’s rear panel components.

Figure 4-5. Port Replicator rear panel

1. Pull-out Stand
The stand is used as a counter-balance when
the Notebook is docked onto the port
replicator.

2. USB 2.0 Ports

The three USB 2.0 ports allow you to connect
USB devices such as game pads, pointing
devices, and keyboards. USB 2.0 is
downward-compatible with USB 1.1 devices,
so older USB devices will work with these
ports. USB 2.0 is a much faster design,
running 40 times faster than USB 1.1.

3. External Monitor Port
The external monitor port allows you to
connect an external monitor. Note that if a
Port Replicator is attached, you must use the
external monitor port on the Port Replicator.
(Figure 4-5)

4. LAN (RJ-45) Jack
The LAN jack allows you to connect a LAN
to the Port Replicator. Note that when the
system is attached to the Port Replicator, the
LAN Jack on the Port Replicator should be
used, not the one on the system.

5. DC-IN Jack
The DC-IN jack allows you to plug in the AC
adapter to power your Notebook and charge
the internal Lithium ion battery.

Front Panel Components

Following is a brief description of the optional
Port Replicator’s front panel components.

Figure 4-6. Port Replicator front panel

1. Docking Port
The docking port connects the Port
Replicator to your Notebook. (Figure 4-6)

2. USB 2.0 Port
The USB 2.0 port allows you to connect
Universal Serial Bus devices.
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% IMPORTANT

@ The port replicator is an optional

accessory. It may be bundled in certain
country configurations. Please check the
country configurations with your local
distributor.

When using the port replicator, connect
AC adaptor to DC-IN connector on the
port replicator.

Switch off your LifeBook and other
connected peripheral devices prior to
installing/removing your notebook from
the port replicator.

When your LifeBook is installed on the
port replicator, the LAN/VGA Adapter
Connector on the front-side panel of your
notebook is not useable.

Before installing your notebook to the port
replicator, ensure the LAN/VGA adapter
is disconnected from the LAN/VGA
Adapter Connector on the front-side panel
of your notebook.

Attaching the Port Replicator

To attach the Port Replicator, align the Port
Replicator connector on the bottom of your
Notebook with the connector on the Port
Replicator and push together at the two corners.
(Figure 4-7)

Figure 4-7. Attaching the Port Replicator

User-Installable Features

Detaching the Port Replicator
To detach the Port Replicator:

1.

Slide the Port Replicator release latch to
release the Port Replicator from your
notebook. (Figure 4-8)

Pull away the Port Replicator to detach it from
your notebook. (Figure 4-8)

Figure 4-8. Removing the Port Replicator
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Troubleshooting
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Troubleshooting

Your LifeBook U Series notebook is sturdy and
subject to few problems in the field. However, you
may encounter simple setup or operating
problems that you can solve on the spot, or
problems with peripheral devices, that you can
solve by replacing the device. The information in
this section helps you isolate and resolve some
of these straightforward problems and identify
failures that require service.

Identifying the Problem

If you encounter a problem that you are having
difficulty in solving, go through the following
procedure before pursuing further
troubleshooting:

1. Turn off your notebook.

Make sure the AC adapter is plugged into
your notebook and to an active AC power
source.

3. Make sure that any card installed in the PC
Card slot is seated properly. You can also
remove the card from the slot, thus
eliminating it as a possible cause of failure.

4. Make sure that any devices connected to the
external connectors are plugged in properly.
You can also disconnect such devices, thus
eliminating them as possible causes of failure.

5. Turn on your notebook. Make sure it has been
off at least 10 seconds before you turn it on.

6. Go through the boot sequence.

7. If the problem has not been resolved, refer
to the Troubleshooting Table, that follows, for
more detailed troubleshooting information.

!_POINT

@ If you keep notes about what you have
tried, your support representative may be
able to help you more quickly by giving
additional suggestions over the phone.

@ Do not return a failed notebook to your
supplier until you have talked to a support
representative.

Troubleshooting

8. If you have tried the solutions suggested in
the Troubleshooting Table without success,
contact your support representative.

Before you place the call, you should have the
following information ready so that the customer
support representative can provide you with the
fastest possible solution:

« Product name

« Product configuration number

* Product serial number

* Purchase date

« Conditions under which the problem occurred
« Any error messages that have occurred

» Hardware configuration

« Type of device connected, if any

See the Configuration Label on the bottom of your
notebook for configuration and serial numbers.

Specific Problems

Using the Troubleshooting Table

When you have problems with your notebook,
try to find the symptoms under the Problem
column of the troubleshooting table for the feature
giving you difficulty.

You will find a description of common causes for
that symptom under the column Possible Cause
and what, if anything, you can do to correct the
condition under Possible Solutions. All possible
causes or solutions may not apply to your
notebook.
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Problem

Possible Cause

Possible Solution

Audio Problem

There is no sound
coming from the
built-in speakers

The Software volume
control is set too low.

Adjust the sound volume control settings in
your software, operating system and
applications.

Headphones are plugged
into your Notebook.

Plugging in headphones disables the built-in
speakers, remove the headphones.

Software driver is not
configured correctly.

Refer to your application and operating system
documentation for help.

Sound could have been
muted with function keys.

Press [F3] while holding the [Fn] key to toggle
the sound on and off.

Port Replicator Problems

Notebook does not
turn on when
installed in optional
Port Replicator

Port Replicator AC
adapter is not plugged in.

Provide power to the Port Replicator.

Notebook is not properly
seated in the Port
Replicator.

Remove and re-dock your notebook.

Hard Drive Problems

You cannot access
your hard drive.

The setup utility is
incorrectly set for your
internal (Primary Master)
or optional second hard
drive (Primary Slave).

Revise BIOS settings to set both Primary
Master and Primary Slave correctly.

The wrong drive
designator was used by an
application when a
bootable CD-ROM was
used to start the notebook.

Verify drive designator used by application is
in use by the operating system. When the
operating system is booted from a CD, drive
designations are automatically adjusted.

Security is set so your
operating system cannot
be started without a
password.

Verify your password and security settings.
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Troubleshooting

Problem

Possible Cause

Possible Solution

Keyboard or Mous

e

Problems

The built-in
keyboard does not
seem to work.

The notebook has gone
into Standby mode.

Push the Suspend/Resume button.

Your application has
locked out your keyboard.

Try to use your integrated pointing device to
restart your system. If this fails, turn your
notebook off by pressing the power/suspend/
resume button for 10 seconds or more, and
then turn it back on.

The NumLock key has
been toggled on.

Press the NumLock key to toggle it off.

You have installed
an external
keyboard or mouse,
and it does not
seem to work.

Your external device is not
properly installed.

Re-install your device.

Your operating system
software is not set up with
the correct driver for that
device.

Check your device and operating system
documentation and activate the proper driver.

You have
connected an
external keyboard
or a mouse and it
seems to be
locking up the
system.

Your operating system
software is not set up with
the correct driver for that
device.

Check your device and operating system
documentation and activate the proper driver.

Your system has crashed.

Try to restart your notebook. If that fails, turn
off the power by pressing the power/suspend/
resume button for at least 10 seconds, and
then power back on.

Pen Input Problem

S

Cursor is not
tracking the Pen.

The system may be
uncalibrated.

If the cursor on the screen appears to be
misaligned with the pen or is not accurately
tracking the pen, calibrate the pen.
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Problem

Possible Cause

Possible Solution

Memory Problems

Your Power On
screen, or Info
menu of the BIOS
setup utility
information, does
not show the
correct amount of
installed memory.

Your memory upgrade
module is not properly
installed.

Turn off your notebook. Remove and re-install
your memory upgrade module.

You have a memory
failure.

Check for Power On Self Test (POST)
messages.
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Troubleshooting

Problem Possible Cause

Possible Solution

USB Device Problems

You have installed | The device is not properly
a USB device, but | installed.

Remove and re-install the device.

your notebook
does not recognize
the device, or the
device does not
seem to work

properly.

The device may have
been installed while an
application was running,
S0 your notebook is not
aware of its installation.

Close the application and restart your
notebook.

Your software may not
have the correct software
driver active.

See your software documentation and activate
the correct driver.

Your device and another
device are assigned the
same I/O address.

Check all I/0 addresses located within the
BIOS setup utility and any other installed
hardware or software to make sure there are
no duplications.
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Problem

Possible Cause

Possible Solution

Power Failures

You turn on your
notebook and
nothing seems to
happen.

The installed battery is
completely discharged or
there is no power adapter
installed.

Check the Status Indicator Panel to determine
the presence and condition of the battery.
Install a charged battery or a Power adapter.

The battery is installed but
is faulty.

Use the Status Indicator Panel to verify the
presence and condition of the battery. If a
battery is indicating a short, remove that
battery and operate from another power
source or replace that battery.

The battery is low.

Check the Status Indicator Panel to determine
the presence and condition of the battery. Use
a Power adapter until the battery is charged.

The AC or auto/airline
adapter is not plugged in
properly.

Verify that your adapter is connected correctly.

The Power adapter has no
power from the AC outlet,
airplane seat jack, or the
car’s cigarette lighter.

Move the AC cord to a different outlet, check
for a line switch or tripped circuit breaker for
the AC outlet.

The Power adapter is
faulty.

Try a different Power adapter or install a
charged optional second battery.

Your notebook
turns off all by
itself.

The power management
parameters are set for
auto timeouts which are
too short for your
operating needs.

Press any button on the keyboard, or move the
mouse to restore operation. If that fails, push
the Suspend/Resume button. Check your
power management settings, or close your
applications and go to the Power Savings menu
of the setup utility to adjust the timeout values
to better suit your operation needs.

You are operating on battery
power only and have ignored
a low battery alarm until the
battery is at the dead battery
state and your machine has
gone into Dead Battery
Suspend mode.

Install a power adapter and then push the
Suspend/Resume button.

You have a battery failure.

Verify the condition of the battery using the
Status Indicator panel, and replace or remove
any battery that is shorted.

Your power adapter has
failed or lost its power
source.

Make sure the adapter is plugged in and the
outlet has power.
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Troubleshooting

Problem

Possible Cause

Possible Solution

Power Failures

Your notebook will
not work on
battery alone.

The battery is dead.

Replace the battery with a charged one or
install a Power adapter.

No battery is installed.

Install a charged battery.

The battery is improperly
installed.

Verify that the battery is properly connected by
re-installing them.

Your battery is faulty.

Verify the battery condition using the Status
Indicator panel and replace or remove any
battery that is shorted.

The battery
seems to
discharge too
quickly.

You are running an
application that uses a
great deal of power due to
frequent hard drive or
CD-ROM access.

Use a power adapter for this application when
at all possible.

The power savings
features may be disabled.

Check the power management and/or setup
utility settings in the Power Savings menu and
adjust according to your operating needs.

The brightness is turned
all the way up.

Turn down the brightness adjustment. The
higher the brightness the more power your
display uses.

The battery is very old.

Replace the battery.

The battery has been
exposed to high
temperatures.

Replace the battery.

The battery is too hot or
too cold.

Restore the notebook to normal operating
temperature. The Charging icon on the Status
Indicator panel will flash when the battery is
outside its operating range.
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Problem

Possible Cause

Possible Solution

Shutdown and Sta

rtup Problems

The Suspend/
Resume button
does not work.

The Suspend/Resume
button is disabled from the
Advanced submenu of the
Power menu of the setup
utility.

Enable the button from the setup utility.

There may be a conflict with
the application software.

Close all applications and try the button again.

The system
powers up, and
displays power-on
information, but

The boot sequence
settings of the setup utility
are not compatible with
your configuration.

Set the operating source by pressing the [ESC]
key while the Fujitsu logo is on screen or use
the [F2] key and enter the setup utility and
adjust the source settings from the Boot menu.

fails to load the
operating system.

You have a secured
system requiring a
password to load your
operating system.

Make sure you have the right password. Enter
the setup utility and verify the Security settings
and modify them as accordingly.

An error message
is displayed on
the screen during
the notebook boot
sequence.

Power On Self Test
(POST) has detected a
problem.

See the Power On Self Test (POST) messages
to determine the meaning and severity of the
problem. Not all messages are errors; some
are simply status indicators.

Your system
display won't turn
on when the
system is turned
on or when the
system has
resumed.

The system may be
password-protected.

Check the status indicator panel to verify that
the Security icon is blinking. If it is blinking,
enter your password.

Your notebook
appears to change
setup parameters
when you start it.

BIOS setup changes were
not saved when you made
them and exited the BIOS
setup utility returning it to
previous settings.

Make sure you select Save Changes And Exit
when exiting the BIOS setup utility.

The BIOS CMOS back-up
battery has failed.

Contact your support representative for
repairs. This is not a user serviceable part but
has a normal life of 3 to 5 years.
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Troubleshooting

Problem

Possible Cause

Possible Solution

Video Problems

The built-in
display is blank
when you turn on
your notebook.

The angle of the display
and the brightness
settings are not adequate
for your lighting
conditions.

Move the display and the brightness control
until you have adequate visibility.

The optional Port
Replicator is attached, an
external monitor is
plugged in, and the Tablet
PC is set for an external
monitor only.

Pressing [F10] while holding down the [Fn] key
allows you to change your selection of where
to send your display video. Each time you
press the combination of keys you will step to
the next choice. The choices, in order are:
built-in display only, external monitor only, both
built-in display and external monitor.

The power management
timeouts may be set for
very short intervals and
you failed to notice the
display come on and go
off again.

Press any button the keyboard, or move the
mouse to restore operation. If that fails, push
the Suspend/Resume button. (The display
may be shut off by Standy mode, Auto
Suspend or Video Timeout.)

The notebook
turned on with a
series of beeps
and your built-in
display is blank.

Power On Self Test
(POST) has detected a
failure which does not
allow the display to
operate.

Contact your support representative.

Your system display
won't turn on when
the system is turned
on or when the
system has resumed.

The system may be
password-protected.

Check the status indicator panel to verify that
the Security icon is blinking. If it is blinking,
enter your password.

The display goes
blank by itself after
you have been
using it.

The notebook has gone
into Video Timeout,
Standby Mode, or
Hibernate Mode because
you have not used it for a
period of time.

Press any button on the keyboard, or move
the mouse to restore operation. If that fails,
push the Suspend/Resume button. Check your
power management settings, or close your
applications and go to the Power Savings
menu of the setup utility to adjust the timeout
values to better suit your operation needs.

The power management
timeouts may be set for
very short intervals and
you failed to notice the
display come on and go
off again.

Press any button on the keyboard, or move
the mouse to restore operation. If that fails,
push the Suspend/Resume button. (The
display may be shut off by Standby Mode,
Auto Suspend or Video Timeout.)
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Problem

Possible Cause

Possible Solution

Video Problems

The display does
not close.

A foreign object, such as a
paper clip, is stuck
between the display and
the keyboard.

Remove all foreign objects from the keyboard.

The display has
bright or dark
spots.

If the spots are very tiny
and few in number, this is
normal for a large LCD
display.

This is normal; do nothing.

If the spots are numerous
or large enough to
interfere with your
operation needs.

Display is faulty; contact your support
representative.

The application
display uses only a
portion of your
screen and is
surrounded by a

You are running an
application that does not
support 800 x 600/1024 x
768 pixel resolution
display and display

Display compression gives a clearer but
smaller display for applications that do not
support 800 x 600/1024 x 768 pixel resolution.
You can fill the screen but have less resolution
by changing your display compression setting.

dark frame. compression is enabled. See the Video Features submenu, located
within the Advanced menu of the BIOS.
You have Your BIOS setup is not set | Try toggling the video destination by pressing

connected an
external monitor
and it does not
display any

to enable your external
monitor.

[Fn] and [F10] together, or check your BIOS
setup and enable your external monitor. (See
the Video Features submenu, located within
the Advanced Menu of the BIOS.)

information.

Your external monitor is
not properly installed.

Reinstall your device.

Your operating system
software is not set up with
the correct software driver
for that device.

Check your device and operating system
documentation and activate the proper driver.

You have connected
an external monitor
and it does not
come on.

Your external monitor is
not compatible with your
notebook.

See your monitor documentation and the
External Monitor Support portions of the
Specifications section.

Miscellaneous Pro

blems

An error message
is displayed on the
screen during the

operation of an

application.

Application software often
has its own set of error
message displays.

See your application manual and help displays
screens for more information. Not all
messages are errors some may simply be
status.
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