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FEATURES
Multi-User Access Control: 

 - Efýcient system management with simultaneous multi-user access and multi-platform support 
 - Up to 512 servers can be shared by 8 users with Fujitsuôs 16-port Multi-KVM cascade connection

Multi-Platform Support: 
 - Supports PS/2, PC USB, Sun Mini-Din 8 pin and Sun USB systems

Console operation port available in each Main unit and User Console unit: 
 - Main Unit: PS/2 
 - User Console unit: PS/2 & USB

Superior Graphic Support: 
 - Supports up to UXGA (1600x1200)  
 - Auto color adjustment function, manual detail setting via keyboard is also available 
 - Superior graphic support for Broadcasting, CAD, DTP systems

Cat5 Extender between Main unit and User Console unit 
 - Up to 300m extension for XGA (1024x768), SXGA (1280x1024) 
 - Up to 200m extension for UXGA (1600x1200)

Secured Access Control: 
 - User ID can be set for each server that will be accessed 
 - Each User ID authentication is controlled by password.

Save space & cost: 
 - Cat5-based cabling system (Cat5E/6 UTP Straight type) 
 - Main unit is 1U

If the I/P KVM (NC14008-B032RS R) is connected to the user console unit, it works over IP. 
RoHS compliant
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MuLtI-User KVM SWItCH
SERVISÊ FS-8000 series 
NC14011-B181/U R 
SERVIS™ has the answer to achieving greater 
network reliability, availability, and serviceability, 
while saving space and reducing your network or 
systems.

The SERVIS™ FS-8000 series Multi-User KVM al-
lows smooth switching, monitoring and control of 
multiple systems, and remote sharing from each 
console unit, over Cat5 cables.



FS-8000 Series
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Number of server connections Max 32 units (max. number in cascading connection with Fujitsuôs 
16-port KVM: 512 units)

Shared users Max. 8 users, including local console
Selection method OSD display (Hot Key Mode) Selection
KVM main unit Server Port For sever unit connections: RJ45 x 32 CNs

User Port For user console connections: RJ45 x 8 CNs
Keyboard (for local console) PS/2 interface: Mini Din 6 pin female x 1 CN (purple)
Mouse  (for local console) PS/2 interface: Mini Din 6 pin female x 1 CN (green)
Monitor  (for local console) Analog RGB: Mini D-Sub 15 pin female x 1 (blue)
Maintenance port Mini D-Sub 9 pin male x 1 CN (black)

User console 
unit

Keyboard & mouse PS/2 interface: Mini Din 6 pin female x 1 (purple)
Mouse PS/2 interface: Mini Din 6 pin female x 1 (green)
USB (keyboard, mouse) USB keyboard/mouse interface: USB type A CN x 2 CNs
Monitor Analog RGB: Mini D-Sub 15 pin female x 1 (blue)
Maintenance port Mini D-Sub 9 pin male x 1 CN (black)

Server unit Keyboard & mouse PS/2 interface for NC14011-B101 R: 
    Mini Din 6 pin male x 2 CNs (purple & green)
USB interface (HID Composite Device) for NC14011-B102 R: 
    USB type A CN x 1 CN
Sun serial interface for NC14011-B103 R: 
    Mini Din 8 pin male x 1 CN
Sun USB interface (HID composite device) for NC14011-B104 R:
    USB Type A CN x 1 CN

Monitor Analog RGB: 
    Mini D-Sub 15 pin female x 1 (Blue)

Distance between main unit and server unit Less than 10 m
Distance between main and user console unit UXGA: Max 200 m

SXGA/XGA: Max 300 m
Monitor resolution (refresh rate) UXGA: 1600 x 1200 (Max) at 60 Hz etc.
Monitor PnP VESA DDC2 
Power AC100-240V 50/60Hz1.5/0.8A (AC), (main unit)

5VDC 1.5A (user console unit)
5VDC 0.3A (server unit)

Operating temparature 5 - 35 Degree C, at 20 - 65 %RH (non-condensing)
Storage temperature 0 - 50 Degree C, at 20 - 65 %RH (non-condensing)
Dimension / 
Weight:

Main unit 440 x 332 x 38mm / 4.0 kg
User console unit 195 x 155 x 42mm / 1.0 kg
Server unit 45 x 95 x 21mm / 0.2 kg

Â SPECIFICATIONS

Notes: Main unit, user console unit, server unit must be purchased separately, depending on the system con 
 ýguration
 The AC cable for the main unit is not included and must be purchased separately.
 The AC adaptor and AC adaptor cable for the user console unit are not included and must be 
 purchased separately 




