
 

This document and the information contained herein are distributed by Fujitsu Frontech North America, Inc. ("Fujitsu") to the 
recipient for the purpose of facilitating business transactions with Fujitsu. Fujitsu endeavors to ensure that the information in this 
document is accurate and complete at the time of printing, but does not accept liability for any error or omission. 

 

Product Solutions Group 

Fujitsu TeamPoS®  OPOS Installation Guide Version 1.13.0.1 
May 30, 2012 

Status: Rel 
Channels: ALL 

Author: DJ 
 

 
 

 

 

Fujitsu OPOS Installation Guide 
(Includes TeamPoS® 7000) 

 

 

 

 

 
 
 
 

 

 

 

 

 
 

 
 
 
 
 
 
Copyright © Fujitsu Frontech North America Inc. 2012 

 



 

 

Fujitsu TeamPoS® OPOS Installation Guide      2 

Table of Contents 
 
 

1. Overview .................................................................................................................. 3 
2. Loading the Fujitsu OPOS Software ........................................................................ 3 

3. Fujitsu OPOS Utilities ............................................................................................. 12 
3.1. Fujitsu OPOS Registry Setup .......................................................................... 12 
3.2. Fujitsu OPOS Test Program ........................................................................... 14 

 



 

 

Fujitsu TeamPoS® OPOS Installation Guide      3 

1. Overview 
This document describes the process of loading the Fujitsu provided OPOS software for 
the TeamPoS® 7000 and other TeamPoS® peripheral devices. All low-level device 
drivers need to be installed prior to actual operation. Although the TeamPoS® 7000 
peripheral devices utilize a Human Interface Device (HID) method and do not require 
unique drivers to be installed, some of the older device will need specific drivers. You 
will need to reference documentation for these specific devices for device driver 
installation instructions. This install process does include support for legacy TeamPoS® 

2000, TeamPoS® 3000, and TeamPoS® 3600 platforms and devices. 
 
For any additional installation and port configuration information of TeamPoS® 

2000/3000/3600 and the legacy platforms and peripheral devices, refer to the TeamPoS® 

3000 OPOS Installation Guide.  

2. Loading the Fujitsu OPOS Software 
 

Use the FjOPOS_1_xx program to load the Fujitsu OPOS software. The following 
example screen shots used version FJOPOS 1.13.0. 

 

 

Figure 1 
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- Use Windows Explorer and run “FjOPOS_1_13_x.EXE” to load the Fujitsu OPOS 
software. On Fujitsu Windows installs it can be found in folder 
“\TeamPoS7000_Software_Support\OPOS\FjOPOS”. These files can also be 
found on the Fujitsu website http://www.fujitsu.com/us/services/retailing/. 

 
 

 

Figure 2 

- Select “Next” at the Welcome screen. 
 

http://www.fujitsu.com/us/services/retailing/
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Figure 3 

 
- Select “I accept the terms of the license agreement” and then select “Next”. 
 

 

Figure 4 

- At the Select Setup Type screen, select “TeamPoS7000”, and click "Next". 
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Note: There are basic architectural differences between the TeamPoS® 2000 and 
TeamPoS® 7000 in the communications port addressing area. This choice 
determines how the installation program deals with COM port setup and 
establishes default device settings. Make sure that the correct system 
choice is made.  

 

 

Figure 5 

 
- Check the desired peripheral components. A superset of Fujitsu supported 

devices is presented. Some devices, such as the VF40-50 line display, were 
introduced with older TeamPoS class systems and will technically function with 
TeamPoS® 7000. Insure that devices selected here match the physical 
configuration. Click "Next" to continue. 

 

 

Figure 6 
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- The Common Controls screen is displayed if the OPOS CCOs are not already 
installed and is informational. The Fujitsu OPOS services expect to be run with 
the OPOS Common Controls, version 1.10.00 or later. The OPOS Common 
Controls are not included in the Fujitsu OPOS install, and need to be installed 
separately. 

 

 

Figure 7 

- At the Setup Type screen, select the desired setup mode and click "Next". If 
"Accept Defaults" is selected, the installation program will setup default device 
port assignments according to the following tables: 
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Device HID USB Assignments – TeamPoS® 7000   
 

Device Name HID USB ID 

TeamPoS 7000 Cash Drawer vid_04c5&pid_12b7&mi_00&col01 

  

TeamMSR/Lock vid_04c5&pid_1307 

CT11 POS Printer & Cash Drawer USBPR1 vid_04c5&pid_12ba 

  

VF352x20 Line Display 1 vid_04C5&pid_12D0 

VF70 2x20 Line Display 1 vid_04C5&pid_12D4 

VF70 2x20 Line Display 2 vid_04C5&pid_12D5 

 
 

 

Figure 8 

 
- If "Customize Each Device Port Settings" is selected, prompts are displayed 

during setup for device specific settings as in the example shown above. 
Complete the fields as necessary and click "Next" to continue. 

(Note: There are no customized parameters for the TeamPOS 7000 devices) 
 



 

 

Fujitsu TeamPoS® OPOS Installation Guide      9 

 

Figure 9 

- At the Setup Summary Information screen, verify that selections are correct and 
select "Next" to continue. Select "Back" if changes are desired. 

 

 

Figure 10 

 
- Click "Install" to confirm and launch the installation of Fujitsu OPOS Software. 
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Figure 11 

 
- Select “Finish” to complete the process 
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Figure 12 

- If the FjOPOS_1_13_x.exe setup program is run again, or if Fujitsu OPOS 1.13 is 
selected from \Control Panel\Add Remove Programs, the screen above is 
displayed with options to Modify, Repair, or Remove the installation.  
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3.  Fujitsu OPOS Utilities 

3.1. Fujitsu OPOS Registry Setup 

 
The Fujitsu OPOS Registry Setup utility can be used to modify device 
specific settings, similar to the "Customize Each Device Port Settings" 
setup option, but after package installation. 
 

 

 

Figure 13 

­ To launch the Fujitsu OPOS Registry Setup utility, select Start\All 
Programs\FjOPOS Utilities\FjOPOS Registry Setup from the Start Menu. 

 

 

Figure 14 

 
­ The Fujitsu OPOS Registry Setup utility starts and available devices, 

based upon the Fujitsu OPOS installation, are displayed. Select the 
desired device for editing. In this example LineDisplay is selected. 
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Figure 15 

­ Select the specific device entry. If more than one device of the selected 
type has been installed, they will all be displayed for selection. VF60-1 is 
selected in this example. 

 

 

Figure 16 

 
­ At the device property edit screen, modify specific properties, such as Port 

assignment or Logical Device information as desired. Click "Update Port 
Settings" or "Add Logical Device" as appropriate. Click "Exit" to leave this 
screen. 
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3.2. Fujitsu OPOS Test Program 

 
The Fujitsu OPOS Test Program utility can be used as a confidence level 
test to confirm proper OPOS installation. The test utility utilizes the OPOS 
CCOs and installed Service Objects to confirm proper device setup. 
Application level device specific settings, such as Logical Device names, 
may still be required for application usage of the device.  
 

 

Figure 17 

 
­ To launch the Fujitsu OPOS Test Program utility, select Start\All 

Programs\FjOPOS Utilities\FjOPOS Test Program from the Start Menu. 
 

 

Figure 18 

­ The Fujitsu OPOS Test Program utility starts and available devices, based 
upon the Fujitsu OPOS installation, are displayed. Select the desired 
device for testing. In this example LineDisplay is selected. 
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Figure 19 

­ Select the specific device entry. If more than one device of the selected 
type has been installed, they will all be displayed for selection. VF60-1 is 
selected in this example. Click "Test Display" to test the selected display 
device. 

 

 

Figure 20 

­ In the case of the Line Display, a test string is displayed on the device. If 
successful, the "Line Display Status: OK" message is displayed in the 
status field. 

­ Other device tests operate in a similar fashion. 
­ Click "Exit" to leave the test program. 

 
Note:  Other, more technical, test programs are installed for each device installed 

by the Fujitsu OPOS installation. These can be located in folder 
c:\Program Files\OPOS\Fujitsu if installation default locations were 
selected during setup. The test program names follow the structure of 
CCOxx.exe, where xx corresponds to the device. For example, the 
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detailed test program for the line display (or Vacuum Florescent Display) 
is CCOvfd.exe. 

 
As seen in the following screen shot, these test programs are significantly 
more complex, and require a more detailed understanding of OPOS. 

 

 

Figure 21 

 
 
 


