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1. Overview

This document describes the steps necessary to setup the DV75P LCD using the
vendor supplied driver on Windows operating systems.

For Windows 7 and Windows 8.1, it is recommended to use the Windows native
(inbox) drivers for the DV75P. This document does not apply to the Windows 7 and
Windows 8.1 native drivers.

For XP based operating systems, it recommended to use the vendor supplied driver
since the vendor driver is required to support dual DV75Ps. The vendor driver also
supports the beep on touch feature. The DV75P will work with the Windows XP native
drivers for a single monitor configuration. However, beep on touch will not be
supported.

This document describes the procedure for installing the vendor supplied DV75P
touch driver.

2. Driver Installation Instructions

Extract the driver installation package to a local folder on the target machine.

Run setup.exe from driver setup folder.

DV75P Driver Installation Guide 4



e
FUJITSU

Install eGalaxTouch

ehalakTouch

Welcome to the Install5hield Wizard for
eBGalaxTouch

The InstallShield Wizard will install eGalaxT auch on pour
computer. To continue, click Nest.

Mext » Cancel

| I eGalaxTouch

) ] Startl |3 eGalaxTouch_S5.13.0.12... | |5 Movie Maker

PN

2

Click “Next”
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Install eGalaxTouch

ehalakTouch

License Agreement
Pleaze read the following license agreement carefully.

Declaration and Disclaimer

The programs, including but not limited to software and/or firmware (hereinafter referred
to "Programs" or "PROGRAMS "), are owned by eGalax_eMPIA Technology Inc.
[hereinafter iefered to EETI) and are compiled from EETI Source code. EETI hereby
grants to licensee a personal, non-exclusive, non-transferable licenze to copy, use and
create derivative warks of Programs for the zole purpose in conjunction with an EETI
Product, including but not limited ta integrated circuit andor contraller. Any reproduction,
copies, modification, translation, compilation, application, or representation of Programs
except as specified above iz prohibited without the express wiitten pemission by EETI.

Disclaimer: EETI MAKES MO WARRANTY OF ANY KIND, EXPRESS OR IMPLIED, LI

| accept the terms of the license agieement Print |

% | do nat accept the terms of the license agreement

Irstall S higld

x> | Cancel |

3] Startl |3} eGalaxTouch_5.13.0.12... | |33 Movie Maker

” eGalaxTouch Docurnent - WordPad | %« W LB 7:31PM

2

Accept the license terms and click “Next”.
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Setup Type

Select the zetup type that best suits vour needs.

|Fretallzhield

Make sure “Install RS232 interface driver” is not checked. Clink “Next”
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Install eGalaxTouch

ehalakTouch

Setup Type
Select the setup type that best suits your needs.

Do 4 point calibration after system reboot

= Every systemn boot up
" Mext system boot up
= None

Irstall S higld

Mext » Cancel

3] Startl |5 eGalaxTouch_5.13.0,12... | |53 Mavie Maker ” eGalaxTouch Document - WordPad | )

2« B WLED 751 M

Clink “Next”.

ehalaxTouch - InstallShield Wizard |

-, If wiou are krying to install the USE touch device, please make sure that your touch monitor or bouch contraller's LISE
\lj) cable is plugged into the computer now,
Flease clase the "Found Mew Hardware \Wizard" dialog when it appears.

Click “OK”
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< eGalaxTouch

Install eGalaxTouch

ehalakTouch

Setup Type
Select the setup type that best suits your needs.

If you want to use Multi-Monitor, please check the box.

¥ Support MultiMoritor Systern

Irstall S higld

Mext » Cancel

3] Startl |5 eGalaxTouch_5.13.0,12... | |53 Mavie Maker ” eGalaxTouch Document - WordPad | )

2« B WLED 73z M

Check “Support Multi-Monitor System” if configuring two DV75P monitors. Click “Next”.
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Install eGalaxTouch

ehalakTouch

Choose Destination Location
Select folder where setup will install files.

Setup will install eGalaxT ouch in the following folder.

To install to this folder. click Mest Tainstall to a ditferent folder, click Browse and select
another folder.

C:\Program Fileshel alaxT ouch Browse.

Irstall S higld

" Destination Folder

Mext » | Cancel |

@ start| (3 ecalaxTouch_5.13.0.12... | (23 Movie Maker || eGalaxTouch Diocument - YordPad | 2|7 WY LR 7:aEPM

Click “Next”
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Install eGalaxTouch

ehalakTouch

Select Program Folder
Please select a program folder.

Setup will add program icons to the Program Folder listed below. “Y'ou may type a new folder
name, of select one from the existing folders list. Click Next to continue.

Program Folder:

eGalaxTouch

E wisting Folders:

Admirigtrative Toolz
Google Chrome

Irstall S higld

Mext » Cancel

) 2] Startl |5 eGalaxTouch_5.13.0,12... | |53 Mavie Maker ” eGalaxTouch Document - WordPad | @7 W LB 733 PM

Click “Next”
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Install eGalaxTouch

ehalakTouch

Setup Type
Select the setup type that best suits your needs.

Select the features pou want to install, and deselect the features vou do not want to install
Click Mext to continue.

¥ Create a eGalaxT ouch Utilty shartcut on desktop

Irstall S higld

Mext » Cancel

) ] Startl |3} eGalaxTouch_5.13.0.12... | |33 Movie Maker ” eGalaxTouch

W LB 733 PM

Document - WordPad |

Click “Next”
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Install eGalaxTouch

eGalaxTouch

Setup Status

elGalaxT ouch is configuring your new software installation.

Install USE driver

IriztallEhield

Cancel |

3] Startl |5 eGalaxTouch_5.13.0,12... | |53 Mavie Maker ” eGalaxTouch Document - WordPad | )

2« B WLED 734 M

Driver installation will complete.

question X

» | The ecalaxTouch driver has been installed, before operating kouch Function, please do 4 paoint calibration,
-l Wiould you do ¢ poink calibration now #
Yes Mo |

Click “No”. The DV75P does not require calibration.

Installation of the DV75P driver is now complete.
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3. Configure Dual DV75P Touch Screens

After installation of the DV75P driver, use the eGalaxTouch Configuration Utility
from the “Programs” list or from Windows Task Tray to configure the DV75P

screens.
eGalaxTouch : USE Controller x|
Edge Compenszation I Hardware I Abot
General | Setting I Tools I Display

Inztalled Touchzcreen Contrallers

I15B Controller USE Controller

Hemowve

F onitar Add
b apping

| k. I Cancel | Spply |

The two DV75P touch controllers (if dual monitor configuration) will be reported by
the Configuration Utility as shown above.

Select (click) the first USB Controller then click “Monitor Mapping”.

Note: This step is not required if single monitor configuration.
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>>> Please touch here <<<

Press ESC to quit.

Press SPACE bar to skip to Next Screen.

Auto skip to next screen...

Touch the first screen. Press “Enter” if prompted to go to next screen. If the screens
have already been mapped, the “Please touch here” prompt will immediately appear on
the second screen after the first screen is touched.
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>> Please touch here <<

Press ESC to quit.

Press SPACE bar to skip to Next Screen.

Auto skip to next screen...

Touch the screen. If the prompt is not cleared, press “Enter”.

The touchscreens have now been successfully mapped.
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4. Test DV75P Configuration and 4-Pt Touch

eGalaxTouch : USE Controller x|

Edge Compenzation I Hardware I Abot
General I Setting I Tools I Dizplay

Inztalled Touchzcreen Controllers
USE USE

I15B Controller JSE Controller

hTD”i'f':" Add ‘ Hemowve
apping |

k. I Cancel | Smply |

Select (click) a USB Controller.

Click the “Tools” tab.
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Edge Compenzation I Hardware | Abot
General I Sefting Tools I Dizplay

Linearization Curve

: - Do 4 points alignmment to match dizplay.
4 Pairts Calibration

Clear linearization parameter and do 4 points

[Elear and [Ealibrate aligriment.

- Do 3 points linearnization for better touchscreen
[Linearizatian lirearity.

Do drawe test ko verify the touch accuracy.
Diraw Test

] Cancel Apply

Click the “Draw Test” Button
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Use up to 4 fingers simultaneously and draw a pattern on the screen. Select
“Quit” when done.

Repeat for the second USB Controller.

Select “Quit” when testing is complete.
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