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1. Overview 
 

This document describes the steps necessary to setup the DV75P LCD using the 
vendor supplied driver on Windows operating systems.  
 
For Windows 7 and Windows 8.1, it is recommended to use the Windows native 
(inbox) drivers for the DV75P.  This document does not apply to the Windows 7 and 
Windows 8.1 native drivers.  
 
For XP based operating systems, it recommended to use the vendor supplied driver 
since the vendor driver is required to support dual DV75Ps.  The vendor driver also 
supports the beep on touch feature.  The DV75P will work with the Windows XP native 
drivers for a single monitor configuration.  However, beep on touch will not be 
supported. 
 
This document describes the procedure for installing the vendor supplied DV75P 
touch driver. 

2. Driver Installation Instructions 

 
Extract the driver installation package to a local folder on the target machine. 
 
Run setup.exe from driver setup folder. 
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Click “Next” 
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Accept the license terms and click “Next”. 
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Make sure “Install RS232 interface driver” is not checked.  Clink “Next” 
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Clink “Next”. 
 

 
 
Click “OK” 
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Check “Support Multi-Monitor System” if configuring two DV75P monitors.  Click “Next”. 
 



 

DV75P Driver Installation Guide    10 

 
 
Click “Next” 
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Click “Next”  



 

DV75P Driver Installation Guide    12 

 
 
Click “Next” 
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Driver installation will complete. 
 

 
 
 
Click “No”.  The DV75P does not require calibration. 
 
Installation of the DV75P driver is now complete.  
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3. Configure Dual DV75P Touch Screens 
 
After installation of the DV75P driver, use the eGalaxTouch   Configuration Utility 
from the “Programs” list or from Windows Task Tray to configure the DV75P 
screens.  
 
 

 
 
 
The two DV75P touch controllers (if dual monitor configuration) will be reported by 
the Configuration Utility as shown above. 
 
Select (click) the first USB Controller then click “Monitor Mapping”. 
 
Note:  This step is not required if single monitor configuration. 
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Touch the first screen.  Press “Enter” if prompted to go to next screen.   If the screens 
have already been mapped, the “Please touch here” prompt will immediately appear on 
the second screen after the first screen is touched. 
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Touch the screen.  If the prompt is not cleared, press “Enter”. 
 
The touchscreens have now been successfully mapped. 
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4. Test DV75P Configuration and 4-Pt Touch 
 

 

 
 

 

Select (click) a USB Controller. 

 

Click the “Tools” tab. 
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Click the “Draw Test” Button 
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Use up to 4 fingers simultaneously and draw a pattern on the screen.  Select 
“Quit” when done. 
 
Repeat for the second USB Controller. 
 
Select “Quit” when testing is complete. 
 
 
. 


