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1 Overview 
This document guides the installation of the software needed to access the DT50III 
Printer. It uses a version of the Epson software as a sample. To get the latest 
software validated go to the link below: 
 
http://www.fujitsu.com/us/services/retailing/support/drivers/teamposdevices/ 
 
For more information see the JavaPOS Install Manual in the support folder. 
 
The process is as follows: 
1. Connect the DT50III printer to the TP3000 using either an RS232 or USB 

interface. Be sure to jumper the TP3000 XL and XL² option card correctly if 
using RS232. Use the document “TeamPoS3000 Combo Card Configuration” in 
“C:\Software_Support\TeamPoS3000_Software_Support\Drivers\Option_Cards” 
to set the jumpers. This document only includes the USB configuration. 

2. Install Java Runtime Environment (JRE) from support folder or from the following 
site: http://www.sun.com/java/ 

3. Install Java Advanced Imaging (JAI) from the support folder or the following site: 
https://jai.dev.java.net/. 

4. Run the Epson “Epson_JavaPOS_ADK_nnnnW.exe” program to install Epson’s 
JavaPOS ADK for the H6000III. 

5. Use the Epson configuration program to add the “H6000III” devices. 
6. Use the Epson CheckHealth.bat utility to test the installation and the device 

 

2 Installing the DT50III JavaPOS 
Three components need to be installed for the DT50III. The first component is the 
Java Runtime Environment (JRE), the second component is the “Java Advanced 
Imaging (JAI)”, and the third is the “Epson JavaPOS”. 

2.1 Installing Java Runtime Environment (JRE) 

 
If Java is not installed you can install the JRE from the …\JavaPOS\JRE support 
folder or the install can be downloaded from the following site: 
http://www.sun.com/java/ 

2.2 Installing Java Advanced Imaging (JAI) 

If JAI is not installed you can install it from the …\JavaPOS\Epson Printers folder 
or from the following site: 
 https://jai.dev.java.net/ 

http://www.fujitsu.com/us/services/retailing/support/drivers/teamposdevices/
http://www.sun.com/java/
https://jai.dev.java.net/
https://jai.dev.java.net/
http://www.sun.com/java/
https://jai.dev.java.net/
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2.3 Installing Epson’s JavaPOS ADK 

This install will place the following components in the paths indicated below. 
 
Install path:   C:\Program Files\Epson\JavaPOS  
Jpos.xml file:   C:\Program Files\Epson\JavaPOS\SetUpPOS  
Jar files:   C:\Program Files\Epson\JavaPOS\lib\ext  
Configuration:   C:\Program Files\Epson\JavaPOS\SetUpPOS  
Test Program:  C:\Program Files\Epson\JavaPOS\CheckHealth.bat 

 

 
 

1. Navigate to the folder “C:\TeamPoS36xx_Software_Support\JavaPOS\Epson 
Printers” and start the program “Epson_JavaPOS_ADK_nnnnW.exe“.  

 

 
 

2. Select “OK” 
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3. Select “Next”. 
 

 
 

4. Select “I accept the terms in the License Agreement” and then “Next”. 
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5. Select “Next”. 
 

 
 

6. Select “Custom”. 
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7. Select “Next”.  
 

 
 

8. Select “Browse” for the Folder Location for JavaPOS Services. Note: If this 
folder is not changed it can cause other JavaPOS devices to not work correctly. 
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9. Change the folder to C:\Progran Files\Epson\JavaPOS\lib\ext select “Open”. 
 

 
 

10. Select “Next”. 
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11. Select “USB” and then “Next”. 
 

 
 

12. Enter “jpos.xml” and the select “Next” 
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13. Select “Install”. 
 

 
 

14. A progress screen will be displayed. 
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15. Select “Done”. If prompted to re-start Windows, Select “Yes”. 
 

2.4 Configuring Epson Devices 

 
Run SetupPOS by selecting Start -> All Programs -> Epson JavaPOS ADK -> 
SetupPOS. 

 

 
 

16. Click on “Add…” icon on the taskbar.  
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17. Use the drop down for “Device Name” and select “TM-H6000III and then select 
“Next”.   

 

 
 

18. Select “Port Type USB” and then select “Next”. 
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19. Select “Done”.  
 

 
 

20. Select the “Add…” icon on the taskbar. 
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21. Select “CashDrawer” in the drop down “Device Category” and then “Next 
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22. Use the drop down for “Port Type” and select USB and then select “Next”.   
 

 

 
 

23. Note for Fujitsu Drawers: Use the dropdown for “Connected Printer/PC to 
select “TM-H6000III and use the dropdown for “Drawer Open Status” to select 
“High Signal” (for Fujitsu Drawers) and then Select “Done”. 

 
 

 
 

24. Click the “Add…” icon on the taskbar  
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25. Use the “Device Category” dropdown to select “MICR” and the “Device Name” 
dropdown to select TM-H6000III. 

 
 

 
 

26. Select “Port Type” USB and click “Next”. 
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27. Select “Done”  
 
 

 
 

28. Click the “Add…” icon on the taskbar. 
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29. Use the “Device Category” dropdown to select MICR and the “Device Name” 
dropdown to select TM-H6000III. 

 

 
 

30. Select “Port Type” USB and select “Next”. 
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31. Select “Done” 

 

 
 
32. Exit SetupPOS. 
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33. Select “Yes” 

 
 

 
34. Enter “jpos.xml” and click “Save” 

 

 
35. Select “Yes” 

 
 

 

2.5 Testing Epson Devices 

 
Use Start -> All Programs -> Epson JavaPOS ADK -> CheckHealth.bat 
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36. Select POSPrinter 
 
 

 
37. Select POSPrinter and click “CheckHealth” 

 

 
38. Click “Print” to test the Printer 
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39. Click “Close” to end test. 

 
 
 

40. Repeat the process with the Cash Drawer and MICR. 
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3 Uninstall DT50III JavaPOS ADK 
 Use “Add or Remove Programs” in the “Control Panel” to remove the Epson 
JavaPOS ADK. 

 

 
 

1. Select “Epson JavaPOS ADK” and then “Remove”. 
 

 
 

2. Select “Uninstall”. 
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3. Select “Done”. 
 
 

4. Uninstall Java Advanced Imaging (JAI) 
 
Use “Add and Remove Programs” from the Control Panel to remove JAI. 


