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1. Overview

This document addresses the steps necessary to install and setup the TeamP0oS36xx
add-in ATI Video Adapter Card, which is necessary if multi-display use is
desired.

Note: This card cannot be used with Windows 7 —there are no
drivers available.

2. ATl Adapter Installation and Initial Setup

Install the ATI Video Adapter in the available TeamP0oS36xx PCI slot.

Connect display (s) to the ATI Adapter connectors. The ATI Adapter supplies VGA and
DVI connectors.

Start the system and enter BIOS Setup pressing the DEL key when prompted during
power-up POST sequence.

On the Advanced Chipset Features screen, set the PEG/Onchip VGA Control setting
to PEG Port.

Phoenix - AwardBIOS CMOS Setup Utility
Advanced Chipset Features
e e
* PCI Express Root Port Func[Press Enter] Iter Help
* Advanced Fan Speed Control[Press Enter]

VT -d [Enabled]

GbE LAN

I

Onchip VGA
PEG Port
Auto

On-Chip Frame Buf|
DVMT Mode |
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| PEG/Onchip VGA Co|
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| DVMT /FIXED Memory |
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Enter:Select +/-/PUfPD:Value Fl0:Save ESC:Exit Fl:General Help
FS5:Previous Values F7: Optimized Defaults

Save BIOS settings and exit BIOS setup.
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After starting Windows, the ATI Display Adapter may appear properly configured in
Device Manager.

o

+ Device Manager
File  Action ‘iew Help

N EE 2 A =Rma

= ..E..l, FUIITS-AAN2GEG

+- i Computer

+- g Disk drives

- § Display adapters
- R ADEON 7000 | RADEDHM YE Family (Microsoft Corporation)

+- 2k DYDJCO-ROM drives

+- {28 Human Interface Devices

+-i=) IDE ATA[ATAPT controllers

+-<z= Keyboards

+- 77y Mice and ather pointing devices

+ g Manitars

+- B8 Metwork adapters

+- 5 Ports (COM&LPT)

+ ﬂ Processors

+ - EE Ramdisk

+ @%l SC3I and RAID controllers

+ 9,/ Sound, video and game controllers

+-Zg# Storage volumes

+ System devices
+ Universal Serial Bus controllers

However, a special driver version is required. Install the special driver by running
setup.exe found in the support folder (see below).

Note: The driver must be installed before restarting Windows after installing the

video card, or restoring the system from a recovery DVD with the video card
already installed.
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Run Setup.exe in the following folder:
C:\TeamPo0S36xx_Software_Support\ATI Video Card Driver\ \Driver

"'r

File Edit Yiew Favorites Tools Help
73 ) fray
@ Back ~ > ? 7>~ Search = Folders '
Address ‘\_) C:\TeamPoS36xx_Software_Support\ATI Video Card Driver\Driver v i Go
Folders X Mame Size = Type Date
(@ Deskiop A Dzxxp I File Folder 3i22/
# () My Documents | 2 _setup.bmp 301 KB Bitmap Image 3/16}3
[ ) My Computer "jCZ_‘tSOQD.INI SKB Configuration Settings  3/16/3
=) % Local Disk (C:) _ﬁCA_45090.INI SKB Configuration Settings  3{16/3
# ) 2d3269891af5b0e408fb3887797b }CX_‘!SDQU.INI SKB Configuration Settings  3/16/3
@ () Documents and Settings 2 datat cab 2,907 KB  Cabinet File 3/16/3
@ B Intel 5] datat.hr 48KB HDR File 3116/
@ ) Program Files &2 dataz.cab 1KB Cabinet File 3/16/3
() RECYCLER @ Driver.dat 6 KB DAT File 31163
() System Yolume Information ;QDriver.DLL 92 KB Application Extension  3{16/3
= [3) TeamPoS36xx_Software_Support @ ikernel.ex_ 337KB  EX_File 3/16/3
[= 1) ATI Yideo Card Driver CSINSTALL.INI 8KB Configuration Settings  3/16/3
= 3 Driver = layout.bin 1KE BINFile 3/16/2
® () 2KP_INF 136 K8 Application 316/
# [ CashDrawer “HSETUP.INI 1KB Configuration Settings  3{16/3
# [ Contralunit setup.inx 166 KB INX File 3/16/4
# ) JavaPos @setup.iss 1KB IS5File 3/16/3
# |2) Keyboards T
# |2) LCD Display Touch
# I3 opPOs
i# [J) Printers
|2 TechTips
# [ vFD
() WinCLD
1) Temp v £ >

Now Windows can be restarted.

Note: that during start-up the screens may flash as the hardware is being detected. If
the system hangs during the initial boot-up press the reset button and continue.

Run “AtiCimUn.exe” from the
"\Software_Support\TeamPo0S36xx_Software_Support\ATI Video Card Driver” folder.

Restart the system and let the terminal discover new hardware.

Cancel the “Found New Hardware” pop-up for the “Video Controller (VGA Compatible)”
card.

From the "\Software _Support\TeamPo0S36xx_Software Support\ATI Video Card
Driver\Driver" folder run “setup.exe” (again).

Restart the system.
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3. VGA & DVI Dual Displays

The system will start in Clone-Mode. To change the mode to Extended, use the
Windows Display/Settings applet to enable monitor 2 for extended Windows desktop.

Display Properties

| Themes | Desktop | Screen Saver | Appearance | Settings

[irag the monitor icong to match the physical arangement of wour monitors,

Diizplay:
2. Plug and Play Moritor on RADEQN 7000 Series v
Screen resolution Calor quality
Less [——— Mo Highest [32 bit] v
800 by B0 pivels 1 /N | n | m

Extend my ‘Windows desktap onto this rmanitar.

[ |dentify ” Troubleshoat... ] [ Advahced ]

[ QK ][ Cancel ][ Lpply ]

Note: The ATI Video Adapter will always use the DVI monitor as the primary device.
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4. Dual VGA Displays

If two VGA displays are desired, one must be connected to the TeamPoS36xx on-board
VGA connection, and the second to the ATI Display Adapter.

For this configuration, BIOS must be changed to:
On the Advanced Chipset Features screen, set the PEG/Onchip VGA Control setting

to Auto.

X - AwardBIOS CMOS Setup Utility
vanced Chipset Features

* PCI Express Root Port Func[Pre Enter]
* Advanced Fan Speed Control[Press Enter]

VT-d [Enabled]

GbE LAN

PEG/Onchip VGA Co

Select +/-/PU/PD:Value F10:Save ESC:Exit Fl:General Help
FS:Previous Values F7: Optimized Defaults

Configure the dual-displays as desired with the Windows Display/Settings applet.
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5. Uninstalling Driver

Note: Before removing the ATl video card, you must insure that the BIOS
PEG/Onchip setting is “Auto”. Otherwise you will not be able to use the onboard
VGA video port, and will have no display device.

On the Advanced Chipset Features screen, set the PEG/Onchip VGA Control setting
to Auto.

Phoenix - AwardBIOS CMOS Setup Utility
Advanced Chipset Features

* PCI Express Root Port Func[Pr nter]
* Advanced Fan Speed Control[Press Enter]

VT-d [Enabled]

GbE LAN

PEG/Onchip VGA Co

ove Enter:Select +/-/PUfPD:Value F10:Save ESC:Exit Fl:General Help
F5:Previous Values F7: Optimized Defaults

From the "\Software_Support\TeamPo0S36xx_Software_Support\ATI Video Card Driver”,
run “AtiCimUn.exe”.

Shutdown the system and remove the video card (Important: see BIOS note above).

Restart the system.

6. Troubleshooting Tips

If problems are encountered after following this install procedure —Run “AtiCimUn.exe’
from the "\Software_Support\TeamPo0S36xx_Software_Support\ATI Video Card Driver”
folder. Restart Windows and repeat the complete install procedure.

H
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