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1. Overview

TeamP0S3000 XL2 introduces a new motherboard option to the TeamP0oS3000
point-of-sale terminal family. Basic differences between the original TeamP0oS3000 XL
and the new TeamPoS3000 XL? are summarized below:

TeamP0S3000 XL TeamP0S3000 XL2

CPU Intel® Celeron-M Intel® Core 2 Duo

Intel® Pentium-M
Chipset Intel® 855GME & ICH4 Intel® GME965 & ICH8-M
FSB 400mhz 800mhz
Max. Memory/ Up to 2GB 333mhz ECC Up to 4GB* DDR2 Non-ECC
Type memory memory
Video Intel® integrated Intel® integrated
Video Memory 64MB Shared 256MB Shared
Video Driver Intel® Extreme Graphics Intel® Graphics Media

Accelerator

RAID Promise 579 Controller Intel® ICH8-M Matrix

RAID 0/1 Storage RAID 0/1
Hard Drive Type SATA SATA
BIOS Award Phoenix TrustedCore™
Trusted Platform Module None Infineon v1.2 TPM
LAN 10/100Mbit 10/100/1000Mbit

* Note:

Windows Vista may report significantly less memory than the configured 4GB RAM actually
installed. This is due to the way the operating system handles system resources that require

addressing which overlaps physical memory below 4 GB, such as:

— System BIOS

— Motherboard Resources (I/0 APIC)

— Memory Mapped I/O

— PCI Express* Configuration Space
— Additional PCI Device Memory
— VGA Memory (Video aperture)
— Other chipset and system devices

These requirements may reduce the addressable memory space available to and reported by
Windows. These memory ranges, while unavailable to the OS, are still being utilized by subsystems
such as I/O, PCI, and Integrated Graphics.
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With these changes, a different set of drivers will be required between TeamPoS3000
XL and TeamP0oS3000 XL2.

This document addresses the steps necessary to setup the TeamP0oS3000 XL2
controller slice system devices using a fresh installation of Microsoft Windows Vista
SP1.

2. TeamP0oS3000 XL2 Harddisk Subsystem

The TeamP0oS3000 XL2? harddisk subsystem utilizes Serial ATA (SATA) harddrives via
the integrated Intel® SATA Host Controller. The TeamP0S3000 XL2 also incorporates
Intel® Matrix Storage Technology providing both Advanced Host Controller Interface
(AHCI) and software RAID 0/1 capability for improved storage speed and data
redundancy.

AHCI and RAID functionality are "Enabled" by BIOS setting. By default, TeamPoS3000
XL2 will have RAID "Enabled", facilitating, but not requiring, RAID 0 or RAID1

array configurations. Also, IOAPIC should be "Enabled" as well. The screens
below depict these BIOS settings.
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Note: the AHCI BIOS selection option is hidden if SATA RAID is "Enabled". See image below.

Microsoft Windows Vista SP1 release media includes required driver supporting for
TeamP0S3000 XL2 mass storage devices.
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3. Initial TeamP0oS3000 XL2 Setup

Install Windows Vista SP1 from release media.

Once Windows Vista is installed and loads to the desktop, a look at the Device
Manager shows all devices recognized, enumerated, and setup, except Video.

o= Device Manager [ | =[]

File Action View Help
=@ |

-8 Computer

=y Disk drives

- M, Display adapters

':__ Standard VGA Graphics Adapter
\_J, DVD/CD-ROM drives

Elg‘j Hurman Interface Devices

g IDE ATA/ATAPI controllers

Z= Keyboards

}3 Mice and cther pointing devices

[
£33
£33
£33
£33
[0 EF Metwork adapters
j.

-l Other devices
b i Video Contreller
T Ports (COM & LPT)
D Processors
22 Security Devices
& Scund, video and game controllers
&5 Storage controllers

]
j..
j..
j..
j..
b1l System devices

H- i Universal Serial Bus controllers

The following procedure describes installing of TeamP0oS3000 XL2 video drivers and
associated utilities.
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4. TeamP0oS3000 XL? Video

The TeamP0oS3000 XL2 utilizes the Intel® GME965 chipset, which includes on-
motherboard dual-head video support for analog and DVI output, and Intel Graphics
Media Accelerator Driver.

a. Video Driver Installation

Locate the folder containing TeamPoS3000 XL2 Video Drivers and launch
Setup.exe.

In this example, the drivers are located in

C:\TeamPo0S3000XL2_Software_Support\Control Unit\Base TeamPo0s3000
Drivers\Graphics\winvista_7.14.10.1364

E= (=28 5
@Qv\ | « Graphics » winvista 7.14101364 » [ 4| [ searcn A
‘ Organize v it Views = . Open (& Burn
Favorite Links MNarme B Date modified Type Size
EE- D— Graphics 2/7/200811:47 AM File Folder
L HDMI 2/7/2008 11:47 AM  File Folder
B pictures | Lang 2/7/2008 11:46 AM  File Folder
B Music £ autorun 3/28/2006 8:55 AM  Setup Information 1KB
More (| difxapi.dil 11/10/2006 825 AM  Application Extens... 312 KB
Eolders v | 5 IF2 1/17/2007 11:04 AM  Cenfiguration Sett... 4 KB
| TeamPoS3000XL2_Seftware_Support 1| B installation_readme 11/14/2007 7:44 AM  Text Decument 27 KB
CachDrawer and POSPower | readme 11/12/2007 2:57 PM Text Document 3KB
Control Unit =% Setup 11/12/2007 3:07 PM  Application 399 KB
. Base TeamPos3000 Drivers i
. Audie
BIOS
. Chipset 3
. Graphics

Set Video Mode e
. win2k_xp_5.14.10.4906
. winvista 714101364
. LAN
2 ICHEME_RAID
TPM -

Setup Date medified: 11/12/2007 3:07 PM
|- Application Size: 898 KB
e Date created: 2/7/2008 11:46 AM
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If Windows Vista Aero support is desired, insure shared video memory is set
to 256mb in system BIOS, and check the box to “Automatically run WinSAT
and enable the Windows Aero desktop theme (if supported).” As shown
below.

or Driver E]'ﬁ'

Intel® Graphics Media Accelerat

Intel® Graphics Medi? Accelerator Drivgr intel

Welcome to the Setup Program

This setup program will install the Intel® Graphics Media Accelerator Driver onto this computer, It
is strongly recommended that you exit all programs before continuing. Click Next to continue.

[V Automatically run WinSAT and enable the Windows Aero desktop theme (if supported).

l Next = | Cancel

mewor}

The two Display Adapters are now configured in Device Manager
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b. Video Display Configuration

Use the Intel Graphics Media Accelerator Driver video setup utility to manage video
settings. The utility can be launched from the task tray icon Inte/ Graphics Media
Accelerator Driver for Mobile, select "Graphics properties”, or launch from Display
Control Panel/Settings/Advanced/Intel Media Accelerator Driver for Mobile/Graphics
Properties

v

Recycle Bin

o
Graphics Properties... ] JlTSU

Graphics Options 4
Bt Tray E INFINITE

Intel* Graphics Media

Accelerator Driver
| for mobile < -
@ C\Users\FTXSYApp... rd o g 47 W) 11:42 AM

Graphics modes, such as single, extended, etc., can be manipulated from this screen.
Display properties, such as resolution, can be found by clicking the Display Settings tab
on the left navigation pane.

Note the entries under the Single Display area in the picture below. Three displays are
itemized, Monitor, Digital Display, and Notebook.
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Intel®

Graphics Media
Accelerator Driver
for mobile

Display Devices
Display Settings

Color Correction

-_:j Digital Display and Monitor

Single Display

" Motebook O hanitar

O Digital Display

Multiple Display

l

‘ [ Scheme Options

£ Twin Frimary Device

Digital Dizplay

M otebonk,
b anitar

Hot Keys “ Intel(R) Dual

Display Clone
O Extended
Desktop

b anitar

| Launch Zoam

| | 30 Settings |

| Information

Video Chverlay |

| K | | Cancel | | Apply

Monitor refers to the display connected via the analog (VGA) connection.

Digital Display refers to the display connected via the DVI connection.

Notebook refers to the LVDS (Low Voltage Differential Signaling) display connection
that is used with the TeamP0oS3000 XT KIOSK units. The Notebook display type is
itemized even though no display device is attached because the internal circuitry to
drive this display is present in the Intel Chipset. This is the method typically used in

notebook/laptop configurations that utilize this chipset, and is used in TeamPoS3000 XT
KIOSK.

c. Display_Select Utility

i. Background
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TeamP0S3000XL2

TeamP0S3000 XLz utilizes Intel's GME965 chipset, which supports multiple video
channel output. This chipset is typically targeted at the notebook computer market. It is
used in TeamP0oS3000 XL2 because of its dual-monitor capability. Either analog or DVI
monitors can be utilized in single or dual configurations on TeamP0oS3000 XL2.

This section discusses video management under Microsoft Windows® operating
systems.

Intel's Graphics Media Accelerator Driver is used for video display. Display can be
configured for:

e single display, either analog or DVI,

e dual display, one analog and one DVI monitor, in "Clone" mode where the same
display is presented on both monitors

e dual display, one analog and one DVI monitor, in "Extended" windows mode.

At system start-up, the Graphics Media Accelerator Driver driver determines the
physical display devices, analog and/or DVI, attached to the TeamP0oS3000 XL2. If the
physical configuration has changed from the previous session, either due to accidental
cable removal, or intentional re-configuring, less than desirable conditions may result.

For example, if the TeamP0oS3000 XL?2 is configured with a single DVI display, and the
system is shut-down in this configuration, and for some reason the DVI display cable is
removed, and the system restarted, the result would be no display. If the error condition
is recognized and the system is shut-down, the DVI cable reconnected, and system
restarted, the result will be a dark, blank screen with no easy way to recover the video.

This is due to the fact the Graphics Media Accelerator Driver reverts to default
"Notebook" video mode when this error condition is recognized, since this driver
typically targets the notebook market. This condition persists across system cold or
warm restarts.

To mitigate this situation, TeamP0oS3000 XL2 is supplied with the Display_Select utility
to set the video mode, and restore the desired video configuration should problems
occur. It only needs to be run once, after final video configuration is set. This state is
saved.
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A companion utility program, SetDisp, runs at Windows start-up and compares the
current video state with the saved state. If it detects a difference, SetDisp manipulates
the video configuration to mitigate a failed video condition if a display (but not the
expected primary display) is still physically connected. When this is the case, that is the
previous secondary display is still attached, SetDisp.exe displays a "Bad video
configuration" pop-up message to alert the user to the condition, and makes an
associated EventLog entry (see figures below).

H Event Viewer =10 x|
File Action Wiew Help
& @@ |2
@ Event Vigwer (Local) Application 126 event(s)
[) Applcation Type Category | Ewent
4| Security
] system @Informat\on 2l Mane
@Informat\on 4/20/2006 12:21:00 Service Contral Manager  Mane T03E i
@Informat\on 4/20/2006 12:21:00... Service Control Manager  Mane T35
@Informat\on 4/20/2006 12:20:41 ... Service Control Manager  Mane T03E
@Informat\on /2012006 12:20:35 ... Service Control Manager  Maone 7036
@Informat\on 42012006 12:20035 ... Service Control Manager  Maone 7036
il @Informat\on 42012006 12:20035 ... Service Control Manager  Maone 7035
@Informat\on 42012006 12:20035 ... Service Control Manager  Maone 7035
@Informat\on 42012006 12:20035 ... Service Control Manager  Maone 7036
%Infurmahun 42042008 12:20:35 Service Contral Manager  Mone 7035
q q q Information  4/20/2006 12:20:31 ... MSMQTriggers Mone z200
' E EBad dlSD'EI';.-' CIIII'II:II;LIFEItIEII'I (lnformation /202006 12:20:31 ... MSMQ Kernel 2028
L) () information  4/20j2005 12:20:28 ... SecurityCenter Mone 1800
() information  4/znjzons 12:20:27 ... Service Control Manager  Mone 7035
@Infnrmatmn 4/20{2006 12:20:23 ... Hnkswr Mone 1000
() nformation 4fzuﬂznus 12:20:21 ... MSDTC (2 2444
e aw =
i | .
\

When the system is shut-down, and the physical display connects re-attached to the
"saved" state, SetDisp.exe will, on the subsequent system start-up, change the displays
back to the "saved" configuration. This change may take a few moments after the
desktop loads depending on other start-up process.

Following are example scenarios and screen shots:

ii. Display_Select Set Video Mode Utility Installation and
Setup

K CAT 2_Software_Support\ Control Unit\Base TeamP053000 Drivers\Graphics\Set Video Mod 8= x]
Fle Edt Vien Favortes Toos Hel "

> %,
Qe - Q- (T | O senet ([ rones | [ 37 X )| [

Address | ) C:\TeamPoS3000%L2_Software_Support\Control Unit|Base TeamPos3000 Drivers\Graphics\Set Video Mode v| B e
Folders = Name Size | Type Date Modified

= ) TeamPo! sgomxu_sumarg_suppm = File Folder 1/16/2008 11:11 AM
shDrawer and POSPow 1Siink File Folder 1/16/2008 11:11 AM

Dires File Folder 1/16/2008 11:11 AM
Q Base TeamPos3000 Drivers [Flinstall.bat 1KB  MS-DOS Batch File 11/28/2007 12:02PM
£ Audio
® D BI0s
® ) Chipset
=1 () Graphics
= I set Video Mode
(2D files
(2 ik
(2D regs
® [ win2k_xp_6.14,10.4906
# [ winvista_7.14.10.1364
® D LAN
# () ICHSME_RAID
@ TPM
# ) Keyboards
# ) LCD Display Touch
* [ oPOS
# ) Printers
120 TechTips
® 3 v
£ winCLD [v
Type: M5-DOS Batch File Date Modified: 11/28/2007 12:02 PM Size: 261 bytes 261bytes 4 My Computer
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- Toinstall the Display_Select utility, navigate to the folder location
containing the Set Video Mode install.bat file. In this example:

.\TeamP0S3000XL2_Software_Support\Control Unit\Base TeamPo0s3000 Drivers\Graphics\Set Video Mode

- Select and run the file install.bat.

Administrator

[ control Pane

.23 Printers and Faxes

& windows Media Player

Log OFf @ Shut Down
(@ start 3 i softw... [ 4y 0_softw... | BE -1 |

Starting the Display_Select utility

- The Display_Select utility program has been added to the Start Menu,
and the SetDisp.exe program added to the system to run
automatically at system start-up.

- Select and start the Display_Select utility from the Start Menu.

Display Selector ¥1.0E x|

This utility stores video configuration to the registry, and the configuration is applied by
SetDisp.exe at Windows([R] boot.

For testing, run "SetDisp {r' from the command line interface[CMD.exe].

—~Extended Mode [Ind dent Screen)

p

" Primary:Digital Monitor / Secondry:Analog Monitor

" Primary:Analog Monitor | S dry:Digital Monit

—Single Mode
" Digital Monitor Only

" Analog Monitor Only

—~Clone Mode [Same Screen on 2 Monitors)

' Digital and Analog Monitors

Copyright[C] Fujitsu Frontech Ltd 2005-2006 Register | =T |

Display_Select options screen

- The Display_Select utility presents a single, simple screen.

- Select the desired video mode from the list provided, and click
"Register". The video mode is now saved and will be used by
SetDisp.exe as the benchmark comparison at system start-up.

TeamPoS 3000 XL2 windows Vista Controller Device Installation Primer 13



FUTI)TSU THE POSSIBILITIES ARE INFINITE

5. TeamP0oS3000 XL2 Network Adapter

The TeamPoS3000 XL2 on-motherboard supplied network adapter is an Intel
82566DC chip, and enumerates as Intel 82566DC Gigabit Network Connection
named device.

=10l
| acion ven || & = | Ei[m [ @ | & @ ® |

£J Computer Management

Tree I

Computer Management (Local)
-, System Taols

[]--@ Event Viewer

(-G System Information
[]---ﬁ Performance Logs and Alerts
[#-g1 Shared Folders

- g_:‘ Device Manager
[+-#&] Local Users and Groups
EI& Storage

(L) Disk Management
E Disk Defragmenter
=) Logical Drives

[]--@ Removable Storage
[]--& Services and Applications

EI% FT¥3-D796751795

]-- Computer

e Disk drives

]-- Display adapters

-4} DVDJCD-ROM drives

-{id8 Human Interface Devices
/-5 IDE ATAJATAPI controllers
]-@ Keyboards

- - Mice and other pointing devices

Fra I e B W 0 e O e W e e

-3 tanicars

=134 Other devices

RELhernet Controlle:

1 PCIDevice

v Unknown device

- F Ports (COM & LFT)

£ <EJE Sound, video and game controllers

m

[

[

-3 System devices

I:I' Universal Serial Bus controllers

Navigate to the folder containing TeamP0oS3000 XL2 LAN drivers and launch
Pro2KXP.exe. In this example, the drivers are located in

C:\TeamP0S3000XL2_Software_Support\Control Unit\Base TeamPo0s3000 Drivers\LAN

X C:\TeamPoS3000XL2_Software_Support',Control Unit}Base TeamPos3000 DriversiLAN =1&x|
Fle Edt View Favortes Tools Help |
GBack + & - (1] | Qeearch | Rroders Bristory | L5 03 X o | -

Address [ C:\TeanPa53000%L2_Software_Support\Contral Linit|Base TeamPos3000 Drivers|LAN ~| Pa ‘

Folders x =] Hame size | Type
] Desktop - I'D L 12,615KB  Application

gPROWSTAﬁZ.EXE

B4 My Documents = 12,362K8  Application

£ My Camputer
=)= Local Disk (C:)
1 Documents and Settings
7 1ntel
1 Program Files
171 System Yolume Information
B (] TeamPos3000XL2_Suftware_SUpport
{7 CashDrawer and POSPower
=] Control Unit
=[] Base TeamPos3000 Drivers
Audio

1 8105

{1 chipset

1 araphics

LM

[ ICHSME_RAID
] TPM
#-{] Keyboards
(] LCD Display Touch
-] OPOS
-] Printers
{27 TechTips
-1 vFD
7] WincLD
] WINNT

LAN

PROZKXP.exe
Application

Modified: 10/25{2007 310 PM
Size: 12,5 MB

Attributes: (normal)

- 4 |

Type: Application Size: 12,5 MB

[1zsme {5 My Computer

TeamPoS 3000 XL2 windows Vista Controller Device Installation Primer
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6. TeamP0oS3000 XLz Audio

The TeamP0S3000 XL2 on-motherboard supplied audio is a Realtek High Definition
audio device.

Navigate to the folder containing TeamPoS3000 XL2 Audio drivers and launch
Pro2KXP.exe. In this example, the drivers are located in:

c:\TeamPo0S3000XL2_Software_Support\BaseDrivers\Audio\Realtek

X C:\TeamPoS3000XL2_Software_Support\Control Unit\Base TeamPos3000 DriversiAudio

File Edit W%ew Favorites Tools  Help

Gfack v =& - (2] Disearch [ roders (st |15 08 X oy | EE-

| address [ 23 c:\TeamPosannnxL2_software_SupportiContral Linit|Base TeamPos3000 Driversifudio

Foldets x | | Mame ¢ | size [ Type | Modiied |
T Desktop 12| | #Ir172_Readme pdf 63KE PDFFie

E Bl

E

8/6/2007 1:42 PM
+1-2y My Dacuments : 23,858 17,861 KB Application &/6/2007 1:30 PM
=450 My Computer Ll 2a.ex8 25,199K6  Application 8/6/2007 1:23PM

- Local Disk (C:)
-] Documents and Settings
-] Inkel
-] Program Files
{21 System Wolume Information
=] TeamPo530005L2_Softwars_Support
(-] CashDrawer and POSPower
-1 Contral Unit
-] Base TeamPos3000 Drivers

{1 ICHEME_RAID
- TP

-] Keyboards

(- LCD Display Touch

-] oPos [
(-] Printers

] TechTips

- ¥FD

1 wincLo

-] WINMT -
Type: Application Sizs: 24.6 ME

24,6 MB & My computer

Run the installation to completion, and restart the system when requested. A Found

New Hardware pop-up may be displayed for a short time. It will be closed when the
installation completes.

Realtek High Definition Audio Driver Setup (2.36) R1.72

Welcome to the InstallShield Wizard for Realtek High Definition Audio Driver

\stall Realtek High D

T

mputer, To

InstallShicld <Back H iNew > Cancel
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7. TeamP0S3000 XL2 Trusted Platform Module

The TeamP0S3000 XL2 incorporates the Infineon Trusted Platform Module (TPM)
Solution.

Device Manager shows the device as "Unknown Device" in the Other Devices category.

L Device Manager, E] [E' E'

File Action Wiew Help

B S @A =Ra

=&, vosTEST
+ _J Computer
+)-age Disk drives
¥ § Display adapters
+ b DVDJCD-ROM drives
+- i, Flappy disk drives
+- {85 Human Interface Devices
+-{=% IDE ATAJATAPI controllers
+-ze Keyboards
+-7") Mice and other pointing devices
¥ ; Moanitars
+- B8 Network adapters

+-#98 Processors

+-4= 5C5I and RAID controllers

+- %, Sound, video and game controllers
+-%g# Storage volumes

+- iy Swstem devices
+ Universal Serial Bus controllers

To install TPM driver support, launch Setup.exe from the TPM drivers folder. In this
example, Setup.exe is located in:

c:\TeamPo0S3000XL2_Software_Support\BaseDrivers\TPM\IFX_TPM_Professional_Package_S
W_3[1].0_SP1
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FUﬁT’SU THE POSSIBILITIES ARRE INFINITE

eamPoS3000XL2_Software Support\BaseDrivers\TPMUFX ofessional_Package SW_3[1].0_SP1\W

File Edit Wiew Favorites Tools  Help

Q@ - ) (T O seach ‘[B Foliers | [ (30 X ) [

icdress | ) Ci\TeamPo530006L2_Software_Suppert\BaseDrivers\TPHIIFX_TPM_Professional_Package_SW/_3[11.0_SP1iwin32 v Go
Folders X ame: Size  Type Date Modified ~
153 My Documents ~ | L Hox0404.ini 4KE Configuration Settings  1/23/2007 7:16 PM
§ My Computer | “hoxoao7.ini SKB Configuration Settings  1j23(2007 7:16 PM
3% Floppy (A1) H0x0409.ni SKB Configuration Settings  1/23i2007 7:16 FM
=) <e Local Disk (C:) B 0x0410.ni SKB Configuration Settings  1/23/2007 7:16 PM
() Documents and Settings “H0x041 Lini SKB Configuration Settings  1/23/2007 7:16 PM
3 el Box0s1z.0ni SKB Configuration Settings  1/23/2007 7:16 PM
() Program Files 00416, 7KB Configuration Settings  5/16/2006 11:02 AM

7KB Configuration Settings  5/16/2006 11:02 AM
4KB Configuration Settings  1/23/2007 7:16 PM

() Syskem Yolume TnFormatic
(= () TeamPos3000XL2_Softws

= (2 BaseDrivers 122K MST File 1j23(2007 8:27 PM
12 Audio 63KE  MSTFie 1232007 8:27 PM
1) Chipset 4KB  MST File 1}23(2007 8:27 PM
1) Graphics 6SKE MSTFie 1jZ3(2007 8:27 PM
() IcHBME_RAID 67K MSTFlle 1232007 §:27 PM
I Lan 63KE MSTFile 1j23(2007 8:27 PM
B Tem 165KB  MST File 1j23i2007 8:27 PM
B () IF%_TPM_Prof 206 KB MST File 1}23(2007 8:27 PM
= 123 win3z G4KE MSTFle 1jZ3(2007 8:27 PM
() progr: 106 KB MST File 1232007 §:27 PM
) Readr | [H]2052.mst 1Z3KB  MSTFlle 1232007 §:27 PM
(3 syster | 3 Infinean TPM Professional Pac... 25,204 KB Windows Installer ... 2(22/2007 10:47 PM
@wvc |E 294 KB Application 2/22/2007 10:47 PM
£ Winde v | [Bsetup. 3KB  Configuration Settings  2/22/2007 10:58 P
< T 5 | ElwindowsInstaller-kBa33803-x... 2,525KB  Application 5/16/2006 10:58 AM v
Desaription: Setup Launcher Company: Infineon Technologies AG Fie Yersion: 12,0.0,49574 Dake Created: 9/11200] 283 KB 4 My Computer

Run the installation to completion, restarting the system when prompted.

i Infineon TPM Professional Package - InstallShield Wizard [‘5_<|

Welcome to the InstallShield Wizard for
Infineon TPM Professional Package
VYersion 3.0.1

The InstallShieldiR ) Wizard will install Infineon TPM Professional
Package on vour computer, To continue, dlick Mext,

WARNING: This program is protected by copyright: law and
international treaties,

< Back [ Mexk = l [ Cancel ]

Following installation, the TPM device can be seen configured in the Device
Manager\System Devices category.
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£ Device Manager,

File  Acktion ‘iew Help

= W HFE 2 @ =R

[#-%z» Keyboards

---" Mice and other pointing devices
g Manitors

B8 Metwork adapters
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Also, a tray icon is added.
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When starting Windows, a balloon pop-up message is displayed, indicating the TPM
module is not initialized. As desired, initialize the TPM for use with the Infineon Security
Platform Solution application — Start\Programs\Infineon Security Platform
Solution\Manage Security Platform. On-line help is available.
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If TPM support is not desired, the feature can be totally disabled in BIOS. Navigate to
the Security Tab and set TPM Support to “Disabled”.
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8. TeamP0S3000 XLz2 1/0 Options

The TeamPoS3000 XL2 motherboard/backplane supports several I/O board

configurations, from all-USB, to support for legacy devices via a combination of
USB/RS232 I/0 boards.

TeamP0S3000 XL supports a Combo + COM that adds serial ports 3 thru 7.
TeamP0S3000 XL2 does not support Combo + COM, but only Combo (depicted
below) which adds COM 3-4 support.

Refer to the TeamP0S3000 XL 2 Installation and Maintenance manual for I/O and
motherboard configuration and jumper information.

n—n

Note: Due to the TeamPoS3000 XL2 USB Controller architecture, the far

left 12v Retail USB port is not active. This port may be blanked in the
future.
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