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Data Sheet

輕巧隨性，性能強大的移動式工作站

高性能可移動圖形工作站

在移動工作環境中提供工作站級別的運算能力， 可升級至

Intel i7高端處理器（含vPro技術）

高可靠性數位安全管理

可選掌靜脈或指紋識別感應器，TPM和高級防盜防護裝置

無線連接，易於異地共用訊息

可選3G/UMTS,4G/LTE,Bluetooth 和WLAN

模組化設計提高靈活性

可選第二顆硬碟或電池

擁有業界最完善的ISV認證

確保絕佳的執行效能及穩定性，更好的工作效果和效率保證

日本原裝，品質保證

 

產品說明書 富士通 CELSIUS H730 工作站

富士通推薦使用 Windows 8 專業版
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富士通推薦使用 Windows 8 專業版

配置參數

處理器（選配）

作業系統

作業系統（選配）

可相容作業系統

顯示卡（選配）

記憶體模組（選配）

Base unit memory

可支援記憶體（最小）

可支援記憶體（最大）

記憶體插槽數

記憶體插槽類型

記憶體說明

硬碟（選配）

硬碟說明

無線網卡（選配）

顯示器

主機板晶片組

BIOS 特點

顯示

外接顯示器最大解析度

顯示卡特點

顯示卡說明

專用影像記憶體

介面

電源介面

麥克風插口

耳機插口

內置麥克風

USB 2.0

USB 3.0 

VGA

DP介面

乙太網路(RJ-45)

智慧卡插槽

多合一讀卡器

介面模組說明

有線通信

LAN

鍵盤

輸入裝置 (選配)

多媒體

音訊類型

音訊特點

音訊編解碼

電源

電源供應器

額定電壓範圍

額定頻率範圍

Noise notes

尺寸 / 重量 / 環境影響

尺寸

重量

重量說明

工作環境溫度

相對濕度

附加軟體

附加軟體 (預裝)

附加軟體 (選配)

管理

技術管理

軟體管理

桌面組件

支援標準

資訊安全

實機安全

系統和BIOS 

用戶資訊安全

符合標準

產品

臺灣

Port Replicatior

電源

音訊輸入

音訊輸出

USB 3.0 

DP介面

VGA

DVI

乙太網路 (RJ-45)

Kensington Lock support

eSATA

標準保固

Intel® Core™ i7-4900MQ 處理器(2.8 GHz, up to 3.8 GHz, 8 MB)
Intel® Core™ i7-4800MQ 處理器(2.7 GHz, up to 3.7 GHz, 6 MB)
Intel® Core™ i7-4700MQ 處理器 (2.4 GHz, up to 3.4 GHz, 6 MB)

Windows® 7 Professional 64-bit
Windows 8.1 Pro 64-bit

Windows® 7 Professional 32-bit
Windows® 7 Professional 64-bit
Windows 8 Pro
Windows 8.1 Pro

專業型2D: NVIDIA® Quadro® K510M 1G VRAM
進階型3D: NVIDIA® Quadro® K1100M 2GB VRAM
高階性3D: NVIDIA® Quadro® K2100M 2GB VRAM

4 GB (1 module(s) 4 GB) DDR3 L, 1600 MHz, PC3-12800, SO DIMM
8 GB (1 module(s) 8 GB) DDR3 L, 1600 MHz, PC3-12800, SO DIMM

CELSIUS H730

4 GB

32 GB

4

SO DIMM (DDR3)

Memory Slots are depending on processor type. 2 DIMM slots with dual core processors, 4 DIMM slots with quad core processor

SSHD SATA III, 5400 rpm, 1000 GB / 8 GB SSD Cache
SSHD SATA III, 5400 rpm, 500 GB / 8 GB SSD Cache
SSD SATA III, 512 GB, 2.5-inch, S.M.A.R.T.
SSD SATA III, 256 GB, 2.5-inch, S.M.A.R.T., FDE
SSD SATA III, 256 GB, 2.5-inch, S.M.A.R.T.
SSD SATA III, 128 GB, 2.5-inch, S.M.A.R.T.
HDD SATA, 5400 rpm, 500 GB, 2.5-inch, S.M.A.R.T.

ShockSensor for HDD shock protection
One Gigabyte equals one billion bytes, when referring to hard disk drive capacity.
Accessible capacity may vary, also depending on used software.

Intel® Dual Band Wireless-AC 7260 IEEE802.11 a/b/g/n + Bluetooth V4.0 (WilkinsPeak2)
Import and usage according to country-specific regulations.

39.6 cm (15.6-inch),防眩光鎂合金LED背光FHD顯示幕
(解析度 1920 x 1080, 對比度300:1, 亮度 220流明)

Intel® QM87

BIOS based on Phoenix SecureCore

2560 x 1600 pixel via DisplayPort and Dual Link DVI

DualView

NVIDIA® Quadro® K510M: 192 CUDA Cores
NVIDIA® Quadro® K1100M: 384 CUDA Cores
NVIDIA® Quadro® K2100M: 576 CUDA Cores

1/2 (GDDR5 VRAM)

1

1

1

2 digital array microphones

1

3

1

1

1

1

1 (SD/SDHC) SD/microSD = 2GB, SDHC/micro SDHC = 32GB, SDXC = 64GB

1x Kensington Lock support, 1x Docking connector

10/100/1000 MBit/s Intel® I217LM

Touchpad with three mouse buttons / EcoButton / LockWorkstation button
MobilityCenter Button / Fingerprint sensor

TouchStick

On board

Stereo speakers, 2 digital microphones

Realtek ALC3232/ALC282-CG (HDAudio) 支援DTS

19 V / 150 W (7.89 A)

100 V - 240 V (AC Input)

50 Hz - 60 Hz

A weighted sound power level Lwad (in B) / workplace related A-weighted sound pressure level LpAm (in dB(A)), Bystander position
A weighted sound power level Lwad (in B) / workplace related A-weighted sound pressure level LpAm (in dB(A)), Bystander position

379.8 x 257.0 x(31.9 - 35.5) mm

約2.75kg

Actual weight may vary depending on configuration

5 - 35 °C

20 - 80 % (相對濕度,非冷凝）

Adobe® Reader® (pdf reader)
McAfee Multi Access Security (anti-virus and internet security software; 60 days trial version)
Fujitsu Display Manager
EasyGuide online user documentation
Power Saving Utility
ShockSensor Utility
SmartAccess
Fujitsu Plugfree Network (network management utility)
Intel® SBA (manageability suite for local administration)
DTS® Sound Enhance Software
Fujitsu Application Button Utility
Fujitsu DeskUpdate (Driver and Utility tool)
Microsoft Office (buy license to activate the pre-installed Microsoft Office)

Drivers & Utilities DVD (DUDVD)
UMTS connection manager (optional with UMTS)

DeskUpdate Driver management / PXE 2.1 Boot code / Wake up from S5 (off mode) / 
iAMT Intel® Active Manageability Technology v9.0 (not activated, not set up) /
Intel® vPro™ technology / WoL (Wake on LAN)

DeskView Client / DeskView Instant BIOS Management /
DeskView Integration for Symantec Management Platform

Inventory Management / BIOS Management / Driver Management
Security Management / Alarm Management

WMI / PXE / BootP (made4you)

Kensington Lock support

Advanced Theft Protection / Computrace® enabled BIOS / Optional: Trusted platform module (TPM 1.2)
EraseDisk (optional) / Write protect option for the Flash EPROM

Integrated Fingerprint Sensor / Integrated PalmVein Sensor / Separate SmartCard slot
Hard disk password / User and supervisor BIOS password / Preboot Authentification with SystemLock 3

CELSIUS H730

BSMI 

1

1

1

4

2

1

1

1

1

1

3 年
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處理器（選配）

作業系統

作業系統（選配）

可相容作業系統

顯示卡（選配）

記憶體模組（選配）

Base unit memory

可支援記憶體（最小）

可支援記憶體（最大）

記憶體插槽數

記憶體插槽類型

記憶體說明

硬碟（選配）

硬碟說明

無線網卡（選配）

顯示器

主機板晶片組

BIOS 特點

顯示

外接顯示器最大解析度

顯示卡特點

顯示卡說明

專用影像記憶體

介面

電源介面

麥克風插口

耳機插口

內置麥克風

USB 2.0

USB 3.0 

VGA

DP介面

乙太網路(RJ-45)

智慧卡插槽

多合一讀卡器

介面模組說明

有線通信

LAN

鍵盤

輸入裝置 (選配)

多媒體

音訊類型

音訊特點

音訊編解碼

電源

電源供應器

額定電壓範圍

額定頻率範圍

Noise notes

尺寸 / 重量 / 環境影響

尺寸

重量

重量說明

工作環境溫度

相對濕度

附加軟體

附加軟體 (預裝)

附加軟體 (選配)

管理

技術管理

軟體管理

桌面組件

支援標準

資訊安全

實機安全

系統和BIOS 

用戶資訊安全

符合標準

產品

臺灣

Port Replicatior

電源

音訊輸入

音訊輸出

USB 3.0 

DP介面

VGA

DVI

乙太網路 (RJ-45)

Kensington Lock support

eSATA

標準保固

Intel® Core™ i7-4900MQ 處理器(2.8 GHz, up to 3.8 GHz, 8 MB)
Intel® Core™ i7-4800MQ 處理器(2.7 GHz, up to 3.7 GHz, 6 MB)
Intel® Core™ i7-4700MQ 處理器 (2.4 GHz, up to 3.4 GHz, 6 MB)

Windows® 7 Professional 64-bit
Windows 8.1 Pro 64-bit

Windows® 7 Professional 32-bit
Windows® 7 Professional 64-bit
Windows 8 Pro
Windows 8.1 Pro

專業型2D: NVIDIA® Quadro® K510M 1G VRAM
進階型3D: NVIDIA® Quadro® K1100M 2GB VRAM
高階性3D: NVIDIA® Quadro® K2100M 2GB VRAM

4 GB (1 module(s) 4 GB) DDR3 L, 1600 MHz, PC3-12800, SO DIMM
8 GB (1 module(s) 8 GB) DDR3 L, 1600 MHz, PC3-12800, SO DIMM

CELSIUS H730

4 GB

32 GB

4

SO DIMM (DDR3)

Memory Slots are depending on processor type. 2 DIMM slots with dual core processors, 4 DIMM slots with quad core processor

SSHD SATA III, 5400 rpm, 1000 GB / 8 GB SSD Cache
SSHD SATA III, 5400 rpm, 500 GB / 8 GB SSD Cache
SSD SATA III, 512 GB, 2.5-inch, S.M.A.R.T.
SSD SATA III, 256 GB, 2.5-inch, S.M.A.R.T., FDE
SSD SATA III, 256 GB, 2.5-inch, S.M.A.R.T.
SSD SATA III, 128 GB, 2.5-inch, S.M.A.R.T.
HDD SATA, 5400 rpm, 500 GB, 2.5-inch, S.M.A.R.T.

ShockSensor for HDD shock protection
One Gigabyte equals one billion bytes, when referring to hard disk drive capacity.
Accessible capacity may vary, also depending on used software.

Intel® Dual Band Wireless-AC 7260 IEEE802.11 a/b/g/n + Bluetooth V4.0 (WilkinsPeak2)
Import and usage according to country-specific regulations.

39.6 cm (15.6-inch),防眩光鎂合金LED背光FHD顯示幕
(解析度 1920 x 1080, 對比度300:1, 亮度 220流明)

Intel® QM87

BIOS based on Phoenix SecureCore

2560 x 1600 pixel via DisplayPort and Dual Link DVI

DualView

NVIDIA® Quadro® K510M: 192 CUDA Cores
NVIDIA® Quadro® K1100M: 384 CUDA Cores
NVIDIA® Quadro® K2100M: 576 CUDA Cores

1/2 (GDDR5 VRAM)

1

1

1

2 digital array microphones

1

3

1

1

1

1

1 (SD/SDHC) SD/microSD = 2GB, SDHC/micro SDHC = 32GB, SDXC = 64GB

1x Kensington Lock support, 1x Docking connector

10/100/1000 MBit/s Intel® I217LM

Touchpad with three mouse buttons / EcoButton / LockWorkstation button
MobilityCenter Button / Fingerprint sensor

TouchStick

On board

Stereo speakers, 2 digital microphones

Realtek ALC3232/ALC282-CG (HDAudio) 支援DTS

19 V / 150 W (7.89 A)

100 V - 240 V (AC Input)

50 Hz - 60 Hz

A weighted sound power level Lwad (in B) / workplace related A-weighted sound pressure level LpAm (in dB(A)), Bystander position
A weighted sound power level Lwad (in B) / workplace related A-weighted sound pressure level LpAm (in dB(A)), Bystander position

379.8 x 257.0 x(31.9 - 35.5) mm

約2.75kg

Actual weight may vary depending on configuration

5 - 35 °C

20 - 80 % (相對濕度,非冷凝）

Adobe® Reader® (pdf reader)
McAfee Multi Access Security (anti-virus and internet security software; 60 days trial version)
Fujitsu Display Manager
EasyGuide online user documentation
Power Saving Utility
ShockSensor Utility
SmartAccess
Fujitsu Plugfree Network (network management utility)
Intel® SBA (manageability suite for local administration)
DTS® Sound Enhance Software
Fujitsu Application Button Utility
Fujitsu DeskUpdate (Driver and Utility tool)
Microsoft Office (buy license to activate the pre-installed Microsoft Office)

Drivers & Utilities DVD (DUDVD)
UMTS connection manager (optional with UMTS)

DeskUpdate Driver management / PXE 2.1 Boot code / Wake up from S5 (off mode) / 
iAMT Intel® Active Manageability Technology v9.0 (not activated, not set up) /
Intel® vPro™ technology / WoL (Wake on LAN)

DeskView Client / DeskView Instant BIOS Management /
DeskView Integration for Symantec Management Platform

Inventory Management / BIOS Management / Driver Management
Security Management / Alarm Management

WMI / PXE / BootP (made4you)

Kensington Lock support

Advanced Theft Protection / Computrace® enabled BIOS / Optional: Trusted platform module (TPM 1.2)
EraseDisk (optional) / Write protect option for the Flash EPROM

Integrated Fingerprint Sensor / Integrated PalmVein Sensor / Separate SmartCard slot
Hard disk password / User and supervisor BIOS password / Preboot Authentification with SystemLock 3

CELSIUS H730

BSMI 

1

1
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1

1

1

3 年
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音訊編解碼
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電源供應器

額定電壓範圍

額定頻率範圍

Noise notes

尺寸 / 重量 / 環境影響

尺寸

重量

重量說明

工作環境溫度

相對濕度

附加軟體

附加軟體 (預裝)

附加軟體 (選配)

管理

技術管理

軟體管理

桌面組件

支援標準

資訊安全

實機安全

系統和BIOS 

用戶資訊安全

符合標準

產品

臺灣

Port Replicatior

電源

音訊輸入

音訊輸出

USB 3.0 

DP介面

VGA

DVI

乙太網路 (RJ-45)

Kensington Lock support

eSATA

標準保固

Intel® Core™ i7-4900MQ 處理器(2.8 GHz, up to 3.8 GHz, 8 MB)
Intel® Core™ i7-4800MQ 處理器(2.7 GHz, up to 3.7 GHz, 6 MB)
Intel® Core™ i7-4700MQ 處理器 (2.4 GHz, up to 3.4 GHz, 6 MB)

Windows® 7 Professional 64-bit
Windows 8.1 Pro 64-bit

Windows® 7 Professional 32-bit
Windows® 7 Professional 64-bit
Windows 8 Pro
Windows 8.1 Pro

專業型2D: NVIDIA® Quadro® K510M 1G VRAM
進階型3D: NVIDIA® Quadro® K1100M 2GB VRAM
高階性3D: NVIDIA® Quadro® K2100M 2GB VRAM

4 GB (1 module(s) 4 GB) DDR3 L, 1600 MHz, PC3-12800, SO DIMM
8 GB (1 module(s) 8 GB) DDR3 L, 1600 MHz, PC3-12800, SO DIMM

CELSIUS H730

4 GB

32 GB

4

SO DIMM (DDR3)

Memory Slots are depending on processor type. 2 DIMM slots with dual core processors, 4 DIMM slots with quad core processor

SSHD SATA III, 5400 rpm, 1000 GB / 8 GB SSD Cache
SSHD SATA III, 5400 rpm, 500 GB / 8 GB SSD Cache
SSD SATA III, 512 GB, 2.5-inch, S.M.A.R.T.
SSD SATA III, 256 GB, 2.5-inch, S.M.A.R.T., FDE
SSD SATA III, 256 GB, 2.5-inch, S.M.A.R.T.
SSD SATA III, 128 GB, 2.5-inch, S.M.A.R.T.
HDD SATA, 5400 rpm, 500 GB, 2.5-inch, S.M.A.R.T.

ShockSensor for HDD shock protection
One Gigabyte equals one billion bytes, when referring to hard disk drive capacity.
Accessible capacity may vary, also depending on used software.

Intel® Dual Band Wireless-AC 7260 IEEE802.11 a/b/g/n + Bluetooth V4.0 (WilkinsPeak2)
Import and usage according to country-specific regulations.

39.6 cm (15.6-inch),防眩光鎂合金LED背光FHD顯示幕
(解析度 1920 x 1080, 對比度300:1, 亮度 220流明)

Intel® QM87

BIOS based on Phoenix SecureCore

2560 x 1600 pixel via DisplayPort and Dual Link DVI

DualView

NVIDIA® Quadro® K510M: 192 CUDA Cores
NVIDIA® Quadro® K1100M: 384 CUDA Cores
NVIDIA® Quadro® K2100M: 576 CUDA Cores

1/2 (GDDR5 VRAM)

1

1

1

2 digital array microphones

1

3

1

1

1

1

1 (SD/SDHC) SD/microSD = 2GB, SDHC/micro SDHC = 32GB, SDXC = 64GB

1x Kensington Lock support, 1x Docking connector

10/100/1000 MBit/s Intel® I217LM

Touchpad with three mouse buttons / EcoButton / LockWorkstation button
MobilityCenter Button / Fingerprint sensor

TouchStick

On board

Stereo speakers, 2 digital microphones

Realtek ALC3232/ALC282-CG (HDAudio) 支援DTS

19 V / 150 W (7.89 A)

100 V - 240 V (AC Input)

50 Hz - 60 Hz

A weighted sound power level Lwad (in B) / workplace related A-weighted sound pressure level LpAm (in dB(A)), Bystander position
A weighted sound power level Lwad (in B) / workplace related A-weighted sound pressure level LpAm (in dB(A)), Bystander position

379.8 x 257.0 x(31.9 - 35.5) mm

約2.75kg

Actual weight may vary depending on configuration

5 - 35 °C

20 - 80 % (相對濕度,非冷凝）

Adobe® Reader® (pdf reader)
McAfee Multi Access Security (anti-virus and internet security software; 60 days trial version)
Fujitsu Display Manager
EasyGuide online user documentation
Power Saving Utility
ShockSensor Utility
SmartAccess
Fujitsu Plugfree Network (network management utility)
Intel® SBA (manageability suite for local administration)
DTS® Sound Enhance Software
Fujitsu Application Button Utility
Fujitsu DeskUpdate (Driver and Utility tool)
Microsoft Office (buy license to activate the pre-installed Microsoft Office)

Drivers & Utilities DVD (DUDVD)
UMTS connection manager (optional with UMTS)

DeskUpdate Driver management / PXE 2.1 Boot code / Wake up from S5 (off mode) / 
iAMT Intel® Active Manageability Technology v9.0 (not activated, not set up) /
Intel® vPro™ technology / WoL (Wake on LAN)

DeskView Client / DeskView Instant BIOS Management /
DeskView Integration for Symantec Management Platform

Inventory Management / BIOS Management / Driver Management
Security Management / Alarm Management

WMI / PXE / BootP (made4you)

Kensington Lock support

Advanced Theft Protection / Computrace® enabled BIOS / Optional: Trusted platform module (TPM 1.2)
EraseDisk (optional) / Write protect option for the Flash EPROM

Integrated Fingerprint Sensor / Integrated PalmVein Sensor / Separate SmartCard slot
Hard disk password / User and supervisor BIOS password / Preboot Authentification with SystemLock 3

CELSIUS H730
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1

3 年
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