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富士通推薦使用 Windows 8 專業版

Data Sheet
富士通CELSIUS W530 
桌上型工作站

強勁性能，全面提高升運算能力

性能強大、穩定

保證長時間的數位運算能力，同時能在短時間內能完成更多工作

能最佳的運行基本3D CAD和DCC軟體

擁有業界最完善的ISV認證

確保絕佳的執行效能及穩定性，更好的工作效果和效率保證

無工具開啟裝置

輕鬆更換硬碟，最短時間內完成硬體升級

超強靜音模式

開啟狀態下只有18分貝，提供最佳辦公環境

德國原裝，品質保證
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富士通推薦使用 Windows 8 專業版

配置參數

處理器（選配）

作業系統

作業系統（選配）

可支援作業系統

作業系統說明

記憶體模組（選配）

顯示卡（選配）

顯示卡說明

硬碟（選配）

硬碟說明

光碟機（選配）

介面通訊

主機板

主機板類型

尺寸規格

晶片組

處理器插槽

最大可支援處理器數量

記憶體插槽

可支援記憶體（最大）

記憶體頻率

記憶體說明

有線網卡

BIOS 版本

BIOS 特點

音訊編解碼

音訊特點

板載I/O 控制器

Serial ATA total

thereof SATA III

thereof eSATA

控制器功能

介面

音訊輸入

麥克風插口

耳機插口

前置麥克風插口

前置耳機插口

USB 2.0 總數量

USB 3.0 總數量

前置USB 

後置USB 

內置USB

VGA

DP介面

DVI

串列(RS-232)

滑鼠 / 鍵盤 (PS/2)

乙太網路(RJ-45)

並口

eSATA

介面模組說明

驅動器插槽

Base unit

磁碟機架總數

2.5-inch internal bays

3.5-inch internal bays

3.5-inch external bays

5.25-inch external bays

磁碟機架說明

PCI-插槽

PCI-Express 3.0 x16

PCI-Express 2.0 x4 (mech. x16)

PCI-Express x1

顯示卡性能

顯示卡名稱

共用影像記憶體

板載顯示卡

TFT 解析度(VGA)

TFT 解析度 (DVI)

TFT 解析度(DP)

顯示卡特點

顯示卡說明

電器值

Base unit 

電源功率說明

額定電壓範圍

額定頻率範圍

工作電壓範圍

工作頻率範圍

最大單相電源輸出功率 

噪音排放標準 (HDD, ODD)

噪音相關處理器

噪音排放標準

標準噪音說明／描述

標準噪音操作模式： CPU50% load

標準噪音操作模式： CPU90% load

尺寸 / 重量 / 環境影響

尺寸(W x D x H)

主機殼

重量

重量說明

工作環境溫度

工作相對濕度

合規性

產品

模型

臺灣

資訊安全

實機安全

系統和BIOS

用戶資訊安全

附加軟體

附加軟體(預裝)

軟體附送 (可選)

其它

管理

技術管理

軟體管理

桌面主鍵

輸入裝置/組件

輸入裝置(可選)

標準保固

Intel® Core™ i5-4570 處理器 (4核/4線程, 3.20 GHz, up to 3.6 GHz, 6 MB,HD 4600)
Intel® Core™ i5-4670 處理器 (4核/4線程, 3.40 GHz, up to 3.8 GHz, 6 MB,HD 4600)
Intel® Core™ i7-4770 處理器 (4核/8線程, 3.40 GHz, up to 3.9 GHz, 8 MB,HD 4600)
Intel® Xeon® E3-1220v3 處理器 (4核/4線程, 3.10 GHz, up to 3.5 GHz, 8 MB)
Intel® Xeon® E3-1225v3 處理器 (4核/4線程, 3.20 GHz, up to 3.6 GHz, 8 MB, HD P4600)
Intel® Xeon® E3-1230v3 處理器 (4核/8線程, 3.30 GHz, up to 3.7 GHz, 8 MB)
Intel® Xeon® E3-1240v3 處理器 (4核/8線程, 3.40 GHz, up to 3.8 GHz, 8 MB)
Intel® Xeon® E3-1245v3 處理器 (4核/8線程, 3.40 GHz, up to 3.8 GHz, 8 MB, HD P4600)
Intel® Xeon® E3-1270v3 處理器 (4核/8線程, 3.50 GHz, up to 3.9 GHz, 8 MB)
Intel® Xeon® E3-1275v3 處理器 (4核/8線程, 3.50 GHz, up to 3.8 GHz, 8 MB, HD P4600)
Intel® Xeon® E3-1280v3 處理器 (4核/8線程, 3.60 GHz, up to 4.0 GHz, 8 MB)

Intel® vPro™ Logo with Intel® Core i5 and Core i7 processors
Intel® vPro™ with all Intel® Xeon® processors

Windows 8.1 Pro
Windows 8.1
Windows 8 Pro
Windows 8
Windows® 7 Professional 64-bit
Windows® 7 Professional 32-bit

Linux

Certified for Red Hat® Enterprise Linux 
Certified for SUSE Enterprise Desktop
Certified for SUSE Enterprise Server 
For some configurations third party drivers are currently not available or configuration restrictions may apply.

2 GB (1 module(s) 2 GB) DDR3, unbuffered, non-ECC, 1600 MHz, PC3-12800, DIMM
4 GB (1 module(s) 4 GB) DDR3, unbuffered, ECC, 1600 MHz, PC3-12800, DIMM
4 GB (1 module(s) 4 GB) DDR3, unbuffered, non-ECC, 1600 MHz, PC3-12800, DIMM
8 GB (1 module(s) 8 GB) DDR3, unbuffered, ECC, 1600 MHz, PC3-12800, DIMM
8 GB (1 module(s) 8 GB) DDR3, unbuffered, non-ECC, 1600 MHz, PC3-12800, DIMM

Remote Graphics: CELSIUS RemoteAccess Dual Card, PCIe x1, 2 x Mini DP, PCoIP
Remote Graphics: CELSIUS RemoteAccess Quad Card, PCIe x1, 4 x Mini DP, PCoIP
High-end 3D: AMD FirePro™ W7000, 4 GB, 1280 stream processors, PCIe x16, 4 x DisplayPort
High-end 3D: NVIDIA® Quadro® K4000, 3 GB, 768 cores, PCIe x16, 1x Dual Link DVI-I, 2x DisplayPort
Midrange 3D: NVIDIA® Quadro® K2000D, 2 GB, 384 cores, PCIe x16, 2x Dual Link DVI-I
Midrange 3D: NVIDIA® Quadro® K2000, 2 GB, 384 cores, PCIe x16, 1x Dual Link DVI-I, 2x DisplayPort
Midrange 3D: AMD FirePro™ W5000, 2 GB, 768 cores, PCIe x16, 1x Dual Link DVI-I, 2x DisplayPort
Entry 3D: AMD FirePro™ V4900, 1 GB, 480 stream processors, PCIe x16, 1x Dual Link DVI-I, 2x DisplayPort
Entry 3D: NVIDIA® Quadro® K600, 2 GB, 192 cores, PCIe x16, 1x Dual Link DVI-I, 1x DisplayPort
Entry 3D: AMD FirePro™ V3900, 1 GB, 480 stream processors, PCIe x16, 1x Dual Link DVI-I, 1x DisplayPort
Entry 3D: NVIDIA® Quadro® 410, 512 MB, 192 cores, PCIe x16, 1x DVI-I, 1x DisplayPort
Professional 2D: NVIDIA® NVS 310, 512 MB, 16 cores, PCIe Gen2 x16, 2x DisplayPort
Professional 2D: NVIDIA® NVS 510, 2 GB, 16 cores, PCIe Gen2 x16, 4x miniDP
Professional 2D: NVIDIA® NVS 300, 512 MB, 16 cores, PCIe Gen2 x16, 2x LFH59 (DP/DVI-I)

NVIDIA® Quadro® K4000 and ATI FirePro™ W7000 require CELSIUS W530power.

SSHD SATA III, 5400 rpm, 500 GB, 2.5-inch
SSHD SATA III, 7200 rpm,1000 GB, 2.5-inch
SSD SATA III Premium, 512 GB, 2.5-inch
SSD SATA III Premium, 256 GB, 2.5-inch
SSD SATA III Premium, 128 GB, 2.5-inch
SSD SATA III, 256 GB, 2.5-inch
SSD SATA III, 128 GB, 2.5-inch, SED
SSD SATA III, 128 GB, 2.5-inch
mSATA, 32 GB, 2.5-inch
HDD SATA III, 10000 rpm, 1000 GB, 2.5-inch, business critical
HDD SATA III, 10000 rpm, 500 GB, 2.5-inch, business critical
HDD SATA III, 7200 rpm, 4000 GB, 3.5-inch, business critical
HDD SATA III, 7200 rpm, 3000 GB, 3.5-inch, business critical
HDD SATA II, 7200 rpm, 2000 GB, 3.5-inch, business critical
HDD SATA III, 7200 rpm, 2000 GB, 3.5-inch
HDD SATA III, 7200 rpm, 1000 GB, 3.5-inch, business critical
HDD SATA III, 7200 rpm, 1000 GB, 3.5-inch
HDD SATA III, 7200 rpm, 500 GB, 3.5-inch, business critical
HDD SATA III, 7200 rpm, 500 GB, 3.5-inch

One Gigabyte equals one billion bytes, when referring to hard disk drive capacity.
24/7 ready (business critical HDDs required)
Up to 20 GB of HDD space is reserved for system recovery

BD Triple Writer SATA slim (tray)
DVD-ROM
DVD Super Multi
MultiCard Reader 24in1 USB 2.0 3.5”

WLAN III, 802.11g/Draft-n (Windows only, dedicated regions only) / Parallel Interface /
Gigabit Ethernet PCIe x1, DS / eSATA Interface / Dual serial card PCIe x1

D3227

µATX

Intel® C226

LGA 1150

1

4 DIMM (DDR3) ECC/non-ECC

32 GB

1600 MHz

Dual channel support.
For dual channel performance, a minimum of 2 memory modules have to be ordered. Capacity per channel has to be the same.

10/100/1000 MBit/s Intel® L217LM

AMI Aptio 4.6

BIOS Flash EPROM update by software / Recovery BIOS / Unified Extensible Firmware Interface (UEFI)

Realtek ALC671

Internal speaker supports audio playback, High Definition audio, 5.1 surround sound

6

6

2(optional)

Serial ATA II (3 Gbit) / Serial ATA III (6 Gbit) / NCQ / AHCI / RAID 0/1/5/10 / Intel® Smart Response Technology (depending on CPU)

1

1

1

1

1

9

4

2x 2.0/ 2x 3.0

4x 2.0 / 2x 3.0

2x 2.0 /1x 2.0

1

1 (second DisplayPort optional)

1 (DVI-D)

1 (9pin, 16 byte FIFO, 16550 compatible)

2

1

1 (optional) (25pin with EPP and ECP)

1 (optional)

Anytime USB charge functionality

W530                                                                                                 W530 power

7                                                                                                         9

1                                                                                                         1

2                                                                                                         4

2                                                                                                         2

2                                                                                                         2

Up to 1x 2.5-inch HDDs and up to 2x 2.5/3.5-inch HDDs            Up to 1x 2.5-inch HDDs and up to 4x 2.5/3.5-inch HDDs

1 x (340 mm / 13.39 inch) Full height

1 x (170 mm / 6.69 inch ) Full height

2 x (340 mm / 170 mm / 13.39 inch  / 6.69 inch ) Full height

Intel® HD Graphics P4600, Intel® HD Graphics 4600, Intel® HD Graphics 4400

up to 1782 MB

1024 x 768 pixel / 1280 x 1024 pixel / 1360 x 768 pixel / 1440 x 900 pixel /
1600 x 900 pixel / 1600 x 1200 pixel / 1680 x 1050 pixel / 1920 x 1080 pixel / 1920 x 1200 pixel

1280 x 1024 pixel / 1360 x 768 pixel / 1440 x 900 pixel / 
1600 x 900 pixel / 1680 x 1050 pixel /1920 x 1080 pixel /1920 x 1200 pixel

1280 x 1024 pixel / 1360 x 768 pixel / 1440 x 900 pixel / 1600 x 900 pixel /
1680 x 1050 pixel / 1920 x 1080 pixel / 1920 x 1200 pixel / 2560 x 1440 pixel / 2560 x 1600 pixel

Support for up to three independent displays / DirectX® 11.1 / HDCP support / Open GL® 3.3 / Open CL® 1.2

Tested resolutions, depending on display type additional resolutions and frequencies possible
Shared memory depending on main memory size and operating system
Resolution (color depth up to 32 Bit/pixel)
For TFT we recommend using 60Hz

W530                                                                                                 W530 power

power supply efficiency (at 230V; 20% / 50% / 100%
 load) : 87% / 90% / 87%

100 V - 240 V                                                                                    100 V - 240 V                                                          

50 Hz - 60 Hz                                                                                    50 Hz - 60 Hz

90 V - 264 V                                                                                       90 V - 264 V

47 Hz - 63 Hz                                                                                    47 Hz - 63 Hz

300 W                                                                                                500 W

According to ISO9296                                                                       According to ISO9296

Intel® Xeon® E3-1275v3                                                                  Intel® Xeon® E3-1285v3

According to ISO 7779:2010, ECMA-74                                          According to ISO 7779:2010, ECMA-74

A-weighted sound power level Lwad (in B) / Workplace             related A-weighted sound pressure level LpAm (in dB(A))
                                                                                                           (depending on configuration)

A-weighted sound power level Lwad (in B) / Workplace             related A-weighted sound pressure level LpAm (in dB(A))
                                                                                                           (depending on configuration)

3.6 B / 21 dB(A) Bystander position                                              3.7 B /21 dB(A) Bystander position

3.8 B / 22 dB(A) Bystander position                                              3.8 B / 22 dB(A) Bystander position

175 x 419 x 395 mm

立式

approx. 11 kg

Actual weight may vary depending on configuration

10 - 35 °C

5 - 85 % (relative humidity)

CELSIUS W530             CELSIUS W530power

MI5W

BSMI

Kensington Lock support / Eye for padlock / Integrated cabinet lock (optional) / Intrusion switch (optional)

EraseDisk (optional) / Boot sector virus protection / Write protect option for the Flash EPROM / Embedded security (TPM 1.2) / 
Control of all USB interfaces / External USB ports can be disabled separately / Control of external interfaces

User and supervisor BIOS password / Hard disk password / Access protection via external SmartCard reader (optional) /
Access protection via internal SmartCard reader (optional) / SmartCase Logon+ (optional)

Adobe® Reader® / McAfee Multi Access (anti virus and internet security software; 60 days trial version) /
Win7: Fujitsu Recovery (Hard Disk Based Recovery) / Win8: Microsoft Push Button Recovery (Hard Disk Based Recovery) /
Microsoft Office - buy license to activate the pre-installed Microsoft Office

Recovery DVD for Windows® / Drivers & Utilities DVD (DUDVD) / CyberLink PowerDVD (BD/DVD playback software for Blu-ray Disc™)
CyberLink PowerDVD (DVD playback software) / Nero Essentials XL

Keyboard on (Special Fujitsu keyboard required) / Thermal management / Extended lifetime
Keyboard on (Special Fujitsu keyboard required) / Thermal management / Extended lifetime

DeskUpdate Driver management / PXE 2.1 Boot code / Wake up from S5 (off mode)
Intrusion switch (optional) / iAMT 9.0 (depending on CPU) / WoL (Wake on LAN)

DeskView Client / DeskView Instant BIOS Management / DeskView Integration for Symantec Management Platform

On/Offline remote client management / System notifications /
 Security Remote Control / DeskView Helpdesk Integration / WoL (Wake on LAN)

Optical USB tilt wheel mouse

Optical USB/PS2 tilt wheel mouse / KBPC PX ECO / Mouse M440 ECO / Space Explorer USB / Keyboard

3 年
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處理器（選配）

作業系統

作業系統（選配）

可支援作業系統

作業系統說明

記憶體模組（選配）

顯示卡（選配）

顯示卡說明

硬碟（選配）

硬碟說明

光碟機（選配）

介面通訊

主機板

主機板類型

尺寸規格

晶片組

處理器插槽

最大可支援處理器數量

記憶體插槽

可支援記憶體（最大）

記憶體頻率

記憶體說明

有線網卡

BIOS 版本

BIOS 特點

音訊編解碼

音訊特點

板載I/O 控制器

Serial ATA total

thereof SATA III

thereof eSATA

控制器功能

介面

音訊輸入

麥克風插口

耳機插口

前置麥克風插口

前置耳機插口

USB 2.0 總數量

USB 3.0 總數量

前置USB 

後置USB 

內置USB

VGA

DP介面

DVI

串列(RS-232)

滑鼠 / 鍵盤 (PS/2)

乙太網路(RJ-45)

並口

eSATA

介面模組說明

驅動器插槽

Base unit

磁碟機架總數

2.5-inch internal bays

3.5-inch internal bays

3.5-inch external bays

5.25-inch external bays

磁碟機架說明

PCI-插槽

PCI-Express 3.0 x16

PCI-Express 2.0 x4 (mech. x16)

PCI-Express x1

顯示卡性能

顯示卡名稱

共用影像記憶體

板載顯示卡

TFT 解析度(VGA)

TFT 解析度 (DVI)

TFT 解析度(DP)

顯示卡特點

顯示卡說明

電器值

Base unit 

電源功率說明

額定電壓範圍

額定頻率範圍

工作電壓範圍

工作頻率範圍

最大單相電源輸出功率 

噪音排放標準 (HDD, ODD)

噪音相關處理器

噪音排放標準

標準噪音說明／描述

標準噪音操作模式： CPU50% load

標準噪音操作模式： CPU90% load

尺寸 / 重量 / 環境影響

尺寸(W x D x H)

主機殼

重量

重量說明

工作環境溫度

工作相對濕度

合規性

產品

模型

臺灣

資訊安全

實機安全

系統和BIOS

用戶資訊安全

附加軟體

附加軟體(預裝)

軟體附送 (可選)

其它

管理

技術管理

軟體管理

桌面主鍵

輸入裝置/組件

輸入裝置(可選)

標準保固

Intel® Core™ i5-4570 處理器 (4核/4線程, 3.20 GHz, up to 3.6 GHz, 6 MB,HD 4600)
Intel® Core™ i5-4670 處理器 (4核/4線程, 3.40 GHz, up to 3.8 GHz, 6 MB,HD 4600)
Intel® Core™ i7-4770 處理器 (4核/8線程, 3.40 GHz, up to 3.9 GHz, 8 MB,HD 4600)
Intel® Xeon® E3-1220v3 處理器 (4核/4線程, 3.10 GHz, up to 3.5 GHz, 8 MB)
Intel® Xeon® E3-1225v3 處理器 (4核/4線程, 3.20 GHz, up to 3.6 GHz, 8 MB, HD P4600)
Intel® Xeon® E3-1230v3 處理器 (4核/8線程, 3.30 GHz, up to 3.7 GHz, 8 MB)
Intel® Xeon® E3-1240v3 處理器 (4核/8線程, 3.40 GHz, up to 3.8 GHz, 8 MB)
Intel® Xeon® E3-1245v3 處理器 (4核/8線程, 3.40 GHz, up to 3.8 GHz, 8 MB, HD P4600)
Intel® Xeon® E3-1270v3 處理器 (4核/8線程, 3.50 GHz, up to 3.9 GHz, 8 MB)
Intel® Xeon® E3-1275v3 處理器 (4核/8線程, 3.50 GHz, up to 3.8 GHz, 8 MB, HD P4600)
Intel® Xeon® E3-1280v3 處理器 (4核/8線程, 3.60 GHz, up to 4.0 GHz, 8 MB)

Intel® vPro™ Logo with Intel® Core i5 and Core i7 processors
Intel® vPro™ with all Intel® Xeon® processors

Windows 8.1 Pro
Windows 8.1
Windows 8 Pro
Windows 8
Windows® 7 Professional 64-bit
Windows® 7 Professional 32-bit

Linux

Certified for Red Hat® Enterprise Linux 
Certified for SUSE Enterprise Desktop
Certified for SUSE Enterprise Server 
For some configurations third party drivers are currently not available or configuration restrictions may apply.

2 GB (1 module(s) 2 GB) DDR3, unbuffered, non-ECC, 1600 MHz, PC3-12800, DIMM
4 GB (1 module(s) 4 GB) DDR3, unbuffered, ECC, 1600 MHz, PC3-12800, DIMM
4 GB (1 module(s) 4 GB) DDR3, unbuffered, non-ECC, 1600 MHz, PC3-12800, DIMM
8 GB (1 module(s) 8 GB) DDR3, unbuffered, ECC, 1600 MHz, PC3-12800, DIMM
8 GB (1 module(s) 8 GB) DDR3, unbuffered, non-ECC, 1600 MHz, PC3-12800, DIMM

Remote Graphics: CELSIUS RemoteAccess Dual Card, PCIe x1, 2 x Mini DP, PCoIP
Remote Graphics: CELSIUS RemoteAccess Quad Card, PCIe x1, 4 x Mini DP, PCoIP
High-end 3D: AMD FirePro™ W7000, 4 GB, 1280 stream processors, PCIe x16, 4 x DisplayPort
High-end 3D: NVIDIA® Quadro® K4000, 3 GB, 768 cores, PCIe x16, 1x Dual Link DVI-I, 2x DisplayPort
Midrange 3D: NVIDIA® Quadro® K2000D, 2 GB, 384 cores, PCIe x16, 2x Dual Link DVI-I
Midrange 3D: NVIDIA® Quadro® K2000, 2 GB, 384 cores, PCIe x16, 1x Dual Link DVI-I, 2x DisplayPort
Midrange 3D: AMD FirePro™ W5000, 2 GB, 768 cores, PCIe x16, 1x Dual Link DVI-I, 2x DisplayPort
Entry 3D: AMD FirePro™ V4900, 1 GB, 480 stream processors, PCIe x16, 1x Dual Link DVI-I, 2x DisplayPort
Entry 3D: NVIDIA® Quadro® K600, 2 GB, 192 cores, PCIe x16, 1x Dual Link DVI-I, 1x DisplayPort
Entry 3D: AMD FirePro™ V3900, 1 GB, 480 stream processors, PCIe x16, 1x Dual Link DVI-I, 1x DisplayPort
Entry 3D: NVIDIA® Quadro® 410, 512 MB, 192 cores, PCIe x16, 1x DVI-I, 1x DisplayPort
Professional 2D: NVIDIA® NVS 310, 512 MB, 16 cores, PCIe Gen2 x16, 2x DisplayPort
Professional 2D: NVIDIA® NVS 510, 2 GB, 16 cores, PCIe Gen2 x16, 4x miniDP
Professional 2D: NVIDIA® NVS 300, 512 MB, 16 cores, PCIe Gen2 x16, 2x LFH59 (DP/DVI-I)

NVIDIA® Quadro® K4000 and ATI FirePro™ W7000 require CELSIUS W530power.

SSHD SATA III, 5400 rpm, 500 GB, 2.5-inch
SSHD SATA III, 7200 rpm,1000 GB, 2.5-inch
SSD SATA III Premium, 512 GB, 2.5-inch
SSD SATA III Premium, 256 GB, 2.5-inch
SSD SATA III Premium, 128 GB, 2.5-inch
SSD SATA III, 256 GB, 2.5-inch
SSD SATA III, 128 GB, 2.5-inch, SED
SSD SATA III, 128 GB, 2.5-inch
mSATA, 32 GB, 2.5-inch
HDD SATA III, 10000 rpm, 1000 GB, 2.5-inch, business critical
HDD SATA III, 10000 rpm, 500 GB, 2.5-inch, business critical
HDD SATA III, 7200 rpm, 4000 GB, 3.5-inch, business critical
HDD SATA III, 7200 rpm, 3000 GB, 3.5-inch, business critical
HDD SATA II, 7200 rpm, 2000 GB, 3.5-inch, business critical
HDD SATA III, 7200 rpm, 2000 GB, 3.5-inch
HDD SATA III, 7200 rpm, 1000 GB, 3.5-inch, business critical
HDD SATA III, 7200 rpm, 1000 GB, 3.5-inch
HDD SATA III, 7200 rpm, 500 GB, 3.5-inch, business critical
HDD SATA III, 7200 rpm, 500 GB, 3.5-inch

One Gigabyte equals one billion bytes, when referring to hard disk drive capacity.
24/7 ready (business critical HDDs required)
Up to 20 GB of HDD space is reserved for system recovery

BD Triple Writer SATA slim (tray)
DVD-ROM
DVD Super Multi
MultiCard Reader 24in1 USB 2.0 3.5”

WLAN III, 802.11g/Draft-n (Windows only, dedicated regions only) / Parallel Interface /
Gigabit Ethernet PCIe x1, DS / eSATA Interface / Dual serial card PCIe x1

D3227

µATX

Intel® C226

LGA 1150

1

4 DIMM (DDR3) ECC/non-ECC

32 GB

1600 MHz

Dual channel support.
For dual channel performance, a minimum of 2 memory modules have to be ordered. Capacity per channel has to be the same.

10/100/1000 MBit/s Intel® L217LM

AMI Aptio 4.6

BIOS Flash EPROM update by software / Recovery BIOS / Unified Extensible Firmware Interface (UEFI)

Realtek ALC671

Internal speaker supports audio playback, High Definition audio, 5.1 surround sound

6

6

2(optional)

Serial ATA II (3 Gbit) / Serial ATA III (6 Gbit) / NCQ / AHCI / RAID 0/1/5/10 / Intel® Smart Response Technology (depending on CPU)

1

1

1

1

1

9

4

2x 2.0/ 2x 3.0

4x 2.0 / 2x 3.0

2x 2.0 /1x 2.0

1

1 (second DisplayPort optional)

1 (DVI-D)

1 (9pin, 16 byte FIFO, 16550 compatible)

2

1

1 (optional) (25pin with EPP and ECP)

1 (optional)

Anytime USB charge functionality

W530                                                                                                 W530 power

7                                                                                                         9

1                                                                                                         1

2                                                                                                         4

2                                                                                                         2

2                                                                                                         2

Up to 1x 2.5-inch HDDs and up to 2x 2.5/3.5-inch HDDs            Up to 1x 2.5-inch HDDs and up to 4x 2.5/3.5-inch HDDs

1 x (340 mm / 13.39 inch) Full height

1 x (170 mm / 6.69 inch ) Full height

2 x (340 mm / 170 mm / 13.39 inch  / 6.69 inch ) Full height

Intel® HD Graphics P4600, Intel® HD Graphics 4600, Intel® HD Graphics 4400

up to 1782 MB

1024 x 768 pixel / 1280 x 1024 pixel / 1360 x 768 pixel / 1440 x 900 pixel /
1600 x 900 pixel / 1600 x 1200 pixel / 1680 x 1050 pixel / 1920 x 1080 pixel / 1920 x 1200 pixel

1280 x 1024 pixel / 1360 x 768 pixel / 1440 x 900 pixel / 
1600 x 900 pixel / 1680 x 1050 pixel /1920 x 1080 pixel /1920 x 1200 pixel

1280 x 1024 pixel / 1360 x 768 pixel / 1440 x 900 pixel / 1600 x 900 pixel /
1680 x 1050 pixel / 1920 x 1080 pixel / 1920 x 1200 pixel / 2560 x 1440 pixel / 2560 x 1600 pixel

Support for up to three independent displays / DirectX® 11.1 / HDCP support / Open GL® 3.3 / Open CL® 1.2

Tested resolutions, depending on display type additional resolutions and frequencies possible
Shared memory depending on main memory size and operating system
Resolution (color depth up to 32 Bit/pixel)
For TFT we recommend using 60Hz

W530                                                                                                 W530 power

power supply efficiency (at 230V; 20% / 50% / 100%
 load) : 87% / 90% / 87%

100 V - 240 V                                                                                    100 V - 240 V                                                          

50 Hz - 60 Hz                                                                                    50 Hz - 60 Hz

90 V - 264 V                                                                                       90 V - 264 V

47 Hz - 63 Hz                                                                                    47 Hz - 63 Hz

300 W                                                                                                500 W

According to ISO9296                                                                       According to ISO9296

Intel® Xeon® E3-1275v3                                                                  Intel® Xeon® E3-1285v3

According to ISO 7779:2010, ECMA-74                                          According to ISO 7779:2010, ECMA-74

A-weighted sound power level Lwad (in B) / Workplace             related A-weighted sound pressure level LpAm (in dB(A))
                                                                                                           (depending on configuration)

A-weighted sound power level Lwad (in B) / Workplace             related A-weighted sound pressure level LpAm (in dB(A))
                                                                                                           (depending on configuration)

3.6 B / 21 dB(A) Bystander position                                              3.7 B /21 dB(A) Bystander position

3.8 B / 22 dB(A) Bystander position                                              3.8 B / 22 dB(A) Bystander position

175 x 419 x 395 mm

立式

approx. 11 kg

Actual weight may vary depending on configuration

10 - 35 °C

5 - 85 % (relative humidity)

CELSIUS W530             CELSIUS W530power

MI5W

BSMI

Kensington Lock support / Eye for padlock / Integrated cabinet lock (optional) / Intrusion switch (optional)

EraseDisk (optional) / Boot sector virus protection / Write protect option for the Flash EPROM / Embedded security (TPM 1.2) / 
Control of all USB interfaces / External USB ports can be disabled separately / Control of external interfaces

User and supervisor BIOS password / Hard disk password / Access protection via external SmartCard reader (optional) /
Access protection via internal SmartCard reader (optional) / SmartCase Logon+ (optional)

Adobe® Reader® / McAfee Multi Access (anti virus and internet security software; 60 days trial version) /
Win7: Fujitsu Recovery (Hard Disk Based Recovery) / Win8: Microsoft Push Button Recovery (Hard Disk Based Recovery) /
Microsoft Office - buy license to activate the pre-installed Microsoft Office

Recovery DVD for Windows® / Drivers & Utilities DVD (DUDVD) / CyberLink PowerDVD (BD/DVD playback software for Blu-ray Disc™)
CyberLink PowerDVD (DVD playback software) / Nero Essentials XL

Keyboard on (Special Fujitsu keyboard required) / Thermal management / Extended lifetime
Keyboard on (Special Fujitsu keyboard required) / Thermal management / Extended lifetime

DeskUpdate Driver management / PXE 2.1 Boot code / Wake up from S5 (off mode)
Intrusion switch (optional) / iAMT 9.0 (depending on CPU) / WoL (Wake on LAN)

DeskView Client / DeskView Instant BIOS Management / DeskView Integration for Symantec Management Platform

On/Offline remote client management / System notifications /
 Security Remote Control / DeskView Helpdesk Integration / WoL (Wake on LAN)

Optical USB tilt wheel mouse

Optical USB/PS2 tilt wheel mouse / KBPC PX ECO / Mouse M440 ECO / Space Explorer USB / Keyboard

3 年



產品說明書 富士通 CELSIUS W530 工作站

Page 4 / 5

富士通推薦使用 Windows 8 專業版

處理器（選配）

作業系統

作業系統（選配）

可支援作業系統

作業系統說明

記憶體模組（選配）

顯示卡（選配）

顯示卡說明

硬碟（選配）

硬碟說明

光碟機（選配）

介面通訊

主機板

主機板類型

尺寸規格

晶片組

處理器插槽

最大可支援處理器數量

記憶體插槽

可支援記憶體（最大）

記憶體頻率

記憶體說明

有線網卡

BIOS 版本

BIOS 特點

音訊編解碼

音訊特點

板載I/O 控制器

Serial ATA total

thereof SATA III

thereof eSATA

控制器功能

介面

音訊輸入

麥克風插口

耳機插口

前置麥克風插口

前置耳機插口

USB 2.0 總數量

USB 3.0 總數量

前置USB 

後置USB 

內置USB

VGA

DP介面

DVI

串列(RS-232)

滑鼠 / 鍵盤 (PS/2)

乙太網路(RJ-45)

並口

eSATA

介面模組說明

驅動器插槽

Base unit

磁碟機架總數

2.5-inch internal bays

3.5-inch internal bays

3.5-inch external bays

5.25-inch external bays

磁碟機架說明

PCI-插槽

PCI-Express 3.0 x16

PCI-Express 2.0 x4 (mech. x16)

PCI-Express x1

顯示卡性能

顯示卡名稱

共用影像記憶體

板載顯示卡

TFT 解析度(VGA)

TFT 解析度 (DVI)

TFT 解析度(DP)

顯示卡特點

顯示卡說明

電器值

Base unit 

電源功率說明

額定電壓範圍

額定頻率範圍

工作電壓範圍

工作頻率範圍

最大單相電源輸出功率 

噪音排放標準 (HDD, ODD)

噪音相關處理器

噪音排放標準

標準噪音說明／描述

標準噪音操作模式： CPU50% load

標準噪音操作模式： CPU90% load

尺寸 / 重量 / 環境影響

尺寸(W x D x H)

主機殼

重量

重量說明

工作環境溫度

工作相對濕度

合規性

產品

模型

臺灣

資訊安全

實機安全

系統和BIOS

用戶資訊安全

附加軟體

附加軟體(預裝)

軟體附送 (可選)

其它

管理

技術管理

軟體管理

桌面主鍵

輸入裝置/組件

輸入裝置(可選)

標準保固

Intel® Core™ i5-4570 處理器 (4核/4線程, 3.20 GHz, up to 3.6 GHz, 6 MB,HD 4600)
Intel® Core™ i5-4670 處理器 (4核/4線程, 3.40 GHz, up to 3.8 GHz, 6 MB,HD 4600)
Intel® Core™ i7-4770 處理器 (4核/8線程, 3.40 GHz, up to 3.9 GHz, 8 MB,HD 4600)
Intel® Xeon® E3-1220v3 處理器 (4核/4線程, 3.10 GHz, up to 3.5 GHz, 8 MB)
Intel® Xeon® E3-1225v3 處理器 (4核/4線程, 3.20 GHz, up to 3.6 GHz, 8 MB, HD P4600)
Intel® Xeon® E3-1230v3 處理器 (4核/8線程, 3.30 GHz, up to 3.7 GHz, 8 MB)
Intel® Xeon® E3-1240v3 處理器 (4核/8線程, 3.40 GHz, up to 3.8 GHz, 8 MB)
Intel® Xeon® E3-1245v3 處理器 (4核/8線程, 3.40 GHz, up to 3.8 GHz, 8 MB, HD P4600)
Intel® Xeon® E3-1270v3 處理器 (4核/8線程, 3.50 GHz, up to 3.9 GHz, 8 MB)
Intel® Xeon® E3-1275v3 處理器 (4核/8線程, 3.50 GHz, up to 3.8 GHz, 8 MB, HD P4600)
Intel® Xeon® E3-1280v3 處理器 (4核/8線程, 3.60 GHz, up to 4.0 GHz, 8 MB)

Intel® vPro™ Logo with Intel® Core i5 and Core i7 processors
Intel® vPro™ with all Intel® Xeon® processors

Windows 8.1 Pro
Windows 8.1
Windows 8 Pro
Windows 8
Windows® 7 Professional 64-bit
Windows® 7 Professional 32-bit

Linux

Certified for Red Hat® Enterprise Linux 
Certified for SUSE Enterprise Desktop
Certified for SUSE Enterprise Server 
For some configurations third party drivers are currently not available or configuration restrictions may apply.

2 GB (1 module(s) 2 GB) DDR3, unbuffered, non-ECC, 1600 MHz, PC3-12800, DIMM
4 GB (1 module(s) 4 GB) DDR3, unbuffered, ECC, 1600 MHz, PC3-12800, DIMM
4 GB (1 module(s) 4 GB) DDR3, unbuffered, non-ECC, 1600 MHz, PC3-12800, DIMM
8 GB (1 module(s) 8 GB) DDR3, unbuffered, ECC, 1600 MHz, PC3-12800, DIMM
8 GB (1 module(s) 8 GB) DDR3, unbuffered, non-ECC, 1600 MHz, PC3-12800, DIMM

Remote Graphics: CELSIUS RemoteAccess Dual Card, PCIe x1, 2 x Mini DP, PCoIP
Remote Graphics: CELSIUS RemoteAccess Quad Card, PCIe x1, 4 x Mini DP, PCoIP
High-end 3D: AMD FirePro™ W7000, 4 GB, 1280 stream processors, PCIe x16, 4 x DisplayPort
High-end 3D: NVIDIA® Quadro® K4000, 3 GB, 768 cores, PCIe x16, 1x Dual Link DVI-I, 2x DisplayPort
Midrange 3D: NVIDIA® Quadro® K2000D, 2 GB, 384 cores, PCIe x16, 2x Dual Link DVI-I
Midrange 3D: NVIDIA® Quadro® K2000, 2 GB, 384 cores, PCIe x16, 1x Dual Link DVI-I, 2x DisplayPort
Midrange 3D: AMD FirePro™ W5000, 2 GB, 768 cores, PCIe x16, 1x Dual Link DVI-I, 2x DisplayPort
Entry 3D: AMD FirePro™ V4900, 1 GB, 480 stream processors, PCIe x16, 1x Dual Link DVI-I, 2x DisplayPort
Entry 3D: NVIDIA® Quadro® K600, 2 GB, 192 cores, PCIe x16, 1x Dual Link DVI-I, 1x DisplayPort
Entry 3D: AMD FirePro™ V3900, 1 GB, 480 stream processors, PCIe x16, 1x Dual Link DVI-I, 1x DisplayPort
Entry 3D: NVIDIA® Quadro® 410, 512 MB, 192 cores, PCIe x16, 1x DVI-I, 1x DisplayPort
Professional 2D: NVIDIA® NVS 310, 512 MB, 16 cores, PCIe Gen2 x16, 2x DisplayPort
Professional 2D: NVIDIA® NVS 510, 2 GB, 16 cores, PCIe Gen2 x16, 4x miniDP
Professional 2D: NVIDIA® NVS 300, 512 MB, 16 cores, PCIe Gen2 x16, 2x LFH59 (DP/DVI-I)

NVIDIA® Quadro® K4000 and ATI FirePro™ W7000 require CELSIUS W530power.

SSHD SATA III, 5400 rpm, 500 GB, 2.5-inch
SSHD SATA III, 7200 rpm,1000 GB, 2.5-inch
SSD SATA III Premium, 512 GB, 2.5-inch
SSD SATA III Premium, 256 GB, 2.5-inch
SSD SATA III Premium, 128 GB, 2.5-inch
SSD SATA III, 256 GB, 2.5-inch
SSD SATA III, 128 GB, 2.5-inch, SED
SSD SATA III, 128 GB, 2.5-inch
mSATA, 32 GB, 2.5-inch
HDD SATA III, 10000 rpm, 1000 GB, 2.5-inch, business critical
HDD SATA III, 10000 rpm, 500 GB, 2.5-inch, business critical
HDD SATA III, 7200 rpm, 4000 GB, 3.5-inch, business critical
HDD SATA III, 7200 rpm, 3000 GB, 3.5-inch, business critical
HDD SATA II, 7200 rpm, 2000 GB, 3.5-inch, business critical
HDD SATA III, 7200 rpm, 2000 GB, 3.5-inch
HDD SATA III, 7200 rpm, 1000 GB, 3.5-inch, business critical
HDD SATA III, 7200 rpm, 1000 GB, 3.5-inch
HDD SATA III, 7200 rpm, 500 GB, 3.5-inch, business critical
HDD SATA III, 7200 rpm, 500 GB, 3.5-inch

One Gigabyte equals one billion bytes, when referring to hard disk drive capacity.
24/7 ready (business critical HDDs required)
Up to 20 GB of HDD space is reserved for system recovery

BD Triple Writer SATA slim (tray)
DVD-ROM
DVD Super Multi
MultiCard Reader 24in1 USB 2.0 3.5”

WLAN III, 802.11g/Draft-n (Windows only, dedicated regions only) / Parallel Interface /
Gigabit Ethernet PCIe x1, DS / eSATA Interface / Dual serial card PCIe x1

D3227

µATX

Intel® C226

LGA 1150

1

4 DIMM (DDR3) ECC/non-ECC

32 GB

1600 MHz

Dual channel support.
For dual channel performance, a minimum of 2 memory modules have to be ordered. Capacity per channel has to be the same.

10/100/1000 MBit/s Intel® L217LM

AMI Aptio 4.6

BIOS Flash EPROM update by software / Recovery BIOS / Unified Extensible Firmware Interface (UEFI)

Realtek ALC671

Internal speaker supports audio playback, High Definition audio, 5.1 surround sound

6

6

2(optional)

Serial ATA II (3 Gbit) / Serial ATA III (6 Gbit) / NCQ / AHCI / RAID 0/1/5/10 / Intel® Smart Response Technology (depending on CPU)

1

1

1

1

1

9

4

2x 2.0/ 2x 3.0

4x 2.0 / 2x 3.0

2x 2.0 /1x 2.0

1

1 (second DisplayPort optional)

1 (DVI-D)

1 (9pin, 16 byte FIFO, 16550 compatible)

2

1

1 (optional) (25pin with EPP and ECP)

1 (optional)

Anytime USB charge functionality

W530                                                                                                 W530 power

7                                                                                                         9

1                                                                                                         1

2                                                                                                         4

2                                                                                                         2

2                                                                                                         2

Up to 1x 2.5-inch HDDs and up to 2x 2.5/3.5-inch HDDs            Up to 1x 2.5-inch HDDs and up to 4x 2.5/3.5-inch HDDs

1 x (340 mm / 13.39 inch) Full height

1 x (170 mm / 6.69 inch ) Full height

2 x (340 mm / 170 mm / 13.39 inch  / 6.69 inch ) Full height

Intel® HD Graphics P4600, Intel® HD Graphics 4600, Intel® HD Graphics 4400

up to 1782 MB

1024 x 768 pixel / 1280 x 1024 pixel / 1360 x 768 pixel / 1440 x 900 pixel /
1600 x 900 pixel / 1600 x 1200 pixel / 1680 x 1050 pixel / 1920 x 1080 pixel / 1920 x 1200 pixel

1280 x 1024 pixel / 1360 x 768 pixel / 1440 x 900 pixel / 
1600 x 900 pixel / 1680 x 1050 pixel /1920 x 1080 pixel /1920 x 1200 pixel

1280 x 1024 pixel / 1360 x 768 pixel / 1440 x 900 pixel / 1600 x 900 pixel /
1680 x 1050 pixel / 1920 x 1080 pixel / 1920 x 1200 pixel / 2560 x 1440 pixel / 2560 x 1600 pixel

Support for up to three independent displays / DirectX® 11.1 / HDCP support / Open GL® 3.3 / Open CL® 1.2

Tested resolutions, depending on display type additional resolutions and frequencies possible
Shared memory depending on main memory size and operating system
Resolution (color depth up to 32 Bit/pixel)
For TFT we recommend using 60Hz

W530                                                                                                 W530 power

power supply efficiency (at 230V; 20% / 50% / 100%
 load) : 87% / 90% / 87%

100 V - 240 V                                                                                    100 V - 240 V                                                          

50 Hz - 60 Hz                                                                                    50 Hz - 60 Hz

90 V - 264 V                                                                                       90 V - 264 V

47 Hz - 63 Hz                                                                                    47 Hz - 63 Hz

300 W                                                                                                500 W

According to ISO9296                                                                       According to ISO9296

Intel® Xeon® E3-1275v3                                                                  Intel® Xeon® E3-1285v3

According to ISO 7779:2010, ECMA-74                                          According to ISO 7779:2010, ECMA-74

A-weighted sound power level Lwad (in B) / Workplace             related A-weighted sound pressure level LpAm (in dB(A))
                                                                                                           (depending on configuration)

A-weighted sound power level Lwad (in B) / Workplace             related A-weighted sound pressure level LpAm (in dB(A))
                                                                                                           (depending on configuration)

3.6 B / 21 dB(A) Bystander position                                              3.7 B /21 dB(A) Bystander position

3.8 B / 22 dB(A) Bystander position                                              3.8 B / 22 dB(A) Bystander position

175 x 419 x 395 mm

立式

approx. 11 kg

Actual weight may vary depending on configuration

10 - 35 °C

5 - 85 % (relative humidity)

CELSIUS W530             CELSIUS W530power

MI5W

BSMI

Kensington Lock support / Eye for padlock / Integrated cabinet lock (optional) / Intrusion switch (optional)

EraseDisk (optional) / Boot sector virus protection / Write protect option for the Flash EPROM / Embedded security (TPM 1.2) / 
Control of all USB interfaces / External USB ports can be disabled separately / Control of external interfaces

User and supervisor BIOS password / Hard disk password / Access protection via external SmartCard reader (optional) /
Access protection via internal SmartCard reader (optional) / SmartCase Logon+ (optional)

Adobe® Reader® / McAfee Multi Access (anti virus and internet security software; 60 days trial version) /
Win7: Fujitsu Recovery (Hard Disk Based Recovery) / Win8: Microsoft Push Button Recovery (Hard Disk Based Recovery) /
Microsoft Office - buy license to activate the pre-installed Microsoft Office

Recovery DVD for Windows® / Drivers & Utilities DVD (DUDVD) / CyberLink PowerDVD (BD/DVD playback software for Blu-ray Disc™)
CyberLink PowerDVD (DVD playback software) / Nero Essentials XL

Keyboard on (Special Fujitsu keyboard required) / Thermal management / Extended lifetime
Keyboard on (Special Fujitsu keyboard required) / Thermal management / Extended lifetime

DeskUpdate Driver management / PXE 2.1 Boot code / Wake up from S5 (off mode)
Intrusion switch (optional) / iAMT 9.0 (depending on CPU) / WoL (Wake on LAN)

DeskView Client / DeskView Instant BIOS Management / DeskView Integration for Symantec Management Platform

On/Offline remote client management / System notifications /
 Security Remote Control / DeskView Helpdesk Integration / WoL (Wake on LAN)

Optical USB tilt wheel mouse

Optical USB/PS2 tilt wheel mouse / KBPC PX ECO / Mouse M440 ECO / Space Explorer USB / Keyboard

3 年

power supply efficiency (at 230V; 20% / 50% / 100% load) : 
87% / 90% / 87%
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處理器（選配）

作業系統

作業系統（選配）

可支援作業系統

作業系統說明

記憶體模組（選配）

顯示卡（選配）

顯示卡說明

硬碟（選配）

硬碟說明

光碟機（選配）

介面通訊

主機板

主機板類型

尺寸規格

晶片組

處理器插槽

最大可支援處理器數量

記憶體插槽

可支援記憶體（最大）

記憶體頻率

記憶體說明

有線網卡

BIOS 版本

BIOS 特點

音訊編解碼

音訊特點

板載I/O 控制器

Serial ATA total

thereof SATA III

thereof eSATA

控制器功能

介面

音訊輸入

麥克風插口

耳機插口

前置麥克風插口

前置耳機插口

USB 2.0 總數量

USB 3.0 總數量

前置USB 

後置USB 

內置USB

VGA

DP介面

DVI

串列(RS-232)

滑鼠 / 鍵盤 (PS/2)

乙太網路(RJ-45)

並口

eSATA

介面模組說明

驅動器插槽

Base unit

磁碟機架總數

2.5-inch internal bays

3.5-inch internal bays

3.5-inch external bays

5.25-inch external bays

磁碟機架說明

PCI-插槽

PCI-Express 3.0 x16

PCI-Express 2.0 x4 (mech. x16)

PCI-Express x1

顯示卡性能

顯示卡名稱

共用影像記憶體

板載顯示卡

TFT 解析度(VGA)

TFT 解析度 (DVI)

TFT 解析度(DP)

顯示卡特點

顯示卡說明

電器值

Base unit 

電源功率說明

額定電壓範圍

額定頻率範圍

工作電壓範圍

工作頻率範圍

最大單相電源輸出功率 

噪音排放標準 (HDD, ODD)

噪音相關處理器

噪音排放標準

標準噪音說明／描述

標準噪音操作模式： CPU50% load

標準噪音操作模式： CPU90% load

尺寸 / 重量 / 環境影響

尺寸(W x D x H)

主機殼

重量

重量說明

工作環境溫度

工作相對濕度

合規性

產品

模型

臺灣

資訊安全

實機安全

系統和BIOS

用戶資訊安全

附加軟體

附加軟體(預裝)

軟體附送 (可選)

其它

管理

技術管理

軟體管理

桌面主鍵

輸入裝置/組件

輸入裝置(可選)

標準保固

Intel® Core™ i5-4570 處理器 (4核/4線程, 3.20 GHz, up to 3.6 GHz, 6 MB,HD 4600)
Intel® Core™ i5-4670 處理器 (4核/4線程, 3.40 GHz, up to 3.8 GHz, 6 MB,HD 4600)
Intel® Core™ i7-4770 處理器 (4核/8線程, 3.40 GHz, up to 3.9 GHz, 8 MB,HD 4600)
Intel® Xeon® E3-1220v3 處理器 (4核/4線程, 3.10 GHz, up to 3.5 GHz, 8 MB)
Intel® Xeon® E3-1225v3 處理器 (4核/4線程, 3.20 GHz, up to 3.6 GHz, 8 MB, HD P4600)
Intel® Xeon® E3-1230v3 處理器 (4核/8線程, 3.30 GHz, up to 3.7 GHz, 8 MB)
Intel® Xeon® E3-1240v3 處理器 (4核/8線程, 3.40 GHz, up to 3.8 GHz, 8 MB)
Intel® Xeon® E3-1245v3 處理器 (4核/8線程, 3.40 GHz, up to 3.8 GHz, 8 MB, HD P4600)
Intel® Xeon® E3-1270v3 處理器 (4核/8線程, 3.50 GHz, up to 3.9 GHz, 8 MB)
Intel® Xeon® E3-1275v3 處理器 (4核/8線程, 3.50 GHz, up to 3.8 GHz, 8 MB, HD P4600)
Intel® Xeon® E3-1280v3 處理器 (4核/8線程, 3.60 GHz, up to 4.0 GHz, 8 MB)

Intel® vPro™ Logo with Intel® Core i5 and Core i7 processors
Intel® vPro™ with all Intel® Xeon® processors

Windows 8.1 Pro
Windows 8.1
Windows 8 Pro
Windows 8
Windows® 7 Professional 64-bit
Windows® 7 Professional 32-bit

Linux

Certified for Red Hat® Enterprise Linux 
Certified for SUSE Enterprise Desktop
Certified for SUSE Enterprise Server 
For some configurations third party drivers are currently not available or configuration restrictions may apply.

2 GB (1 module(s) 2 GB) DDR3, unbuffered, non-ECC, 1600 MHz, PC3-12800, DIMM
4 GB (1 module(s) 4 GB) DDR3, unbuffered, ECC, 1600 MHz, PC3-12800, DIMM
4 GB (1 module(s) 4 GB) DDR3, unbuffered, non-ECC, 1600 MHz, PC3-12800, DIMM
8 GB (1 module(s) 8 GB) DDR3, unbuffered, ECC, 1600 MHz, PC3-12800, DIMM
8 GB (1 module(s) 8 GB) DDR3, unbuffered, non-ECC, 1600 MHz, PC3-12800, DIMM

Remote Graphics: CELSIUS RemoteAccess Dual Card, PCIe x1, 2 x Mini DP, PCoIP
Remote Graphics: CELSIUS RemoteAccess Quad Card, PCIe x1, 4 x Mini DP, PCoIP
High-end 3D: AMD FirePro™ W7000, 4 GB, 1280 stream processors, PCIe x16, 4 x DisplayPort
High-end 3D: NVIDIA® Quadro® K4000, 3 GB, 768 cores, PCIe x16, 1x Dual Link DVI-I, 2x DisplayPort
Midrange 3D: NVIDIA® Quadro® K2000D, 2 GB, 384 cores, PCIe x16, 2x Dual Link DVI-I
Midrange 3D: NVIDIA® Quadro® K2000, 2 GB, 384 cores, PCIe x16, 1x Dual Link DVI-I, 2x DisplayPort
Midrange 3D: AMD FirePro™ W5000, 2 GB, 768 cores, PCIe x16, 1x Dual Link DVI-I, 2x DisplayPort
Entry 3D: AMD FirePro™ V4900, 1 GB, 480 stream processors, PCIe x16, 1x Dual Link DVI-I, 2x DisplayPort
Entry 3D: NVIDIA® Quadro® K600, 2 GB, 192 cores, PCIe x16, 1x Dual Link DVI-I, 1x DisplayPort
Entry 3D: AMD FirePro™ V3900, 1 GB, 480 stream processors, PCIe x16, 1x Dual Link DVI-I, 1x DisplayPort
Entry 3D: NVIDIA® Quadro® 410, 512 MB, 192 cores, PCIe x16, 1x DVI-I, 1x DisplayPort
Professional 2D: NVIDIA® NVS 310, 512 MB, 16 cores, PCIe Gen2 x16, 2x DisplayPort
Professional 2D: NVIDIA® NVS 510, 2 GB, 16 cores, PCIe Gen2 x16, 4x miniDP
Professional 2D: NVIDIA® NVS 300, 512 MB, 16 cores, PCIe Gen2 x16, 2x LFH59 (DP/DVI-I)

NVIDIA® Quadro® K4000 and ATI FirePro™ W7000 require CELSIUS W530power.

SSHD SATA III, 5400 rpm, 500 GB, 2.5-inch
SSHD SATA III, 7200 rpm,1000 GB, 2.5-inch
SSD SATA III Premium, 512 GB, 2.5-inch
SSD SATA III Premium, 256 GB, 2.5-inch
SSD SATA III Premium, 128 GB, 2.5-inch
SSD SATA III, 256 GB, 2.5-inch
SSD SATA III, 128 GB, 2.5-inch, SED
SSD SATA III, 128 GB, 2.5-inch
mSATA, 32 GB, 2.5-inch
HDD SATA III, 10000 rpm, 1000 GB, 2.5-inch, business critical
HDD SATA III, 10000 rpm, 500 GB, 2.5-inch, business critical
HDD SATA III, 7200 rpm, 4000 GB, 3.5-inch, business critical
HDD SATA III, 7200 rpm, 3000 GB, 3.5-inch, business critical
HDD SATA II, 7200 rpm, 2000 GB, 3.5-inch, business critical
HDD SATA III, 7200 rpm, 2000 GB, 3.5-inch
HDD SATA III, 7200 rpm, 1000 GB, 3.5-inch, business critical
HDD SATA III, 7200 rpm, 1000 GB, 3.5-inch
HDD SATA III, 7200 rpm, 500 GB, 3.5-inch, business critical
HDD SATA III, 7200 rpm, 500 GB, 3.5-inch

One Gigabyte equals one billion bytes, when referring to hard disk drive capacity.
24/7 ready (business critical HDDs required)
Up to 20 GB of HDD space is reserved for system recovery

BD Triple Writer SATA slim (tray)
DVD-ROM
DVD Super Multi
MultiCard Reader 24in1 USB 2.0 3.5”

WLAN III, 802.11g/Draft-n (Windows only, dedicated regions only) / Parallel Interface /
Gigabit Ethernet PCIe x1, DS / eSATA Interface / Dual serial card PCIe x1

D3227

µATX

Intel® C226

LGA 1150

1

4 DIMM (DDR3) ECC/non-ECC

32 GB

1600 MHz

Dual channel support.
For dual channel performance, a minimum of 2 memory modules have to be ordered. Capacity per channel has to be the same.

10/100/1000 MBit/s Intel® L217LM

AMI Aptio 4.6

BIOS Flash EPROM update by software / Recovery BIOS / Unified Extensible Firmware Interface (UEFI)

Realtek ALC671

Internal speaker supports audio playback, High Definition audio, 5.1 surround sound

6

6

2(optional)

Serial ATA II (3 Gbit) / Serial ATA III (6 Gbit) / NCQ / AHCI / RAID 0/1/5/10 / Intel® Smart Response Technology (depending on CPU)

1

1

1

1

1

9

4

2x 2.0/ 2x 3.0

4x 2.0 / 2x 3.0

2x 2.0 /1x 2.0

1

1 (second DisplayPort optional)

1 (DVI-D)

1 (9pin, 16 byte FIFO, 16550 compatible)

2

1

1 (optional) (25pin with EPP and ECP)

1 (optional)

Anytime USB charge functionality

W530                                                                                                 W530 power

7                                                                                                         9

1                                                                                                         1

2                                                                                                         4

2                                                                                                         2

2                                                                                                         2

Up to 1x 2.5-inch HDDs and up to 2x 2.5/3.5-inch HDDs            Up to 1x 2.5-inch HDDs and up to 4x 2.5/3.5-inch HDDs

1 x (340 mm / 13.39 inch) Full height

1 x (170 mm / 6.69 inch ) Full height

2 x (340 mm / 170 mm / 13.39 inch  / 6.69 inch ) Full height

Intel® HD Graphics P4600, Intel® HD Graphics 4600, Intel® HD Graphics 4400

up to 1782 MB

1024 x 768 pixel / 1280 x 1024 pixel / 1360 x 768 pixel / 1440 x 900 pixel /
1600 x 900 pixel / 1600 x 1200 pixel / 1680 x 1050 pixel / 1920 x 1080 pixel / 1920 x 1200 pixel

1280 x 1024 pixel / 1360 x 768 pixel / 1440 x 900 pixel / 
1600 x 900 pixel / 1680 x 1050 pixel /1920 x 1080 pixel /1920 x 1200 pixel

1280 x 1024 pixel / 1360 x 768 pixel / 1440 x 900 pixel / 1600 x 900 pixel /
1680 x 1050 pixel / 1920 x 1080 pixel / 1920 x 1200 pixel / 2560 x 1440 pixel / 2560 x 1600 pixel

Support for up to three independent displays / DirectX® 11.1 / HDCP support / Open GL® 3.3 / Open CL® 1.2

Tested resolutions, depending on display type additional resolutions and frequencies possible
Shared memory depending on main memory size and operating system
Resolution (color depth up to 32 Bit/pixel)
For TFT we recommend using 60Hz

W530                                                                                                 W530 power

power supply efficiency (at 230V; 20% / 50% / 100%
 load) : 87% / 90% / 87%

100 V - 240 V                                                                                    100 V - 240 V                                                          

50 Hz - 60 Hz                                                                                    50 Hz - 60 Hz

90 V - 264 V                                                                                       90 V - 264 V

47 Hz - 63 Hz                                                                                    47 Hz - 63 Hz

300 W                                                                                                500 W

According to ISO9296                                                                       According to ISO9296

Intel® Xeon® E3-1275v3                                                                  Intel® Xeon® E3-1285v3

According to ISO 7779:2010, ECMA-74                                          According to ISO 7779:2010, ECMA-74

A-weighted sound power level Lwad (in B) / Workplace             related A-weighted sound pressure level LpAm (in dB(A))
                                                                                                           (depending on configuration)

A-weighted sound power level Lwad (in B) / Workplace             related A-weighted sound pressure level LpAm (in dB(A))
                                                                                                           (depending on configuration)

3.6 B / 21 dB(A) Bystander position                                              3.7 B /21 dB(A) Bystander position

3.8 B / 22 dB(A) Bystander position                                              3.8 B / 22 dB(A) Bystander position

175 x 419 x 395 mm

立式

approx. 11 kg

Actual weight may vary depending on configuration

10 - 35 °C

5 - 85 % (relative humidity)

CELSIUS W530             CELSIUS W530power

MI5W

BSMI

Kensington Lock support / Eye for padlock / Integrated cabinet lock (optional) / Intrusion switch (optional)

EraseDisk (optional) / Boot sector virus protection / Write protect option for the Flash EPROM / Embedded security (TPM 1.2) / 
Control of all USB interfaces / External USB ports can be disabled separately / Control of external interfaces

User and supervisor BIOS password / Hard disk password / Access protection via external SmartCard reader (optional) /
Access protection via internal SmartCard reader (optional) / SmartCase Logon+ (optional)

Adobe® Reader® / McAfee Multi Access (anti virus and internet security software; 60 days trial version) /
Win7: Fujitsu Recovery (Hard Disk Based Recovery) / Win8: Microsoft Push Button Recovery (Hard Disk Based Recovery) /
Microsoft Office - buy license to activate the pre-installed Microsoft Office

Recovery DVD for Windows® / Drivers & Utilities DVD (DUDVD) / CyberLink PowerDVD (BD/DVD playback software for Blu-ray Disc™)
CyberLink PowerDVD (DVD playback software) / Nero Essentials XL

Keyboard on (Special Fujitsu keyboard required) / Thermal management / Extended lifetime
Keyboard on (Special Fujitsu keyboard required) / Thermal management / Extended lifetime

DeskUpdate Driver management / PXE 2.1 Boot code / Wake up from S5 (off mode)
Intrusion switch (optional) / iAMT 9.0 (depending on CPU) / WoL (Wake on LAN)

DeskView Client / DeskView Instant BIOS Management / DeskView Integration for Symantec Management Platform

On/Offline remote client management / System notifications /
 Security Remote Control / DeskView Helpdesk Integration / WoL (Wake on LAN)

Optical USB tilt wheel mouse

Optical USB/PS2 tilt wheel mouse / KBPC PX ECO / Mouse M440 ECO / Space Explorer USB / Keyboard

3 年

Fujitsu  Taiwan         tw.fujitsu.com


