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Preface

This manual provides an overview and quide on using the ETERNUS vRealize Orchestrator Plug-in.

This manual is intended for administrators who configure VMware virtual environments with the ETERNUS DX

Hybrid Storage Systems, the ETERNUS AF series All-Flash Arrays, and/or the ETERNUS DX200F All-Flash Arrays

(hereinafter referred to as "ETERNUS DX"), and those who want to use the ETERNUS vRealize Orchestrator

Plug-in. This manual assumes that the user has basic knowledge of the functions and terms used in the
vRealize Orchestrator and ETERNUS DX storage systems.

Fifth Edition

November 2021

Microsoft, Windows, and Windows Server are either registered trademarks or trademarks of Microsoft
Corporation in the United States and/or other countries.

VMware, VMware logos, Virtual SMP, and vMotion are either registered trademarks or trademarks of VMware,
Inc. in the U.S. and/or other countries.

The company names, product names and service names mentioned in this document are registered
trademarks or trademarks of their respective companies.

Microsoft product screen shot(s) reprinted with permission from Microsoft Corporation.
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About This Manual

Organization

This manual is composed of the following chapters.

@ Chapter 1 Introduction

This chapter provides an overview of the ETERNUS vRealize Orchestrator Plug-in.

@ (hapter 2 Operating Environment

This chapter explains the support range, necessary resources, and pre-configuration for the ETERNUS
vRealize Orchestrator Plug-in.

@ (Chapter 3 Installation
This chapter explains how to install the ETERNUS vRealize Orchestrator Plug-in.

@ Chapter 4 Inventory
This chapter explains the inventory of the ETERNUS vRealize Orchestrator Plug-in.

® Chapter 5 Workflow
This chapter explains the workflow of the ETERNUS vRealize Orchestrator Plug-in.

@ C(hapter 6 Uninstallation

This chapter explains how to uninstall the ETERNUS vRealize Orchestrator Plug-in.

@ (hapter 7 How to Obtain Troubleshooting Information

This chapter describes how to obtain troubleshooting information if an error occurs in the ETERNUS
vRealize Orchestrator Plug-in.

The following contents are described as appendices:

* Appendix A Messages
* Appendix B Open Source Software License

Related Manuals

Refer to the following related manuals for more information:

e ETERNUS DX manuals
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About This Manual

Naming Conventions

B Abbreviations used in this manual

In this manual, the product names are referred to as follows.
 "ETERNUS DX" refers to hybrid storage systems and all flash arrays that are supported by the ETERNUS
vRealize Orchestrator Plug-in.
* "GUI" refers to ETERNUS Web GUI.
* "ESXi Server" refers to VMware® ESXi™ Server and vSphere® ESXi™ Server.

e The screen examples in this manual are screenshots of VMware vRealize Orchestrator 8.6. Therefore, if
another version is being used, the screens may be different.

e Trademark symbols such as ™ and ® are omitted in this manual.

B Reference

e ETERNUS DX support information for the ETERNUS vRealize Orchestrator Plug-in
https://www.fujitsu.com/global/support/products/computing/storage/download/vro.html

e ETERNUS DX product information
https://www.fujitsu.com/global/products/computing/storage/disk/

5

ETERNUS vRealize Orchestrator Plug-in 1.2 User's Guide
Copyright 2021 FUJITSU LIMITED P3AG-3802-05ENZ0


https://www.fujitsu.com/global/support/products/computing/storage/download/vro.html
https://www.fujitsu.com/global/products/computing/storage/disk/

Release Information

Incompatibility Information
O

The following table shows the incompatibility information of the ETERNUS vRealize Orchestrator Plug-in.

Version Incompatibility information
1.0 No
1.1 No
1.1.1 No
1.2.0 No

Updates

The following table shows the modifications for each ETERNUS vRealize Orchestrator Plug-in version.

Version Modifications
1.0 First version
(December 2018)
1.1 * The following volume types are now supported
(May 2019) Standard, Wide Striping Volume, Thin Provisioning Volume, Flexible Tier Volume, Snap Data

Volume, Snap Data Pool Volume, NAS Volume
* iSCSI hosts and SAS hosts are now supported
e (Creation and deletion of LUN groups are now supported
* (reation and deletion of host groups are now supported

* Added the following workflows for the host affinity setting
Set Host Affinity, Release Host Affinity

1.1.1 Added support for the FUJITSU Storage ETERNUS AF S3 series and ETERNUS DX S5 series
(November 2019)

1.2.0 Added support for the VMware vRealize Orchestrator HTML version

(July 2021)
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Chapter 1

Introduction

1.1

This chapter provides an overview of the ETERNUS vRealize Orchestrator Plug-in.

About the ETERNUS vRealize Orchestrator Plug-in

The VMware vRealize Orchestrator software allows the automation of IT processes. A workflow can be created
for the automatic provisioning of various IT resources.

VMware vRealize Orchestrator allows the incorporation of third party plug-ins and many vendors provide a
variety of plug-ins.

ETERNUS vRealize Orchestrator Plug-in is a plug-in for VMware vRealize Orchestrator and by incorporating it
with VMware vRealize Orchestrator, ETERNUS DX storage provisioning workflows can be created and executed.

For details about VMware vRealize Orchestrator, refer to the VMware website.

Functional Overview

This section provides a functional overview of the ETERNUS vRealize Orchestrator Plug-in.

Inventory information display

This function displays a tree view for the object instances of the ETERNUS vRealize Orchestrator Plug-in.
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Chapter 1 Introduction
1.1 About the ETERNUS vRealize Orchestrator Plug-in

Figure 1.1 Inventory information display

vmw Orchestrator

Inventory <€

@ Dashboard

In Library w

B Activity £

% Administration o Bg v
- =
P N
Deleted tems | Act
[ AP| Explorer O
&
@ : I
B Workflow

Workflows execute storage provisioning such as creating and mapping volumes in the ETERNUS DX.

Table 1.1  List of workflows

Workflow name

Functional overview

Set Storage Connection

Registers storage systems in inventory.

Remove Storage Connection

Removes registered storage systems from inventory.

Create Volumes

Creates volumes.

Delete Volumes

Deletes volumes.

Map LUNs Maps volumes.

Unmap LUNs Unmaps volumes.

Expand Volume Expands the volume capacity.

Add Host Creates a host and adds it to a host group.

Remove Hosts

Removes and deletes hosts from a host group.

Set Host Affinity

Configures a host affinity setting.

Release Host Affinity

Releases a host affinity setting.
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Chapter 1 Introduction
1.1 About the ETERNUS vRealize Orchestrator Plug-in

1.1.2 Schematic View

The schematic view of the ETERNUS vRealize Orchestrator Plug-in is shown below.

Figure 1.2 Schematic view
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Chapter 2

Operating Environment

2.1

2.2

This chapter explains the operating environment of the ETERNUS vRealize Orchestrator Plug-in.
Be sure to check the operating environment before installing the ETERNUS vRealize Orchestrator Plug-in.

Support Range

For the ETERNUS DX models, firmware versions, and OSs that are supported by the ETERNUS vRealize
Orchestrator Plug-in, refer to the following website.

https://www.fujitsu.com/global/support/products/computing/storage/download/vro.html

Required Resources

2.2.1 Disk Space Required for Installation

The disk space that is required for installation is shown below.

Table 2.1 Disk space required for installation

Contents (Capacity Folder
FUJITSU-ETERNUS-1.2.x.dar 6MB Any folder

2.2.2 Disk Space Required for Operations

For the required disk space during operations, refer to the VMware vRealize Orchestrator documents.
2.2.3 Required Memory Capacity and CPU for Operations

ETERNUS vRealize Orchestrator Plug-ins do not put heavy workload on the memory or CPU of the VMware
vRealize Orchestrator server. Therefore, no additional hardware is required to use this product other than the
ones in the VMware vRealize Orchestrator documents.
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Chapter 2 Operating Environment
2.3 Required Software

2.3

Required Software

The following software is required in advance:
* VMware vRealize Orchestrator
For details about the software version requirements, refer to the following website.

https://www.fujitsu.com/global/support/products/computing/storage/download/vro.html

2.4 Notes
L T
2.4.1 Workflows
ETERNUS vRealize Orchestrator Plug-in cannot configure the following ETERNUS DX settings, so use ETERNUS
Web GUI or ETERNUS CLI instead.
* Creation or deletion of a Thin Provisioning Pool
* Creation or deletion of a Flexible Tier Pool
2.4.2  SSH Setting of the ETERNUS DX

Enable SSH connections for the target ETERNUS DX. For details on the procedure, refer to "ETERNUS Web GUI
User's Guide".
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Chapter 3

Installation

3.1

This chapter explains how to install the ETERNUS vRealize Orchestrator Plug-in.

Installing the ETERNUS vRealize Orchestrator Plug-in

All plug-ins for VMware vRealize Orchestrator are installed from Orchestrator Control Center.

Access Orchestrator Control Center from the following URL.

* For VMware vRealize Orchestrator 7.6
https:// <vRealize Orchestrator server IP address or hostname>8283/vco-controlcenter/

* For VMware vRealize Orchestrator 8.0 and later
https:// <vRealize Orchestrator server hostname>/vco-controlcenter/

Use the following installation procedure.

Procedure

1 In Orchestrator Control Center, open the [Manage Plug-Ins] page and click the [BROWSE]
button.

Manage Plug-ns

g Loguing level Enable plug-in Deiete
1 198
DEFALLT [ @]
A &
t AMOP 1 4EREGT
DEFALT ©
AN 4
antor
DEsRUT L @

2 Select the downloaded ETERNUS vRealize Orchestrator Plug-in, and click the [INSTALL]
button.
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Chapter 3 Installation
3.2 Upgrading the ETERNUS vRealize Orchestrator Plug-in

After the Installation of ETERNUS vRealize Orchestrator Plug-in is complete, the Orchestrator server ser-
vice is automatically restarted.

Install plug-n

In Orchestrator Control Center, open the [Manage Plug-Ins] page, and confirm that the
ETERNUS vRealize Orchestrator Plug-in is activated.

@ Fer1202

JEFALLT
- DE @

End of procedure

3.2 Upgrading the ETERNUS vRealize Orchestrator Plug-in

Upgrade the ETERNUS vRealize Orchestrator Plug-in using the same procedure as for installation.

For details, refer to "3.1 Installing the ETERNUS vRealize Orchestrator Plug-in" (page 16).

_

The upgrade version of the ETERNUS vRealize Orchestrator Plug-in must be a newer version than what is
already installed.

If the upgrade version is an earlier version than what is already installed, the following window is displayed
and the software is not upgraded.
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Chapter 4

Inventory

4.1

This chapter explains the inventory of the ETERNUS vRealize Orchestrator Plug-in.

Startup

On the VMware vRealize Orchestrator client, click the [Inventory] tree menu.

Expand [FUJITSU ETERNUS] in the tree view to select the desired item and display that information in the
Property Area.

Figure 4.1 Inventory screen
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Chapter 4 Inventory
4.2 Inventory Structure

4.2 Inventory Structure

The inventory of the ETERNUS vRealize Orchestrator Plug-in is organized into 6 hierarchies.

Figure 4.2 Inventory structure
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Chapter 4 Inventory
4.2 Inventory Structure

Table 4.1 Inventory structure list

. Tree view area Property area
Hierarchy — —
Item Description ltem Description
1 FUJITSU ETERNUS Product name - -
2 Storage Storage system name | Model Type Storage system model type
Serial No. Serial number
Storage Model Name Storage system model name
[P Address IP address of the storage
system
Name Storage system name
Firmware Version Firmware version
Status Storage system status
3 Thin Provisioning Aggregate of Thin Name Fixed string: "Thin
Pools Provisioning Pools Provisioning Pools"
Pool Count TPP count
LUN Groups Aggregate of LUN Name Fixed string: "LUN Groups"
groups LUN Group Count LUN group count
Host Groups Aggregate of host Name Fixed string: "Host Groups"
groups Host Group Type Count | Host group type count
Flexible Tier Pools Aggregate of Flexible Name Fixed string: "Flexible Tier
Tier Pools Pools"
Pool Count FTRP count
RAID Groups Aggregate of RAID Name Fixed string: "RAID Groups"
groups RAID Group Count RAID group count
Port Groups Aggregate of port Name Fixed string: "Port Groups"
groups Port Group Type Count | Port group type count
Hosts Aggregate of hosts Name Fixed string: "Hosts"
;hséiog?;jse'ong to Host Type Count Host type count
Connectivity Aggregate of host Name Fixed string: "Connectivity"
affinity configurations " connection Setting Host affinity relationship
Type Count type count
Ports Aggregate of ports Name Fixed string: "Ports"
Port Type Count Port type count
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Chapter 4 Inventory
4.2 Inventory Structure

Tree view area

Property area

Hierarchy
Item Description Item Description
4 Thin Provisioning Thin Provisioning Pool | Chunk Size TPP chunk size
Pool name RAID Level RAID level of RAID group that

configures a TPP

Used Status

TPP used status

Total Capacity

TPP total capacity

Used Capacity

TPP used capacity

TPP Name

TPP name

Provisioned Capacity

Total logical capacity of
volume defined for TPP

Attention (%)

Attention level range

Warning (%)

Warning level range

Drive Type Drive type that configures a
TPP
TPPID TPPID
Status TPP status
LUN Group LUN group name LUN Group Name LUN group name
LUN Count Number of LUNs allocated to
the volumes in LUN groups
LUN Group ID LUN group number
FC Host Groups Aggregate of FC host Name Fixed string: "FC Host
groups Groups"
FC Host Group Count FC host group count

iSCSI Host Groups

Aggregate of iSCSI host
groups

Name

Fixed string: "iSCSI Host
Groups"

iSCSI Host Group Count

iSCSI host group count

SAS Host Groups Aggregate of SAS host | Name Fixed string: "SAS Host
groups Groups”
SAS Host Group Count | SAS host group count
FTRP Flexible Tier Pool Chunk Size(MB) FTRP chunk size

name

Used Status

FTRP usage status

Total Capacity

Total FTRP capacity

Used Capacity

Used FTRP capacity

Provisioned Rate(%)

Ratio of the total logical
volume capacity to the total
pool capacity

FTRP Name FTRP name

Provisioned Capacity Total logical volume capacity
Attention (%) Attention level range
Warning (%) Warning level range

FTRP ID FTRP number

FTRP Status FTRP status
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Chapter 4 Inventory
4.2 Inventory Structure

Tree view area

Property area

Hierarchy — —
Item Description Item Description
4 RAID Group RAID group name RAID Level RAID level
RAID Group Name RAID group name
RAID Group ID RAID group number
Free Capacity Free RAID group capacity
Total Capacity Total RAID group capacity
Assigned CM Assigned CM
RAID Group Status RAID group status
FC Port Groups Aggregate of FC port Name Fixed string: "FC Port Groups"
groups FC Port Group Count FC port group count

iSCSI Port Groups

Aggregate of iSCSI port
groups

Name

Fixed string: "iSCSI Port
Groups"

iSCSI Port Group Count

iSCSI port group count

SAS Port Groups Aggregate of SAS port | Name Fixed string: "SAS Port
groups Groups"
SAS Port Group Count | SAS port group count
FCoE Port Groups Aggregate of FCoE port | Name Fixed string: "FCoE Port
groups Groups”
FCoE Port Group Count | FCoE port group count
Host Group - CA Aggregate of host Connectivity Name Fixed string: "Host Group -

Port Group

group - port group -
LUN group affinity
configurations

CA Port Group"

Connectivity Count

Host group - port group -
LUN group affinity
configuration count

Host - CA Port

Aggregate of host -
port - LUN group
affinity configurations

Connectivity Name

Fixed string: "Host - CA Port"

Connectivity Count

Host - port - LUN group
affinity configuration count

FC Hosts Aggregate of FChosts | Name Fixed string: "FC Hosts"
FC Host Count FC host count
iSCSI Hosts Aggregate of iSCSI Name Fixed string: "iSCSI Hosts"
hosts iSCSI Host Count iSCSI host count
SAS Hosts Aggregate of SAS hosts | Name Fixed string: "SAS Hosts"
SAS Host Count SAS host count
FC Ports Aggregate of FC ports Name Fixed string: "FC Ports"
FC Port Count FC port count
iSCSI Ports Aggregate of iSCSI Name Fixed string: "iSCSI Ports"
ports iSCSI Port Count iSCSI port count
SAS Ports Aggregate of SAS ports | Name Fixed string: "SAS Ports"
SAS Port Count SAS port count
FCoE Ports Aggregate of FCoE Name Fixed string: "FCoE Ports"
ports FCoE Port Count

FCoE port count
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) Tree view area Property area
Hierarchy — —
Item Description Item Description
5 Volumes Aggregate of volumes | Name Fixed string: "Volumes"
Volume Count Volume count
LUNs Aggregate of LUNs Name Fixed string: "LUNs"
LUN Count LUN count
Host Group Host group name Host Response Name Host response name
Host Count Host count
Host Response ID Host response number
Host Group Name Host group name
Host Group ID Host group number
Port Group Port group name Port Count Port count
Port Group Name Port group name
Port Group ID Port group number
Host Affinity Host affinity name Port Group ID Port group number
(host group - port LUN Group Name LUN group name
group - LUN group
affinity) Host Affinity Name Host affinity name
Affinity Mode Affinity mode
Port Group Name Port group name
LUN Group ID LUN group number
Host Group Name Host group name
Host Group ID Host group number
Host Affinity Host affinity name Host Name Host name
(host - port - LUN Port Port name
group affinity)
LUN Group Name LUN group name
Host Affinity Name Host affinity name
Affinity Mode Affinity mode
Host ID Host number
LUN Group ID LUN group number
Flexible Tier Sub Aggregate of Flexible Name Fixed string: "Flexible Sub
Pools Tier Sub Pools Pools"
Flexible Tier Sub Pool | FTSP count
Count
FC Host FC host name Host Response Name Host response name
Host Response ID Host response number
Host Name Host nickname
Host ID Host number
WWN World Wide Name
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Tree view area

Property area

Hierarchy — —
Item Description Item Description
5 iSCSI Host iSCSI host name iSCSI Name iSCSI name
Host Response Name Host response name
IP Version IP address version
Host Response ID Host response number
Host Name Host nickname
IP Address IP address
Host ID Host number
SAS Host SAS host name Host Response Name Host response name

Host Response ID

Host response number

Host Name Host nickname

Host ID Host number

SAS Address SAS address
FC Port/iSCSI Port/ Port name Port Mode Operation mode of the port
SAS Port/FCoE Port Port Port name

CA Port ID Port number

TFO Port Status of the TFOV that

belongs to the TFO group for

which the port is set
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4.2 Inventory Structure

) Tree view area Property area
Hierarchy — —
Item Description Item Description
6 Volume Volume name Volume Type Volume type
Allocation Allocation type of the TPV or
FTvV
Copy Protection Copy protection status
Size Volume capacity
Tier Sub Pool Priority Number of the Sub Pool to
which the data is preferen-
tially allocated
Wide Stripe Size Stripe size
uiD Volume UID
Allocated Capacity Capacity of TPV or FTV
allocated
NAS Volume Type NAS volume type
Encryption Encryption
RAID Group/TPP/FTRP RAID group number, TPP
ID number, or FTRP number
Volume Name Volume name
Attention (%) Attention level range
Volume ID Volume number
Balancing Level Balancing level
RAID Group/TPP/FTRP RAID group name, TPP
Name name, or FTRP name
Status Volume status
LUN LUN name Volume Size Volume capacity
uiD Volume UID
LUN Logical unit number (LUN)
Volume Name Volume name
Volume ID Volume number
Volume Status Volume status
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) Tree view area Property area
Hierarchy — —
Item Description Item Description
6 FTSP Flexible Tier Sub Pool FTRP ID FTRP number of the FTRP to
name which the FTSP belongs
RAID Level RAID level of the RAID group
that configures the FTSP
Total Capacity Total FTSP capacity
Used Capacity Used FTSP capacity
Shrinking Shrinking FTRP capacity
FTRP Name FTRP name of the FTRP to
which the FTSP belongs
Shrinking Status Status of the shrinking FTRP
capacity
FTSP Name Flexible Tier Sub Pool name
Disk Type Type of disks that configure
the FTSP
FTSPID Flexible Tier Sub Pool
number
FTSP Status FTSP status
FC Host FC host name Host Response Name Host response name
Host Response ID Host response number
Host Name Host nickname
Host ID Host number
WWN World Wide Name
iSCSI Host iSCSI host name iSCSI Name iSCSI name
Host Response Name Host response name
IP Version IP address version
Host Response ID Host response number
Host Name Host nickname
IP Address IP address
Host ID Host number
SAS Host SAS host name Host Response Name Host response name
Host Response ID Host response number
Host Name Host nickname
Host ID Host number
SAS Address SAS address
FC Port/iSCSI Port/ Port name Port Mode Operation mode of the port
SAS Port/FCoE Port Port Port name
CAPort ID Port number
TFO Port Status of the TFOV that

belongs to the TFO group for
which the port is set
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4.3 Updating the Inventory

If the storage system resources are updated from VMware vRealize Orchestrator Client or another GUI, close
and reopen the tree on the inventory screen to update the inventory.
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Chapter 5
Workflow

This chapter explains the workflow of the ETERNUS vRealize Orchestrator Plug-in.

In VMware vRealize Orchestrator, workflows are managed in folders. Click the [Folder] tab to display the
folders in which workflows are stored. A workflow can be run from this tab.

The structure in which ETERNUS vRealize Orchestrator Plug-in workflows are stored is shown below.

Figure 5.1 Workflow folder structure

| FUJITSU-ETERNUS |

—| ETERNUS Storage Management

i Set Storage Connection |

| Remove Storage Connection |

—| ETERNUS Volume Management

i Create Volumes |

i Delete Volumes |

| Expand Volume |

—| ETERNUS Mapping Management

| Map LUNs |

i Unmap LUNs |

I Add Host |

I Remove Hosts |

I Set Host Affinity |

I Release Host Affinity |
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5.1 Starting a Workflow

5.1  Starting a Workflow
O

Use the following procedure to start a workflow.

Procedure

1  On the VMware vRealize Orchestrator client, click the [Workflows] tree menu.

@

Workflows

% Dashboard e =8 | BEE
I Libstary

£, Unmap LUNs A2 SetHost Affinity 2 Remove Hosts &5, Release Host Affinity
5 Actinty -

Warkflow Buns
& Aisets
Map LUNS Acd Host Expand Volums Delete Violumes

e & & )
5 Administrabion -
I AM Exploses

e e 0  Sat Storgge Conne
dlE'El ate v &5, Set Storage Connec
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5.1 Starting a Workflow

2 Click a workflow and then click the [RUN] button enclosed in the green square as shown in
the figure below.
The workflow runs.

[ &P Explorer

End of procedure
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5.2 Selecting an Object from the Inventory

5.2 Selecting an Object from the Inventory
O

To start a workflow, there are two methods for entering information.

e Select an object in the tree view
e Search in the list view

5.2.1 Tree View

Use the following procedure to enter an object.

Procedure

1  Click the entry box.

£ BACH

Rermnove Storage Connection

The [Select (Object Type)] page is displayed.

On the [Select] page, all the [Inventory] objects are displayed and only the type of selected object can
be selected.
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5.2 Selecting an Object from the Inventory

2 Click the » icon next to FUJITSU ETERNUS to display the tree view for the inventory.

Select FE:Storage

DTS ETERN

3 Selectasingle object in the tree view.

If the type of object that is selected is the same as the type in the entered information, the checkbox
can be clicked.

Select FE:Storage

SFUATEY ETERNIS
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5.2 Selecting an Object from the Inventory

4  Click the [SELECT] button to set that object.

vm Orchestrator

€ Back

Remove Storage Connection

End of procedure
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5.2 Selecting an Object from the Inventory

5.2.2 List View

The procedure for confirming object information in the list view is shown below. Because VMware vRealize
Orchestrator clients cannot distinguish between objects with the same name in multiple devices, the objects
are distinguishable by the device IP address which is added to the end of the object name.

B Input example for a single object

Procedure

1 Enter a search string in the input box.
Objects of the same type that include the search string in the object information are displayed.
The input field searches incrementally.

vm Orchestrator

€ BaCK

Expand Volume

Volume to be sxpandsd
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5.2 Selecting an Object from the Inventory
T EEEETImIImmITIITIIIImmmmmm—m,

2 Click an object in the list.
That object is set.

vim Orchestrator

< BACK

Expand Volume

‘ohime 1o be expanded

that 1= to be added or capacity that is required atter

nput cag
supangaan. (Unit MB, GB, TH. For exampie: S0GE

[T | cencel

End of procedure

B Input example for multiple objects

Procedure

1  Click the [+] button.

vm Orchestrator

€ BACK
Delete Volumes

umes to be deleted(lf all the volumes in a LUN group are selected. the LUN group will be deleted)
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5.2 Selecting an Object from the Inventory

2 Enter the search string in the input box.

Objects of the same type that include the search string in the object information are displayed.
The input field searches incrementally.

volumes

©

vro_wsv(193.168.11.113)

vro_stand3(193.168.11.1...

vro_stand1(193.168.11.11...

vro_stand2(193.168.11.1...

vro_standard1(193.168....

vro_wsv4(193.168.11.113)

Showing 20 of 20 results.

Show all...

3 Clickan object in the list.
That object is set.

volumes

(]

vro_wsv1(193.168.11.113) ) (-]

CANCEL APPLY
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Another object can be added by clicking the [+] button.

volumes

©

vro_wsv1{193.168.11.113) ()

vrops_test(193168.11.113) ® (-]

CANCEL APPLY

4  After adding an object, click [APPLY] to apply the added object.

volumes

©

vro_wsvi(193.168.11.113) ®

vrops_test(193.168 11.113) ()] Q

CANCEL ‘ APPLY
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5.2 Selecting an Object from the Inventory

wvm Orchestrator

€ BACK

Delete Volumes

Violumes to be deleted(if all the volumes in 3 LUN group are selected, the LUN group will be deleted )

velumes
v
= 13
1
It the volumes are currently visibls(mapped)

to hosts, do you stil want to delete them?

m | SRR

5 To delete or change an object, select an object by clicking the checkbox.

vm Orchestrator

{ BACK

Delete Volumes

Volimes to be deleted(ll all the volumes in & LUN group are selected. the LUN group will be deleted )

volumes

o e 7

wro_wsv{193.168 11.113)

If the vomes are currently visible(mappea) K

o hosts. do you still want to delete them?

End of procedure
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5.3 Workflow Results

5.3 Workflow Results
[ D

This section explains the screen that is used to confirm the results for the workflow that was run.

5.3.1 General Tab

The general information for workflow results is displayed in the General area.

Figure 5.2 General area

vm Orchestrator

= - e 2
ao Remave Stor age Connection ( Cemeietsd ALL RUNS DELETE RUN  RUN AGAIN DEBUG  EXPORT
al transitions 2 | Display total duration
@ QA m
202 == a
Ganeral r

art Dal a
End Date al M
atus
Started by | -l {ER!
Workfiow R 3 =

ETERNUS vRealize Orchestrator Plug-in 1.2 User's Guide
Copyright 2021 FUJITSU LIMITED P3AG-3802-05ENZ0



Chapter 5 Workflow
5.3 Workflow Results

5.3.2 Variables Tab

The values for Input/Qutput variables are displayed in the Variables area.

Figure 5.3 Variables area

Orchestrator

variables
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5.3 Workflow Results

5.3.3 Logs Tab

The success/failure of a workflow and the information acquired by a workflow are displayed in the Logs area.

Figure 5.4 Logs area

vm Orchestrator

§ gy e s

If a workflow is successful, the message listed in Table 5.1 is displayed.

Table 5.1 Messages displayed in the Logs area (when a workflow is successful)

Workflow Message
Set Storage Connection [I] [Storage's IP Address] is added successfully.
Remove Storage Connection [1] [Storage's IP Address] is removed successfully.
Create Volumes [I] The following volumes are created successfully.

[volume's name]

Delete Volumes [1] The following volumes are deleted successfully.
[storage's IP Address/volume's name]

Expand Volume [1] [Volume's name] is expanded successfully.
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Workflow Message

Map LUNs * When mapping volumes to an existing LUN group

[1] The following volumes are mapped to LUN group [LUN group's
name] successfully.

[LUN's name]

* When mapping volumes to a new LUN group
[1] LUN group [LUN group's name] is created successfully. The
following volumes are mapped to [LUN group's name] successfully.

[LUN's name]
Unmap LUNs [1] LUN [LUN's name] is unmapped from LUN group [s2] successfully.
Add Host * When creating a host without adding it to a host group

[I] [Host's name] is added successfully.

* When adding a host to a host group
[1] [Host's name] is added to host group [Host Group's name]
successfully.

Remove Hosts [1] The following FC/iSCSI/SAS hosts are removed successfully.
[Host's name]

Set Host Affinity [I] The following host affinities are set successfully.
[Host Affinity's name]

Release Host Affinity [I] The following host affinities are released successfully.
[Host Affinity's name]

If a workflow fails, the message listed in Table 5.2 is displayed.

Table 5.2 Messages displayed in the Logs area (when a workflow fails)

Workflow Message
Set Storage Connection [E] ETERNUS-VRO ERROR code: message
Remove Storage Connection [E] ETERNUS-VRO ERROR code: message
Create Volumes [E] ETERNUS-VRO ERROR code: message
Delete Volumes * When unmapping a volume fails

[1] Failed to unmap [storage's IP Address/volume's name].
[E] ETERNUS-VRO ERROR code: message
* When deleting a volume fails

[1] Failed to delete volumes.
[E] ETERNUS-VRO ERROR code: message

Expand Volume [E] ETERNUS-VRO ERROR code: message

Map LUNs [E] ETERNUS-VRO ERROR code: message

Unmap LUNs [E] Failed to unmap [storage's IP Address/LUN's name] from LUN group
[s2]. ETERNUS-VRO ERROR code: message

Add Host [E] ETERNUS-VRO ERROR code: message
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Workflow

Message

Remove Hosts

* When releasing a host from a host group fails
[1] Failed to release host affinity settings of the host [storage's IP
Address/Host's name].
[E] ETERNUS-VRO ERROR code: message

* When removing a host fails

[1] Failed to remove hosts.
[E] ETERNUS-VRO ERROR code: message

Set Host Affinity

[E] ETERNUS-VRO ERROR code: message

Release Host Affinity

[E] Failed to release host affinity [host affinity]. ETERNUS-VRO ERROR
code: message

For details about ERROR codes and messages, refer to "Appendix A Messages" (page 61).

5.3.4 Performance Tab

The performance information of a workflow execution is displayed in the Performance area.

Figure 5.5 Performance area

|

©
&

=3

Dispiay total duration

Qe =

Time for items to complete Item repetitions
Bot
Token Size
350B
Run Duration . .
00:00:00.777
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5.4 Using a Workflow

5.4

5.4.1

Using a Workflow

O
There are two methods for using a workflow.

(1) Running a single workflow

Use this method to select a specific object, enter information in the entry form, and run a single workflow.
For details about the entry form, refer to the descriptions of each workflow from "5.4.1 Set Storage
Connection" (page 44) to "5.4.11 Release Host Affinity" (page 57).

(2) Running multiple workflows

Use this method to combine multiple workflows into an advanced workflow.

In this case, both Input information and Output information are included in each workflow.

For details about the Input information and Output information, refer to the descriptions of each workflow
from "5.4.1 Set Storage Connection" (page 44) to "5.4.11 Release Host Affinity" (page 57).

Set Storage Connection

This workflow performs the following operations in the VMware vRealize Orchestrator inventory.

* Adds a new storage object
* Changes the IP address, username, and password for the added storage object

When adding and/or changing a storage system, the plug-in connects to the ETERNUS DX to acquire the
storage system information.

B Entry form

Item Description

IP Address IP address of the storage system. In addition to the IPv4 and IPv6 formats,
FQDNSs can also be entered.

User name (software privilege) User ID for logging in to the storage system. A software role must be
allocated to the user ID.

Password Password for the user ID.

B Inputinformation

- Input
Item Description condition
ipAddress Enter the IP address for the storage system. In addition to | Required
the IPv4 and IPv6 formats, FQDNs can also be entered.
username Enter a user ID for logging in to the storage system. A Required
software role must be allocated to the user ID.
password Enter the password for the user ID. Required
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B Outputinformation

Item Description
result Workflow results (Success(0)/Failed(1))
errorDetail Detailed error code for when a workflow fails. NULL is sent if the workflow
is successful.
errorMessage Error message for the error code. NULL is sent if the workflow is
successful.
storage Storage system information to be added

5.4.2 Remove Storage Connection

This workflow deletes registered storage objects from the inventory.
The pool information that is registered in the storage system is also deleted at the same time.

B Entry form

Item Description

Storage Connection to be removed Storage objects to be deleted from the inventory.

B Inputinformation

- Input
Item Description condition
Storage Enter the storage system to be deleted from the Required
inventory.
B Output information
Item Description
result Workflow results (Success(0)/Failed(1))
errorDetail Detailed error code for when a workflow fails. NULL is sent if the workflow
is successful.
errorMessage Error message for the error code. NULL is sent if the workflow is
successful.
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5.4.3

Create Volume

This workflow creates a volume in the target storage system.
AThin Provisioning Pool, Flexible Tier Pool, or RAID group is required in advance.

Entry form

Input Volume Basic Information

Iltem

Description

Storage Connection

Target storage system in which a volume is to be created.

Volume Type

Volume type. Specify one of the following: Standard, Wide Striping Vol-
ume, Thin Provisioning Volume, Flexible Tier Volume, Snap Data Volume,
Snap Data Pool Volume, or NAS Volume.

Whether volume is used for deduplication/
compression? (ETERNUS DX8900 S4 /
DX900 S5 can only use the compression
function.)

Indicates whether to create a Deduplication/Compression Volume.
* Yes
Creates a Deduplication/Compression Volume.
* No
Creates a TPV.

Volume Name (If two or more volumes to
be created,...)

Volume name. If multiple volumes are created, sequential numbers are
added to the end of the volume name.

(Capacity (Unit MB, GB, TB. For example:
50GB)

Volume capacity. The units are either terabytes (TB), gigabytes (GB), or
megabytes (MB).

Virtual Size (Unit MB, GB, TB. For example:
10GB)

SDV capacity

Select RAID Group/Pool Information

Iltem

Description

Thin Provisioning Pool

Thin Provisioning Pool where the Thin Provisioning Volume or NAS vol-
ume is to be created.

Flexible Tier Pool

Flexible Tier Pool where the FTV is to be created.

RAID Group

RAID group where the Standard volume, Snap Data Pool Volume, or Snap
Data Volume is to be created.

Two or more RAID group can be specified
when creating a WSV

RAID groups where WSVs are to be created.

Input Other Information

Iltem

Description

FTV Name (If omitted for this parameter,

)

FTV name. If omitted, it is automatically set by the storage system.

Number of Volumes(If omitted, "1" is
specified.)

Number of volumes created. If omitted, only one volume is created.

Capacity Threshold(%)

Allocated capacity threshold setting.
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Iltem

Description

priority(If "auto" is selected , the FTSP of

Specification method for the FTSP where the FTV is to be created.
* auto
The FTSP is automatically selected by the storage system.
* manual
The FTSP is manually selected.

Flexible Tier Sub Pool

Specify the FTSP where the FTV is to be created (when "priority" is set to
"manual).

Encryption (DX60 S3, DX60 S4 and DX60
S5 do not support encryption function)

Encryption settings.
* enable
Enables encryption.
* disable
Disables encryption.

Copy Protection (To protect the volumes so
they cannot be registered as a copy
destination.)

Copy protection settings.
* enable
Enables copy protection.

¢ disable
Disables copy protection.

Allocation

Select the allocation format for the volume.
e thin
Allocates a physical area to the target area of the volume when Write
10 is received.
* thick
Allocates a physical area to all areas of the volume when the volume
is created.

Extreme Cache

Extreme Cache function settings.
e enable
Enables the Extreme Cache function.
e disable
Disables the Extreme Cache function.

Concatenation Order

Specification method for the concatenation order of the RAID groups
when creating the WSV.
* auto
Sets the concatenation order automatically.
* manual
Set the concatenation order manually.

Wide Stripe Size

Stripe size of the WSV.
* normal
Creates the WSV with a stripe size of 16MB.
e small
Creates the WSV with a stripe size of 2MB (*1).

Block size for the NAS volume

Select a block size for the NAS volume. Specify one of the following: 8kb,
32kb, or 256kb.

*1:  Ifthe stripe size of the RAID group is greater than 2MB, the WSV is created using the stripe size of the RAID group.
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B Inputinformation

_— Input
Item Description condition

Storage Enter the target storage system in which a volume is to be | Required
created.

type Enter the volume type. Required

volumeName Enter the volume name. Optional

raidGroup Enter a RAID group. Required

raidGroups Enter multiple RAID groups. Required

capacity Enter the volume capacity. Required

virtualSize Enter the volume capacity if the selected volume type is Required
SDV.

copyProtection Enter the copy protection setting. If omitted, it is set to Optional
disable.

capacityThreshold Enter the threshold (%) for the allocated capacity. Optional

encryption Enter whether to enable encryption. If omitted, itis setto | Optional
disable.

wideStripeSize Enter the stripe size of the WSV. If omitted, it is set to nor- | Optional
mal.

concatenationOrder Enter whether to manually specify the concatenation Optional
order of the RAID groups for the WSV. If omitted, it is set
to auto.

extreme(ache Enter whether to use the Extreme Cache function. Optional

allocation Enter the allocation format for the volume. If omitted, itis | Optional
set to thin.

pool Enter the target Thin Provisioning Pool where the volume | Required
is to be created.

volumeCount Enter the number of volumes to create. If omitted, only Optional
one volume is created.

flexibleTierPool Enter the Flexible Tier Pool where the volume is to be cre- | Required
ated.

ftvName Enter the FTV name. Optional

ftsp Enter the FTSP where the FTV is to be created. Optional

nasBlockSize Enter the block size of the NAS volume. If omitted, itis set | Optional
to 256kb.

B Outputinformation
Item Description

result Workflow results (Success(0)/Failed(1))

errorDetail Detailed error code for when a workflow fails. NULL is sent if the workflow
is successful.

errorMessage Error message for the error code. NULL is sent if the workflow is
successful.

volumelList If the workflow is successful, the information for the created volume is
sent.
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5.4.4

Delete Volumes

This workflow deletes the specified volumes.

Entry form

Iltem

Description

Volumes to be deleted (If all the volumes

)

Volumes to be deleted from the storage system.

If volumes are currently visible (mapped)
to hosts. Do you still want to delete them?

Set whether to delete the volumes even if host affinity is enabled.

* Yes
Deletes the volume even if host affinity is enabled.
* No
Does not delete the volume if host affinity is enabled.

Delete Mode

Set the SDPV deletion mode.
* force
Forcible deletion
® reservation
Reserved deletion

Whether delete NAS volume forcefully? (If
deleting NAS volume forcefully ...)

Set whether to forcibly delete the NAS volume.
* Yes
Forcibly deletes the NAS volume.
* No
Does not forcibly delete the NAS volume.

Input information

Item Description colr?giltjiton
volumes Enter the volumes to be deleted from the storage system. | Required
releaseHostAffinity Set whether to delete the volumes even if host affinity is | Optional

enabled. If omitted, it is set to No.
mode Enter the SDPV deletion mode. Required
force Enter whether to forcibly delete the NAS volume. It omit- | Optional

ted, it is set to No.

Output information

Item Description
result Workflow results (Success(0)/Partial Success(2)/Failed(1))
errorDetail Detailed error code for when a workflow fails. NULL is sent if the workflow
is successful.
errorMessage Error message for the error code. NULL is sent if the workflow is

successful.
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T EEEETImIImmITIITIIIImmmmmm—m,
If a volume to be deleted satisfies both of the following conditions, the workflow fails.

* The deletion target is the last volume registered in a LUN group

e The LUN group has the host affinity setting
In this case, release the host affinity setting ("5.4.11 Release Host Affinity" (page 57)) and then delete the
volume.

5.4.5  Expand Volume

This workflow expands the capacity of the specified volume.

B Entry form

Item Description
Volume to be expanded Volume for which the capacity is to be expanded.
RAID Groups (One or more RAID groups Select the RAID group to which the expanded volume belongs.

can be specified at the same time, up to a
maximum of 15)

Input capacity that is to be added or Capacity after expansion. The units are either terabytes (TB), gigabytes
capacity that is required after expansion. (GB), or megabytes (MB).
(Uint: MB, GB, TB. For example:50GB) A capacity larger than the one before the expansion must be specified.

B Inputinformation

- Input
Item Description condition
volume Enter the volume for which the capacity is to be Required
expanded.
capacity Enter the capacity after expansion. Required
A capacity larger than the one before the expansion must
be specified.
raidGroups Enter the RAID group to which the expanded volume Required
belongs.
B Outputinformation
Item Description
result Workflow results (Success(0)/Failed(1))
errorDetail Detailed error code for when a workflow fails. NULL is sent if the workflow
is successful.
errorMessage Error message for the error code. NULL is sent if the workflow is
successful.
expandVolume If the workflow is successful, the information for the expanded volume is
sent.
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5.4.6

Map LUNs

This workflow maps the specified volumes to an existing LUN group or to a new LUN group.

B Entry form

Input LUN Group Information

Item Description
Select Policy Select whether to map the volume to an existing LUN group or to a new
LUN group.
LUN Group LUN group to which the volumes are to be mapped.

New LUN Group Name

LUN group name.

Input Volume Information

Item Description
Volumes to be mapped Volumes to map.
Specified LUNs (Two or more parameters Specify the LUN numbers.
can be specified ...)
B Inputinformation
Item Description colr?(filtjiton
lunGroupPolicy Select whether to map the volume to an existing LUN Required
group or to a new LUN group.
lunGroupName Enter the LUN group name. Required
lunGroup Enter the LUN group to which the volumes are to be Required
mapped.
volumes Enter the volumes to map. Required
luns Enter the LUN numbers. Required

B Outputinformation

Item Description
result Workflow results (Success(0)/Failed(1))
errorDetail Detailed error code for when a workflow fails. NULL is sent if the workflow
is successful.
errorMessage Error message for the error code. NULL is sent if the workflow is
successful.
LUNList If the workflow is successful, the information of the mapped volume is

sent.
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5.4.7 Unmap LUNs

This workflow unmaps the specified volumes from an existing LUN group. If all the volumes of a LUN group
are unmapped, that LUN group is deleted.

B Entry form

Item Description

LUNs to be unmapped from corresponding | Volumes to unmap.
LUN group (If all the LUN in a LUN group When all of the volumes in a LUN group are selected, that LUN group is

deleted.
B Inputinformation
- Input
Item Description condition
LunList Enter the volumes to unmap. Required
B Output information
Item Description
result Workflow results (Success(0)/Partial Success(2)/Failed(1))
errorDetail Detailed error code for when a workflow fails. NULL is sent if the workflow
is successful.
errorMessage Error message for the error code. NULL is sent if the workflow is
successful.
resultList The information of the unmapped LUN is sent.

_

If a volume to be unmapped satisfies both of the following conditions, the workflow fails.
 The unmapping target is the last volume registered in a LUN group

* The LUN group has the host affinity setting
In this case, release the host affinity setting ("5.4.11 Release Host Affinity" (page 57)) and then unmap the
volume.
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5.4.8 Add Host

This workflow creates a host and adds it to an existing host group or to a new host group.

B Entry form

Input Host Information

Iltem

Description

Storage Connection

Target storage system in which the host is to be created.

Host Type

Host type. Specify one of the following: FC, iSCSI, or SAS.

Host Alias Name

Alias of the host.

WWN (A 16 character hexadecimal
number)

Worldwide name of the FC host. Specify a 16-byte hexadecimal name.

iSCSI Name (4-223 alphanumerical
characters including letter...)

iSCSI name of the iSCSI host.

An alias to the iSCSI

Alias of the iSCSI host.

IP Version IP address version

IP Address IP address

CHAP User Name CHAP authentication username
CHAP Password CHAP authentication password

Confirm CHAP password

Confirmation of the CHAP authentication password

The number of command issues

Number of commands that can be issued simultaneously. Specify one of
the following: unlimited, 20, 40, 80, 120, or 180.

SAS Address (A 16 character hexadecimal
number that corresponds to an HBA. For
example:500605b000b5f344)

SAS host address. Specify a 16-byte hexadecimal name.

Select Host Group Information

Iltem

Description

Select Host Group Policy

Select the host group policy. Specify one of the following: "Not Belong To
Any Host Group", "Existing Host Group", or "Add New Host Group".

FC Host Group Name of the target host group where the FC host is to be added.
iSCSI Host Group Name of the target host group where the iSCSI host is to be added.
SAS Host Group Name of the target host group where the SAS host is to be added.

New Host Group Name

Name of the new host group.

Host Response

Select the host response.
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B Inputinformation

Item Description colr?c?itt]iton

storage Enter the target storage system in which the host is to be | Required
created.

name Enter the alias of the host. Optional

wwn Enter the worldwide name of the host. Specify a 16-byte Required
hexadecimal name.

hostType Enter one of the following host types: FC, iSCSI, or SAS. Required

iSCSIName Enter the iSCSI name of the iSCSI host. Required

iscsiAliasName Enter the alias of the iSCSI host. Optional

ipVersion Enter the version of the IP address. If omitted, it is set to Optional
IPv4.

ip Enter the IP address. Optional

chapUser Enter the CHAP authentication username. Optional

chapPwd Enter the CHAP authentication password. Optional

cmdsnCount Enter the number of commands that can be issued simul- | Optional
taneously.

sasAddress Enter the SAS host address. Required

hostResponse Select the host response. Optional

hostGroupPolicy Select the host group policy. Optional

hostGroup Enter the name of the target host group where the hostis | Optional
to be added.

hostGroupName Enter the name of the new host group. Optional

B Output information

Item Description
result Workflow results (Success(0)/Failed(1))
errorDetail Detailed error code for when a workflow fails. NULL is sent if the workflow
is successful.
errorMessage Error message for the error code. NULL is sent if the workflow is
successful.
host If the workflow is successful, the information for the added host is sent.
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5.4.9

Remove Hosts

This workflow deletes the specified host from the storage system.
A host can be deleted even if the host group has host affinity enabled. If all the hosts of a host group are

deleted, that relevant host group is also deleted.

B Entry form

Iltem

Description

Host Type

Host type.

FC hosts to be deleted

Aliases of the FC hosts to be deleted.

iSCSI hosts to be deleted

Aliases of the iSCSI hosts to be deleted.

SAS hosts to be deleted

Aliases of the SAS hosts to be deleted.

B Inputinformation

Item Description colr?(;)iltjiton
hostType Enter the host type. Required
fcHosts Enter the aliases of the FC hosts to be deleted. Required
iscsiHosts Enter the aliases of the iSCSI hosts to be deleted. Required
sasHosts Enter the aliases of the SAS hosts to be deleted. Required

B Output information

Item Description
result Workflow results (Success(0)/Partial Success(2)/Failed(1))
errorDetail Detailed error code for when a workflow fails. NULL is sent if the workflow
is successful.
errorMessage Error message for the error code. NULL is sent if the workflow is

successful.
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5.4.10

Set Host Affinity

This workflow configures a host affinity setting.

B Entry form

Iltem

Description

Storage Connection

Target storage system to which the host affinity is to be set.

Target Connection Setting

Select the host affinity setting. Specify one of the following: [Port Group -

Host Group - LUN Group] or [Port - Host - LUN Group].

Host(Group) Type Host type. Specify one of the following: FC, iSCSI, or SAS.
FC Hosts FC host

iSCSI Hosts iSCSI host

SAS Hosts SAS host

FC Host Group FC host group

iSCSI Host Group iSCSI host group
SAS Host Group SAS host group

Host Interface Ports Host interface port
Port Group Port group

LUN Group LUN group

LUN Groups Multiple LUN groups

B Inputinformation

Item Description colr?dpiltliton
storage Enter the target storage system to which a host affinity is | Required
to be set.
affinityType Enter the host affinity setting type. Required
hostType Enter the host type. Required
ports Enter the port. Required
fcHosts Enter the FC host. Required
iscsiHosts Enter the iSCSI host. Required
sasHosts Enter the SAS host. Required
lunGroup Enter the LUN group. Required
portGroup Enter the port group. Required
fcHostGroup Enter the FC host group. Required
iscsiHostGroup Enter the iSCSI host group. Required
sasHostGroup Enter the SAS host group. Required
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B Outputinformation

Item Description
result Workflow results (Success(0) / Failed(1))
errorDetail Detailed error code for when a workflow fails. NULL is sent if the workflow
is successful.
errorMessage Error message for the error code. NULL is sent if the workflow is
successful.
hostAffinity If the workflow is successful, the information for the added host affinity

(ports, hosts, and LUN groups) is sent.

hostGroupAffinity If the workflow is successful, the information for the added host affinity
(port groups, host groups, and LUN groups) is sent.

5.4.11  Release Host Affinity

This workflow releases a host affinity setting.

B Entry form

Item Description
Storage Connection Target storage system from which the host affinity setting is to be
released.
Host Affinity(Relationship between Port Host affinity setting to be released.

Group, Host Group and LUN Group)

Host Affinity (Relationship between port, Host affinity setting to be released.
host and LUN Group)

B Inputinformation

L Input
Item Description condition
storage Enter the target storage system from which the host affin- | Required
ity setting is to be released.
groupAffinity Enter the release target host affinity setting to associate Optional
the port groups, host groups, and LUN groups.
singleAffinity Enter the release target host affinity setting to associate Optional
the ports, hosts, and LUN groups.
B Outputinformation
Item Description
result Workflow results (Success(0) / Partial Success(2) / Failed(1))
errorDetail Detailed error code for when a workflow fails. NULL is sent if the workflow
is successful.
errorMessage Error message for the error code. NULL is sent if the workflow is
successful.
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Chapter 6

Uninstallation

6.1

This chapter explains how to uninstall the ETERNUS vRealize Orchestrator Plug-in.

Disabling the ETERNUS vRealize Orchestrator Plug-in

On the [Manage Plug-Ins] page in Orchestrator Control Center, turn off the [Enable plug-in] button to disable
the plug-in.

Figure 6.1 Disabling the plug-in
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6.2  Uninstalling the ETERNUS vRealize Orchestrator Plug-in

Orchestrator Control Center can be used to disable the plug-in.

To delete the plug-in files, refer to the following procedure and uninstall ETERNUS vRealize Orchestrator Plug-
in.

Procedure

T  Access the Orchestrator control center.

B For VMware vRealize Orchestrator 7.6

URL: https://<vRealize Orchestrator server IP address or hostname>: 8283 /vco-controlcenter/

B For VMware vRealize Orchestrator 8.0 and later

URL: https://<vRealize Orchestrator server hostname>/~vco-controlcenter/

2 Click [Manage plug-ins] to display all the plug-ins.
3 Click the delete icon on the right side of the line that is displaying "FE1.2.X XXXXXXXX".

@ e

s ALL [ @] E‘

4 C(lick the [DELETE] button to start the deletion.

Manage Pug-In

After two minutes, Orchestrator cluster will automatically reboot.

End of procedure

_

vRealize Orchestrator components that are locked in the read-only state are not deleted.
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How to Obtain Troubleshooting Information

This chapter explains how to obtain troubleshooting information if an error occurs in the ETERNUS vRealize
Orchestrator Plug-in.

If an error occurs, obtain the following information and data on-site for the investigation before contacting a
Fujitsu engineer.

* Symptom

* Time of occurrence

* Reproducibility

* Maintenance information of the ETERNUS vRealize Orchestrator Plug-in

B Maintenance information of the ETERNUS vRealize Orchestrator Plug-in

Use the following procedure to obtain troubleshooting information for the ETERNUS vRealize Orchestrator
Plug-in.

@ For VMware vRealize Orchestrator 7.6

Procedure

1  Access Orchestrator Control Center.

URL: https://<vRealize Orchestrator server IP address or host name>: 8283 /vco-controlcenter/

2 Click [Live Log Stream] to display a live log.

3 Click [Export Logs].

The log file can be downloaded in the "vco-logs-yyyy-mm-dd_hh-mm-ss.zip" format.

End of procedure

@ For VMware vRealize Orchestrator 8.0 and later

Procedure

1 Register the vRealize Orchestrator appliance.

2 Execute the "vracli log-bundle" command.
The log file can be downloaded in the "log-bundle-xxxxxxxxxx.tar" format.

End of procedure
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Appendix A
Messages

This appendix explains the error codes and the content of error messages that are output by the ETERNUS
vRealize Orchestrator Plug-in.

Some error codes and error messages are output by the ETERNUS vRealize Orchestrator Plug-in, while others
are output by ETERNUS CLI. This appendix explains those that are output by the ETERNUS vRealize
Orchestrator Plug-in. For more information about the error codes and error messages that are output by
ETERNUS CLI, refer to the "ETERNUS CLI User's Guide".

B 20001001

[Message]
Required parameter is not specified.

[Cause]
A required parameter is not specified.

[Solution]
Enter the required item.

m 20001002

[Message]
The storage of the specified resource has not been registered.

[Cause]
The storage system of the specified resource has not been registered.

[Solution]
Register the storage system.

E 20001003

[Message]
Operation is forbidden because the specified resources belong to different storages.

[Cause]
Operation is forbidden because the specified resources belong to different storage systems.

[Solution]
Specify resources in the same storage system and try again.
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B 20001004

[Message]
The specified storage has not been registered.

[Cause]
The specified storage system has not been registered.

[Solution]
Register the storage system.

20001005

[Message]
The error occurred because of wrong configuration file.

[Cause]
The configuration file is incorrect.

[Solution]
Delete the following file and register the storage system again.
Ivar/lib/vco/resources/conf/evro_storage.xml

20001006

[Message]
Failed to write the configuration file.

[Cause]
Failed to write the configuration file.

[Solution]
Delete the following file and register the storage system again.
Ivar/lib/vco/resources/conf/evro_storage.xml

20001007

[Message]
The specified resource does not exist.

[Cause]
The specified resource does not exist.

[Solution]
Specify the correct resource and try again.
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m 20001008

[Message]
Connect failed. Please retry after fixing network issues.

[Cause]
Failed to connect to the specified storage system. Also, the information entered for registering the storage
system is incorrect.

[Solution]
Make sure there are no problems with the network or the account information. Also, check if
communication is possible with the storage system via SSH.

E 20001009

[Message]
Configuration file was not found.

[Cause]
The configuration file was not found.

[Solution]
Check if the following file exists.
Ivar/lib/vco/resources/conf/evro_storage.xml
If the file does not exist, register the storage system again.

B 20007010

[Message]
Cannot delete entire group

[Cause]
Deletion is not possible because all of the objects in the group were selected.

[Solution]
Select objects so that at least one object remains in the group after they are deleted and try again.

B 20007011

[Message]
The type is not Thin provisioning pool(TPP) or Thin provisioning pool volume(TPV)

[Cause]
An object type other than Thin Provisioning Pool (TPP) or Thin Provisioning Volume (TPV) was specified.

[Solution]
Specify a Thin Provisioning Pool (TPP) or Thin Provisioning Volume (TPV) object and try again.
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B 20001012

[Message]
The IP address is null.

[Cause]
The specified IP address is not valid.

[Solution]
Specify the correct IP address.

m 20001013

[Message]
The specified Host(Group) and Port(Group) have different interface type.

[Cause]
The specified host (group) and port (group) have different interface types.

[Solution]
Specify the correct port (group).

M 20001074

[Message]
Invalid parameters are included in the command.

[Cause]
Invalid parameters have been entered.

[Solution]
Delete the invalid parameters.

m 20001015

[Message]
The type of model is not supported.

[Cause]
The specified storage system model is not supported.

[Solution]
Register a supported model.

H 20003001

[Message]
The IP address, username and password combination has already been registered.

[Cause]
The specified storage system has already been registered with the same account information.

[Solution]
The storage system is registered. No further steps are necessary.
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m 20003002

[Message]
The specified storage was not registered.

[Cause]
The specified storage system has not been registered.

[Solution]
Register the storage system.

E 20003003

[Message]
The Deduplication/Compression mode setting is disabled.

[Cause]
The Deduplication/Compression mode setting is disabled.

[Solution]
Enable the Deduplication/Compression mode setting.

B 20003004

[Message]
Specified Flexible Tier Sub Pool does not belong to specified Flexible Tier Pool.

[Cause]
The specified FTSP does not belong to the specified FTRP.

[Solution]
Specify an FTSP that belongs to the specified FTRP.

m 20004001

[Message]
The type of the host is not 'FC'.

[Cause]
The type of the host is not FC.

[Solution]
Specify an FC host.

E 20004002

[Message]
The specified volume has Host Affinity setting.

[Cause]
Host Affinity is set for the specified volume.

[Solution]
Check whether to delete the volumes even if host affinity is enabled and try again.
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H 20004003

[Message]
The host does not exist in the Host Group.

[Cause]
The host does not exist in the Host Group.

[Solution]
Specify a host that exists in the Host Group and try again.
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Open Source Software License

For details about the license terms for the open source software used with the ETERNUS vRealize Orchestrator
Plug-in, refer to the included open_source_license.txt file.
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