How to connect ScanSnap to a mobile device via wireless access point

Preparation

● Connect the mobile device to the wireless access point that is to be connected to the ScanSnap. The following information about the wireless access point is required for connecting the mobile device to the wireless access point.
  - Network name (SSID)
  - Security key (password)

● During wireless settings the “PASSWORD” on the label attached at the bottom of the scanner is required. Please make a memo of it to use it later.

● ScanSnap Connect Application needs to be installed into the mobile device in order to connect ScanSnap to the mobile device.
  ScanSnap Connect Application can be downloaded from Google Play.

How to connect

This procedure is applicable if ScanSnap Manager has not been installed into the computer yet. Install ScanSnap Manager from Setup DVD and follow the instructions of the wireless network setup wizard that appears afterwards.

1/17
Hint
Be careful not to close the cover (feed guide).
Hint
When the following screen appears, refer to “If the computer has not been connected to the wireless LAN yet”
Hint

To connect the ScanSnap to the computer via the wireless access point, select [Setup]. Refer to How to connect ScanSnap to a computer via wireless access point for more details.
Operate from the mobile device for the following procedures.

**Hint**

The setup wizard can also run by the following method even if it does not appear.

1. Tap the setting icon in the [File List].
   - Menu appears.
2. Tap [Setup wizard].
Hint
Be careful not to close the cover (feed guide).
Check the scan with the ScanSnap.

**Hint**

- With ScanSnap Wireless Setup Tool, you can configure the wireless settings for connecting the ScanSnap to the wireless LAN. ScanSnap Wireless Setup Tool is installed with ScanSnap Manager.

How to run ScanSnap Wireless Setup Tool:

1. Connect ScanSnap and the computer via the USB cable.
2. Open the cover (feed guide) to power on the ScanSnap, and turn on the Wi-Fi switch.
3. Go to Finder sidebar and select [Applications] > [ScanSnap] > [ScanSnap Wireless Setup Tool].
   - ScanSnap Wireless Setup Tool runs.
4. Click the [Wireless Network Setup Wizard] button in the main menu.
   - Wireless network setup wizard runs. It starts with the screen of 4/17.

- It may take some time to run ScanSnap Wireless Setup Tool. If it does not run, restart the computer and run the tool again.

- The priority sequence of ScanSnap Connect Application and ScanSnap Manager is as follows:
  
  1. ScanSnap Connect Application
  2. ScanSnap Manager (via USB cable)
  3. ScanSnap Manager (via wireless LAN)

- When connecting with ScanSnap Manager (via wireless LAN), exit ScanSnap Connect Application and disconnect the USB cable from the ScanSnap.
Even when ScanSnap is connected to the computer via USB cable, the ScanSnap can be connected wirelessly with ScanSnap Connect Application. When ScanSnap Connect Application is exited, the wireless connection switches back to the connection via USB cable.

The mobile device is automatically connected to the ScanSnap only when ScanSnap Connect Application starts. In order to reconnect to the ScanSnap after ScanSnap Connect Application has run, restart ScanSnap Connect Application or select the ScanSnap manually from the [connect to:] list of ScanSnap Connect Application.
If the computer has not been connected to the wireless LAN yet

1/3

After the screen on the left appears, it goes to the screen of 8/17.

2/3

Hint

Enter the security key of the wireless access point section mentioned in Preparation.

3/3

After the screen on the left appears, it goes to the screen of 8/17.